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INSTALL INITIAL STAGE EROSION CONTROL MEASURES

DEMOLITION / CLEARING & GRUBBING

DEWATER/STORMWATER MANAGEMENT FACILITY GRADING & CONSTRUCTION

CONSTRUCT STORM SEWER

CONSTRUCT UTILITIES

FINE GRADING

CONSTRUCT CURB & GUTTER
PAVING (TO BINDER)

ESTABLISH PERMANENT LANDSCAPING

REMOVE EROSION CONTROL MEASURES AS PERMANENT VEGETATION IS ESTABLISHED

OVERLAY AND RESTRIPING

AS-BUILT CERTIFICATION

HOTEL BUILDING CONSTRUCTION

CONSTRUCTION PLANS FOR:

HENDERSON BEACH RESORT
FIRST AMENDMENT

UNSECTIONALIZED, TOWNSHIP 2 SOUTH,
RANGE 22 WEST

OKALOOSA COUNTY, FLORIDA

VICINITY MAP           N.T.S.

1. CONTRACTORS SHALL MAINTAIN PUBLIC ACCESS AT ALL TIMES ALONG OKALOOSA COUNTY
RIGHT-OF-WAYS.

2. NO PARKING OR UNLOADING OF MATERIALS SHALL OCCUR WITHIN PUBLIC RIGHT-OF-WAY.
3. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES WITHIN THE PUBLIC

RIGHT-OF-WAY AND SHALL REPAIR ANY DAMAGE CAUSED BY THE CONSTRUCTION ACTIVITIES TO
THE PUBLIC RIGHT-OF-WAY AT THE CONTRACTOR'S EXPENSE.

4. CONTRACTOR SHALL MARK ALL CROSSWALKS AND MULTI-USE PATH CROSSINGS TO INDICATE THEM
AS A PEDESTRIAN PATHWAY AFTER THE FINAL ASPHALT IS IN PLACE

5. NOTHING SHALL BE ERECTED, PLACED, PARKED, PLANTED, OR ALLOWED TO GROW IN SUCH A
MANNER AS TO MATERIALLY IMPEDE VISION BETWEEN A HEIGHT OF TWO FEET AND TEN FEET
ABOVE THE GRADE, MEASURED AT THE CENTERLINE OF THE INTERSECTION FOR CLEAR VISIBILITY
TRIANGLE.

6. PARTY RESPONSIBLE FOR MONITORING CONSTRUCTION: DUNAVANT GULF, LLC OR ITS AGENTS
7. PARTY RESPONSIBLE FOR SUBMITTING TO THE DISTRICT, THE NOTICE OF CONSTRUCTION

COMMENCEMENT AND AS-BUILT CERTIFICATIONS FOR PROJECT: DUNAVANT GULF, LLC OR ITS
AGENTS.

8. EROSION CONTROL & SEDIMENT PROTECTION IS THE RESPONSIBILITY OF CONTRACTOR.
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CERT. OF AUTHORIZATION: 29722
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AND THE ORIGINAL SEAL

|  THE DRAWINGS, SPECIFICATIONS, AND OTHER DOCUMENTS PREPARED BY INNERLIGHT ENGINEERING CORPORATION (IEC) ARE FOR THE SOLE USE ON THIS PROJECT UNLESS OTHERWISE PROVIDED, IEC SHALL BE DEEMED THE AUTHOR AND RETAIN ALL COMMON LAW, STATUTORY AND OTHER  RESERVED RIGHTS, INCLUDING COPYRIGHT.
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PROJECT NAME: HENDERSON BEACH RESORT

CLIENT NAME: DUNAVANT GULF, LLC
36008 EMERALD COAST PARKWAY, UNIT A-101
DESTIN, FLORIDA 32541
901.369.1570
MANAGING MEMBER: MR. BILL HAGERMANN

PREPARED BY: INNERLIGHT ENGINEERING CORPORATION
5450 NORTH 'W' STREET
PENSACOLA, FLORIDA 32505

ENGINEEER OF RECORD: DAVID E. SMITH, P.E.
FLORIDA REG. NO. 58927
5450 NORTH 'W' STREET
PENSACOLA, FLORIDA 32505
850.333.4370

WATER PROVIDER: DESTIN WATER USERS
218 MAIN STREET
DESTIN, FLORIDA 32541
850.837.6146

SEWER PROVIDER: DESTIN WATER USERS
218 MAIN STREET
DESTIN, FLORIDA 32541
850.837.6146

POWER PROVIDER: GULF POWER
34854 EMERALD COAST PARKWAY
DESTIN, FLORIDA 32541
850.244.4701

GAS PROVIDER: OKALOOSA GAS DISTRICT
14071 EMERALD COAST PARKWAY
DESTIN, FLORIDA 32541
850.654.3113

TELEPHONE PROVIDER: COX COMMUNICATIONS, INC.
320 RACETRACK ROAD NW
FORT WALTON BEACH, FLORIDA 32547
850.695.9440

TV/CABLE PROVIDER: COX COMMUNICATIONS, INC.
320 RACETRACK ROAD NW
FORT WALTON BEACH, FLORIDA 32547
850.695.9440

UTILITY PROVIDERS

CONSTRUCTION NOTES
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BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

* THE CONSTRUCTION ACTIVITY SCHEDULE IS SUBJECT TO CHANGE WITHOUT NOTICE.
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FIRST AMENDMENT
GRADE CHANGE TO RESORT WAY. THE HIGHPOINT OF
RESORT WAY IS NOW ELEVATION 33.0 NEAR THE
ENTRANCE TO THE PIAZZA. STORM INLETS WERE ALSO
REVISED TO REFLECT THE GRADE CHANGE.
(DATE: 09.10.2014)

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP



GENERAL NOTES:

1. THE EXACT LOCATION AND ELEVATION OF EXISTING STRUCTURES, UTILITIES, AND PIPING SHALL BE PHYSICALLY VERIFIED IN THE
FIELD BY THE CONTRACTOR BEFORE CONSTRUCTION BEGINS. THESE DRAWINGS DO NOT PURPORT TO SHOW IN COMPLETE DETAIL
ALL EXISTING STRUCTURES, UTILITIES, OR PIPING. THE CONTRACTOR SHALL EXAMINE ALL AVAILABLE RECORDS AND MAKE ALL
EXPLORATIONS AND EXCAVATIONS AS REQUIRED TO DETERMINE THE LOCATION OF EXISTING STRUCTURES, UTILITIES, AND PIPING,
WHENEVER NECESSARY. THE OWNER RESERVES THE RIGHT TO CHANGE LOCATION OF LINES TO AVOID CONFLICT WITH EXISTING
STRUCTURES, UTILITIES, OR PIPING.

2. THE CONTRACTOR SHALL CHECK PLANS FOR CONFLICTS AND DISCREPANCIES PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL
NOTIFY THE OWNER OR OWNER'S ENGINEER OF ANY CONFLICT, IN WRITING, BEFORE PERFORMING ANY WORK IN THE AFFECTED
AREA. ENGINEER WILL HAVE 7 DAYS TO PROVIDE A RESPONSE.

3. THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN AREAS OF BURIED UTILITIES AND SHALL PROVIDE AT LEAST 48 HOURS
NOTICE TO THE VARIOUS UTILITY COMPANIES IN ORDER TO PERMIT MARKING THE LOCATIONS OF EXISTING UNDERGROUND
UTILITIES  IN ADVANCE OF CONSTRUCTION.

4. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE TO EXISTING FACILITIES ABOVE OR BELOW GROUND THAT MAY
OCCUR AS A RESULT OF WORK CALLED FOR IN THESE CONTRACT DOCUMENTS. ALL REPAIRS MUST BE MADE TO THE SATISFACTION
OF THE RESPECTIVE OWNER.

5. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LEARN, KNOW, AND COMPLY WITH THE REGULATIONS, ORDINANCES,
PERMIT AND INSPECTION REQUIREMENTS OF THE VARIOUS GOVERNMENTAL AGENCIES HAVING JURISDICTION. IT WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO REVIEW AND COMPLY WITH THE CONDITIONS OF THE VARIOUS PERMITS OF THE
GOVERNMENTAL AGENCIES. THE CONTRACTOR SHALL SCHEDULE THE REQUIRED INSPECTIONS AND APPROVALS IN ACCORDANCE
WITH THE REQUIREMENTS OF THE PERMIT CONDITIONS. THE CONTRACTOR SHALL NOTIFY THE NECESSARY AGENCIES OF
CONSTRUCTION COMMENCEMENT.

6. ALL SPECIFICATIONS AND DOCUMENTS REFERRED TO SHALL BE OF LATEST ISSUE AND SHALL BE CONSIDERED A PART OF THESE
DOCUMENTS BY REFERENCE.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SETTING OF CONSTRUCTION STAKES TO MARK THE LOCATION, ALIGNMENT,
ELEVATION, AND GRADE OF THE WORK. THE STAKES PROVIDED SHALL BE ADEQUATE IN NUMBER, POSITION, AND ELEVATION SO
THAT THE PHYSICAL ITEM CAN BE CONSTRUCTED IN ACCORDANCE WITH THE PLANS.  THE CONSTRUCTION LAYOUT SURVEY SHALL
MEET THE MINIMUM TECHNICAL STANDARDS FOR LAND SURVEYING IN THE STATE OF FLORIDA (CHAPTER 21HH-6, FLORIDA
ADMINISTRATIVE CODE), AND SHALL BE PERFORMED BY A PERSON OF ADEQUATE EXPERTISE. FAILURE TO PERFORM THE
CONSTRUCTION  STAKEOUT IN ACCORDANCE WITH THE CONSTRUCTION PLANS MAY RESULT IN REMOVAL AND REPLACEMENT OF
THE IMPROVEMENTS AT NO EXPENSE TO THE OWNER. CONSTRUCTION LAYOUT INFORMATION HAS BEEN PROVIDED IN THE FORM
OF DIMENSIONS AND  OFFSETS OBTAINED THROUGH COMPUTER GENERATION. THE INFORMATION IS ADEQUATE FOR THE
CONSTRUCTION LAYOUT OF THE IMPROVEMENTS  USING STANDARD SURVEYING CONSTRUCTION LAYOUT TECHNIQUES. IN NO CASE
SHALL THE CONTRACTOR SCALE  INFORMATION FROM THE PLANS OR ATTEMPT TO CONSTRUCT IMPROVEMENTS WITHOUT
PERFORMING THE CONSTRUCTION LAYOUT IN  ACCORDANCE WITH THE INFORMATION CONTAINED HEREIN.

8. THE CONTRACTOR SHALL OBTAIN AND HAVE ONSITE ALL PERMITS PRIOR TO CONSTRUCTION, INCLUDING BUT NOT LIMITED TO,
F.D.E.P., F.D.O.T., AND THE LOCAL GOVERNMENT.  THE CONTRACTOR SHALL OBTAIN ALL OTHER REQUIRED PERMITS.

9. PRIOR TO COMMENCING CONSTRUCTION OR DEMOLITION / LAND CLEARING ACTIVITIES, CONTRACTOR SHALL INSTALL ANY
REQUIRED SILT FENCING OR BALED HAY BARRIERS (F.D.O.T. INDEX 102) FOR SILT CONTROL. THERE WILL BE NO DIRECT PAYMENT
FOR THIS WORK. COST SHALL BE INCLUDED IN  OTHER ITEMS OF WORK. LOCATION SHALL BE AS SHOWN ON THE PLANS OR AS
DIRECTED IN THE FIELD.

10. DEWATERING:  SHOULD LOWERING OF GROUNDWATER BE NECESSARY FOR THE INSTALLATION OF CONCRETE STRUCTURES, WATER
MAIN  ETC., OR TO PREVENT LATERAL MOVEMENT OF MATERIAL UNDER CONCRETE ALREADY PLACED, SUCH LOWERING SHALL BE
ACCOMPLISHED BY MEANS OF A WELL POINT SYSTEM OR OTHER APPROVED MEANS, AT CONTRACTOR'S EXPENSE. COMPREHENSIVE
PLANS FOR DE- WATERING OPERATIONS, IF USED, SHALL BE SUBMITTED BY THE CONTRACTOR PRIOR TO INSTALLATION.  DISCHARGE
OF GROUNDWATER TO SURFACE WATERS OF THE STATE REQUIRES A PERMIT UNDER F.A.C. 62-621.300(2).  CONTRACTOR SHALL BE
RESPONSIBLE FOR OBTAINING AN ANALYSIS OF GROUND WATER IN ACCORDANCE WITH THE GENERIC PERMIT FOR THE DISCHARGE
OF PRODUCED GROUND WATER FROM ANY NON-CONTAMINATED  SITE ACTIVITY - TABLE 1, AND FILING APPROPRIATE
NOTIFICATIONS TO THE FDEP INDUSTRIAL WASTEWATER DIVISION.

11. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH FDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION,
LATEST EDITION UNLESS OTHERWISE DIRECTED.

12. CONTRACTOR SHALL OBTAIN, IF AVAILABLE, AND REVIEW ALL AVAILABLE GEOTECHNICAL REPORTS PRODUCED FOR THE SITE PRIOR
TO COMMENCEMENT OF CONSTRUCTION.  IF NO GEOTECHNICAL REPORTS ARE AVAILABLE, THE CONTRACTOR IS RESPONSIBLE FOR
DETERMINING SITE SOIL CONDITIONS PRIOR TO CONSTRUCTION.

13. CONTRACTOR IS RESPONSIBLE FOR PROVIDING SIGNED AND SEALED RECORD DRAWINGS SHOWING ALL IMPROVEMENTS
CONSTRUCTED UNDER THIS CONTRACT.  RECORD DRAWINGS SHALL INCLUDE BOTH ABOVE GROUND AND BURIED UTILITIES
INCLUDING ANY EXISTING UTILITIES NOT SHOWN ON THESE PLANS BUT ENCOUNTERED DURING THE CONSTRUCTION PROCESS.
RECORD DRAWINGS SHALL BE SIGNED AND SEALED BY A FLORIDA REGISTERED LAND SURVEYOR.  CONTRACTOR SHALL CONTACT
ENGINEER OF RECORD FOR SPECIFIC REQUIREMENTS.

14. CONTRACTOR IS RESPONSIBLE FOR CONTINUATION OF SERVICE TO OCCUPIED BUILDINGS DURING CONSTRUCTION AND REPAIR OR
REPLACEMENT OF ANY EXISTING UTILITIES IMPACTED BY CONSTRUCTION.

15. IF WELLS ARE ENCOUNTERED ON SITE, THEY SHALL BE ABANDONED BY A FLORIDA CERTIFIED WELL DRILLER USING ABANDONMENT
PROCEDURES AND PERMITTING PROCESS OF THE LOCAL WATER MANAGEMENT DISTRICT OR OTHER APPLICABLE REGULATORY
AGENCY.

16. IF APPLICABLE, ANY WELLS PROPOSED ONSITE, I.E. IRRIGATION, GEOTHERMAL, ETC. SHALL BE PERMITTED APPROPRIATELY
THROUGH THE LOCAL WATER MANAGEMENT DISTRICT.  PERMITTING IS THE RESPONSIBILITY OF THE CONTRACTOR UNLESS
OTHERWISE ARRANGED.

17. CONTRACTOR SHALL CALL BEFORE DIGGING TO SUNSHINE STATE ONE CALL OF FLORIDA AT 800-432-4770.

18. PRIOR TO COMMENCEMENT OF DEMOLITION AND CONSTRUCTION ACTIVITIES, CONTRACTOR IS TO INSTALL ADEQUATE BARRIERS
TO RESTRICT PUBLIC AREAS. IN AREAS WHERE CONSTRUCTION ACTIVITIES ARE DIRECTLY ADJACENT TO HIGH TRAFFIC ROUTES, MAY
RESULT IN THE CREATION OF DUST OR PROJECTILES, SOLID BARRIERS (SUCH AS CANVAS OR PLYWOOD) MUST BE USED.

HANDICAP ACCESSIBILITY:

1. HANDICAP RAMPS AND CROSSWALKS PER THE LATEST FLORIDA ACCESSIBILITY CODE, A.D.A. AND FDOT STANDARD INDEX #304 ARE
REQUIRED AT ALL PEDESTRIAN CROSSING LOCATIONS.

ARCHITECTURAL COORDINATION:

1. WHEN APPLICABLE, ARCHITECTURAL PLANS SHALL SUPERSEDE THESE PLANS WITH RESPECT  TO ALL BUILDING DIMENSIONS AND
BUILDING HARDSCAPE INTERFACE.  IN CASE OF CONFLICT AND PRIOR TO CONSTRUCTION, CONTRACTOR IS RESPONSIBLE FOR
CONTACTING BOTH THE ENGINEER AND ARCHITECT IMMEDIATELY.

STRUCTURAL COORDINATION:

1. WHEN APPLICABLE, CONTRACTOR SHALL REFER TO THE CONSTRUCTION DETAILS AND SPECIFICATIONS OF THE APPLICABLE
STRUCTURAL PLANS FOR ALL SITE RETAINING WALLS AND OTHER STRUCTURAL COMPONENTS.

SIGNAGE:

1. PROJECT SIGNS SHALL MEET ALL APPLICABLE REQUIREMENTS BASED ON LOCAL SIGN ORDINANCE.

2. CONTRACTOR IS RESPONSIBLE FOR SIGN PERMITTING.

DEMOLITION:

1. ALL EXISTING CONCRETE, ASPHALT, TREES, STUMPS, AND OTHER DELETERIOUS MATERIAL AS INDICATED ON THE PLANS SHALL BE
REMOVED FROM THE SITE AND PROPERLY MANAGED AND DISPOSED OF IN ACCORDANCE WITH FLORIDA LAWS.

2. WHERE PAVEMENT IS TO BE REMOVED AND REPLACED, AS INDICATED ON THE PLANS OR DIRECTED IN THE FIELD, ALL EXISTING
MARKINGS AND TRAFFIC LOOPS SHALL ALSO BE REPLACED. THERE WILL BE NO DIRECT PAYMENT FOR THIS WORK. COST SHALL BE
INCLUDED IN RELATED ITEMS OF WORK.

3. ALL EXISTING PAVEMENT AND DRIVEWAY PAVEMENT TO BE REMOVED SHALL BE SAW CUT.

4. REPAIR ALL EXISTING DRIVEWAYS CROSSED BY UTILITY CONSTRUCTION TO MATCH EXISTING CONSTRUCTION.

5. CONTRACTOR SHALL TRIM, TACK AND MATCH EXISTING PAVEMENT AT LOCATIONS WHERE NEW PAVEMENT ABUTS.

6. ANY DISTURBED MAIL BOXES OR SIGNS MUST BE REINSTALLED TO EXISTING OR ACCEPTABLE CONDITION  AT THE  CONTRACTOR'S
EXPENSE.

7. ALL ITEMS NOTED AS "REMOVE AND SALVAGE" ARE TO REMAIN THE PROPERTY OF OWNER. CARE MUST BE TAKEN NOT TO DAMAGE
SALVAGED ITEMS. ITEMS ARE TO BE TRANSPORTED TO A STORAGE LOCATION SPECIFIED BY THE OWNER.

 SEDIMENTATION AND EROSION CONTROL NOTES:

1. CONTRACTOR SHALL STAGE AND TIME CONSTRUCTION TO MINIMIZE THE SIZE OF EXPOSED SOIL AREAS AND THE TIME BETWEEN
EXPOSING THE SOIL AREA AND  FINISHING THE SOIL AREA.

2. AS SOON AS GRADING IS COMPLETE IN AN AREA, THE CONTRACTOR WILL STABILIZE THE SOIL.  FOR LONG, NARROW AREAS, THE
CONTRACTOR SHALL STABILIZE CONTINUOUSLY DURING GRADING OPERATIONS.  ROUGH GRADED AREAS SHOULD BE STABILIZED
WITH TEMPORARY EROSION CONTROL IF FINAL GRADING AND STABILIZATION WILL NOT BE PERFORMED WITHIN FIVE (5) DAYS.
FAILURE TO STABILIZE EXPOSED SOIL AREAS IN A TIMELY MANNER AFTER GRADING MAY BE CONSIDERED A VIOLATION OF CHAPTERS
17-3, 17-12, AND/OR 17/25, FLORIDA ADMINISTRATIVE CODE, BY THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION
(F.D.E.P.) AND SUBJECT TO CORRECTIVE ACTION, PURSUANT TO SECTION 403.121- 403.161 FLORIDA STATUTES.

3. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR PERFORMING A TASK TO PROVIDE EROSION CONTROL  UNLESS ANOTHER
PARTY HAS BEEN PREVIOUSLY SPECIFIED AS RESPONSIBLE FOR THE EROSION CONTROL ASSOCIATED WITH THAT TASK.  IN THE EVENT
ANOTHER PARTY IS  RESPONSIBLE FOR EROSION CONTROL, THE CONTRACTOR SHALL STILL BE RESPONSIBLE FOR COORDINATION
WITH THE PARTY RESPONSIBLE.  IN THE EVENT THAT DAMAGE TO THE CONSTRUCTED ITEM RESULTS ARE DUE TO LACK OF  EROSION
CONTROL, THE CONTRACTOR SHALL REPAIR OR REPLACE THE ITEM AT NO CHARGE TO THE OWNER.

4. TEMPORARY EROSION CONTROL SHALL CONSIST OF TEMPORARY GRASS, TEMPORARY MULCH, TEMPORARY SOD, ARTIFICIAL
COVERINGS, BALED HAY OR STRAW, SILT FENCES, AND TURBIDITY BARRIERS AS SHOWN ON  THE CONSTRUCTION DRAWINGS AND IN
ACCORDANCE WITH APPROPRIATE TECHNICAL SPECIFICATIONS.  IF  TECHNICAL SPECIFICATIONS ARE NOT PROVIDED, THEN
TEMPORARY EROSION CONTROL SHALL BE IN  ACCORDANCE WITH SECTION 104 OF THE FLORIDA DEPARTMENT OF
TRANSPORTATION (F.D.O.T.) STANDARD SPECIFICATIONS.

5. PERMANENT EROSION CONTROL SHALL CONSIST OF SEED, SEED AND MULCH, HYDRO-SEEDING, SOD,  AND/OR ARTIFICIAL
COVERINGS AS SHOWN ON THE CONSTRUCTION DRAWINGS AND IN ACCORDANCE WITH TECHNICAL SPECIFICATION SECTIONS 12
AND 13. IF TECHNICAL SPECIFICATIONS ARE NOT PROVIDED THEN PERMANENT EROSION CONTROL SHALL BE IN  ACCORDANCE WITH
SECTIONS 570 AND 575 OF THE F.D.O.T. STANDARD SPECIFICATIONS.  SEED OR GRASS TYPE SHALL MATCH EXISTING OR BE AS
SPECIFIED BY OWNER UNLESS NOTED OTHERWISE.

6. GRASS BY SEEDING SHALL BE IN ACCORDANCE WITH SECTIONS 104, 570, 981, 982, AND 983 OF F.D.O.T. STANDARD SPECIFICATIONS.
THIS SHALL BE USED ONLY IN AREAS SUBJECT TO LIGHT EROSION SUCH AS FLAT AREAS.

7. GRASS BY HYDRO-SEEDING SHALL BE IN ACCORDANCE WITH SECTIONS 104, 570, 981, 982, AND 983 OF F.D.O.T. STANDARD
SPECIFICATIONS.  HYDRO-SEEDING MAY BE USED FOR FLAT AREAS AND SIDE SLOPES WHICH DO NOT EXCEED 4:1.  DRAINAGE
DITCHES OR LARGE SWALES MUST HAVE ADDITIONAL PROTECTION  BESIDES HYDRO-SEEDING.

8. GRASS AND MULCH SHALL BE IN ACCORDANCE WITH SECTIONS 104, 570, 981, 982, AND 983 OF F.D.O.T. STANDARD SPECIFICATIONS.
GRASS AND MULCH MAY BE USED IN ALL AREAS EXCEPT LARGE SWALES OR DITCHES.  MULCH SHALL BE ANCHORED IN
ACCORDANCE WITH SECTION 570.

9. SOLID SOD SHALL BE IN ACCORDANCE WITH SECTIONS 104, 575, 981, 982, AND 983 OF F.D.O.T. STANDARD SPECIFICATIONS.  SOD
MAY BE USED IN ALL AREAS FOR SIDE SLOPES GREATER THAN OR EQUAL TO 2:1. SOD SHALL BE STAGGERED SO AS TO AVOID A
CONTINUOUS SEAM.  IN AREAS WITH SLOPES 4:1 OR STEEPER, EACH PIECE OF SOD SHALL BE PEGGED WITH  SOD PEGS.  IN DIFFICULT
SOIL CONDITIONS WITH STEEP SLOPES, IT MAY NECESSARY TO COVER SOD  WITH ARTIFICIAL COVERINGS SUCH AS JUTE MESH UNTIL
SOD BECOMES ESTABLISHED.

10. TEMPORARY EROSION CONTROL BY ARTIFICIAL COVERINGS SHALL CONSIST OF STRAW BLANKETS, COCONUT FIBER BLANKETS,
POLYESTER BLANKETS,  JUTE MESH, AND DRAINAGE FABRICS.  MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH
MANUFACTURER'S RECOMMENDATIONS.  SEEDING SHALL BE INCLUDED IF MATERIAL REQUIRES VEGETATION TO FUNCTION
PROPERLY.

11. THE CONTRACTOR IS TO PROVIDE EROSION CONTROL/ SEDIMENTATION BARRIER (HAY BALES, SILT FENCE,  TURBIDITY BARRIER, OR
AS SPECIFIED IN THE CONSTRUCTION DRAWINGS) TO PREVENT SILTATION OF ADJACENT PROPERTY, STREETS, STORM SEWERS,
WATERWAYS, AND WETLAND OR JURISDICTIONAL AREAS.  IF, IN THE OPINION OF THE ENGINEER, AND/OR REGULATORY
AUTHORITIES, EXCESSIVE QUANTITIES OF MATERIAL ARE TRANSPORTED OFF- SITE BY EROSION OR STORMWATER RUNOFF, THE
CONTRACTOR SHALL IMPROVE CONDITIONS TO THE  SATISFACTION OF THE ENGINEER AND/OR AUTHORITIES. IN NO CASE SHALL
CONSTRUCTION COMMENCE PRIOR TO INSTALLATION OF EROSION CONTROL/SEDIMENTATION BARRIER.

12. CONTRACTOR SHALL PLACE STRAW, MULCH, OR OTHER SUITABLE MATERIAL ON GROUND IN ADDITION TO COARSE AGGREGATE IN
AREAS WHERE CON- STRUCTION-RELATED TRAFFIC IS TO ENTER AND EXIT SITE.

13. IF WIND EROSION BECOMES SIGNIFICANT DURING CONSTRUCTION, THE CONTRACTOR SHALL STABILIZE THE AREA USING
SPRINKLING IRRIGATION OR OTHER ACCEPTABLE METHODS.

14. ALL DISTURBED AREAS NOT PAVED, SODDED OR OTHERWISE LANDSCAPED SHALL BE SEEDED, FERTILIZED AND MULCHED PER FDOT
SPECIFICATIONS, SECTION 570.  SEEDING RATE AND MIX SHALL COMPLY WITH THE SEEDING RATE TABLE OFF DOT STANDARD INDEX
105.

15. CONTRACTOR SHALL SOD ALL SLOPES 4:1 AND STEEPER IMMEDIATELY AFTER CONSTRUCTION UNLESS OTHERWISE DIRECTED BY THE
ENGINEER.

16. ALL EXCAVATED SOILS SHALL BE STOCKPILED IN LOCATION(S) INDICATED ON PLANS IF SHOWN.  APPROPRIATE SEDIMENTATION AND
EROSION CONTROLS SHALL BE INSTALLED AROUND THE STOCKPILE.

MAINTENANCE:

1. THE CONTRACTOR SHALL PROVIDE ROUTINE MAINTENANCE OF PERMANENT AND TEMPORARY EROSION CONTROL  FEATURES IN
ACCORDANCE WITH TECHNICAL SPECIFICATIONS SECTION 10, 12, AND 13 UNTIL THE PROJECT IS COMPLETED AND ACCEPTED.  IF
TECHNICAL SPECIFICATIONS ARE NOT PROVIDED, THEN MAINTENANCE SHALL BE IN ACCORDANCE WITH SECTION 104 OF THE
FLORIDA DEPARTMENT OF  TRANSPORTATION (F.D.O.T.) STANDARD SPECIFICATIONS.

2. SILT FENCES AND TURBIDITY BARRIERS SHALL BE CHECKED DAILY FOR EFFECTIVENESS, BREACHES, AND ROUTINE MAINTENANCE.

3. ALL DISTURBED AREAS TO BE PERMANENTLY GRASSED AND RETENTION AREAS TO BE SODDED.

SITE GEOMETRY NOTES:

1. ALL BUILDING DIMENSIONS ARE TO THE FACE OF BUILDING UNLESS OTHERWISE NOTED.

2. ALL DIMENSIONS ALONG CURB LINES ARE TO THE BACK OF CURB UNLESS OTHERWISE NOTED.

STORMWATER MANAGEMENT NOTES:

1. JUNCTION BOXES OUTSIDE THE RIGHT OF WAY MUST BE CAST IRON CAPABLE OF HANDLING LIVE LOADS AND BE CAST WITH
"STORM" ON THE COVER.

PAVING, GRADING & EARTHWORK NOTES:

1. IN EXCAVATING STREETS AND DRIVEWAYS THAT HAVE BEEN SURFACED WITH SAND-CLAY, CLAY GRAVEL, OR OTHER BASE COURSE,
SUCH BASE MATERIALS SHALL BE EITHER STOCKPILED AND KEPT SEPARATE FROM THE EARTH EXCAVATED OR THE CONTRACTOR
SHALL, AT HIS EXPENSE, PROVIDE NEW BASE OF  LIKE KIND AND EQUAL QUALITY.

2. CONTRACTOR MUST SALVAGE EXISTING TOP SOIL WITHIN  PROJECT SITE OR REPLACE AT HIS OWN EXPENSE.

3. ANY DEFICIENCY IN THE QUANTITY OF MATERIAL FOR BACKFILLING THE TRENCHES, OR FOR FILLING DEPRESSIONS CAUSED BY
SETTLEMENT, SHALL BE SUPPLIED BY THE  CONTRACTOR AT NO COST TO THE OWNER.  THIS ALSO APPLIES TO BASE COURSE UNDER
PAVED STREETS.

4. CONTRACTOR SHALL CLEAR AND GRUB ONLY THOSE PORTIONS OF THE SITE NECESSARY FOR CONSTRUCTION. CLEAR AND  GRUB
SHALL CONSIST OF THE REMOVAL OF ALL DELETERIOUS MATERIAL INCLUDING TREES, ROOTS, TOPSOIL, ETC.

5. ORGANIC, UNSUITABLE SOILS BENEATH THE PAVED AREAS SHALL BE REMOVED AND REPLACED WITH CLEAN SAND MATERIAL OF
WHICH NOT MORE THAN 15% BY DRY WEIGHT  IS FINER THAN THE NUMBER 200 MESH SIEVE.  FILL MATERIAL SHALL BE FREE OF
ORGANICS, RUBBLE, CLAY, OR OTHER DELETERIOUS MATTER.

6. THE PAVEMENT SUBGRADE SHOULD BE STABILIZED TO A MINIMUM LBR OF 40 UNLESS OTHERWISE SPECIFIED.  MATERIAL FOR
STABILIZATION SHALL BE AS CALLED OUT ON THE PLANS, OR OTHER MATERIAL APPROVED BY THE ENGINEER AND THE
GEOTECHNICAL ENGINEER.  COMPACTION OF THE  SUBGRADE SHALL BE BY A HEAVY VIBRATORY ROLLER (MINIMUM STATIC WEIGHT
OF FIVE TONS) WITH A MINIMUM OF 10 PASSES WITH A 20% OVERLAP BETWEEN PASSES.   THE VIBRATORY ROLLER SHOULD ALSO BE

EQUIPPED WITH A VARIABLE FREQUENCY CONTROL TO OPERATE AT THE  RESONANT FREQUENCY OF THE SOILS.

7. ALL WASTE MATERIAL SHALL BE DISPOSED OF OFFSITE IN ACCORDANCE WITH APPLICABLE REGULATIONS.

8. PROPOSED SPOT ELEVATIONS REPRESENT FLOW LINE OF CURB & GUTTER OR FINISHED PAVEMENT OR GROUND SURFACE GRADE
UNLESS OTHERWISE NOTED ON DRAWINGS.

9. CONTRACTOR TO PROVIDE 1/2" TO 1" BITUMINOUS  EXPANSION JOINT MATERIAL WITH SEALER AT ABUTMENT OF CONCRETE AND
OTHER MATERIALS (BUILDINGS, OTHER POURED CONCRETE, ETC.) EXCEPT ASPHALT.

10. CONTRACTOR SHALL TRIM, TACK AND MATCH  EXISTING PAVEMENT AT LOCATIONS WHERE NEW PAVEMENT ABUTS.

11. TESTING REQUIREMENTS SHALL BE IN ACCORDANCE WITH THE TESTING SCHEDULE CONTAINED WITHIN THESE PLANS OR PER
APPLICABLE LOCAL GOVERNMENT OR REGULATORY AGENCY, WHICHEVER IS MORE STRINGENT.  SELECTION AND CONTRACTING
WITH THE TESTING FIRMS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.  IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO COORDINATE AND  SCHEDULE ALL TESTS.

12. ACCEPTANCE TESTING FOR NEW PAVEMENT, IF APPLICABLE, SHALL CONSIST OF ONE PASS OF A STANDARD 15-FOOT ROLLING
STRAIGHT EDGE OPERATED WHILE THE PAVEMENT IS STILL HOT.  ALL DEFICIENCIES IN EXCESS OF 3/16 INCH SHALL BE CORRECTED IN
ACCORDANCE WITH F.D.O.T. STANDARD SPECIFICATION 330.

13. AT THE OPTION OF THE OWNER, THE CONTRACTOR SHALL FLOOD ALL NEW PAVEMENT SURFACES WITH WATER AND INSPECT FOR
PONDING.  ALL PONDED AREAS SHALL BE CORRECTED IN ACCORDANCE WITH F.D.O.T. STANDARD SPECIFICATION 330.

TRAFFIC, SIGNAGE & STRIPING NOTES:

1. IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO INSTALL AND MAINTAIN ADEQUATE TRAFFIC CONTROL AND TO PROVIDE
DETOURS AROUND CONSTRUCTION ACTIVITIES. UNLESS APPROVED BY THE OWNER, IN WRITING, NO STREET SHALL REMAIN CLOSED
TO TRAFFIC  OVERNIGHT. IN ADDITION, THE CONTRACTOR SHALL COOPERATE WITH LOCAL GOVERNMENT AGENCIES AND LOCAL
RESIDENTS IN GAINING ACCESS TO THEIR ROADS, HOMES AND BUSINESSES DURING WORKING HOURS AND SHALL ASSIST AT ALL
TIMES WHEN VEHICLES EXPERIENCE TROUBLE DUE TO CONSTRUCTION ACTIVITIES.

2. THE CONTRACTOR SHALL INSTALL, INSPECT, AND MAINTAIN ALL TEMPORARY TRAFFIC CONTROL DEVICES REQUIRED FOR THE
MAINTENANCE AND PROTECTION OF TRAFFIC DUE TO CONSTRUCTION ACTIVITIES IN ACCORDANCE WITH THE LATEST EDITION OF
THE U.S. DEPARTMENT OF TRANSPORTATION FEDERAL HIGHWAY ADMINISTRATION MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (MUTCD PART 6), AND/OR IN ACCORDANCE W/FDOT STD. 600, WHICHEVER IS MORE STRINGENT.

3. ALL STRIPING IN THE FLORIDA STATE RIGHT-OF-WAY IS TO BE THERMOPLASTIC.

GENERAL TESTING NOTES:

1. TESTING REQUIREMENTS SHALL BE IN ACCORDANCE WITH THE TESTING SCHEDULE CONTAINED WITHIN THESE PLANS OR PER
APPLICABLE LOCAL GOVERNMENT OR REGULATORY AGENCY, WHICHEVER IS MORE STRINGENT.  SELECTION AND  CONTRACTING
WITH THE TESTING FIRMS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.   IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO COORDINATE AND SCHEDULE ALL TESTS.

2. COPIES OF THE TEST REPORTS FOR ASPHALT, BASE, SUBGRADE, FILL AND BACKFILL UNDER ROADWAYS AND STRUCTURES, AND
UTILITY TRENCHES SHALL BE PROVIDED DIRECTLY TO THE ENGINEER FOR APPROVAL.  IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO COORDINATE TESTING AND INSURE THAT ALL APPLICABLE TESTS HAVE BEEN PERFORMED.  FAILURE TO OBTAIN
TEST RESULTS AT ANY POINT OF CONSTRUCTION WILL REQUIRE THE REMOVAL OF THE IMPROVEMENT AND REPLACEMENT BY
CONTRACTOR, AT NO ADDITIONAL COST TO THE OWNER.  IT SHOULD BE NOTED THAT THE APPLICABLE LOCAL GOVERNMENT MAY
REQUIRE COMPACTION TESTING IN ACCORDANCE WITH THE TESTING SCHEDULE FOR UTILITY TRENCH FILL AND BACKFILL OR
ACCORDING TO THE LOCAL GOVERNMENTAL STANDARDS, WHICHEVER IS MORE STRINGENT.

TESTING SCHEDULE (FOR ALL WORK OUTSIDE THE FLORIDA STATE DEPARTMENT OF TRANSPORATION RIGHT-OF-WAY)
ITEM TEST TEST IDENTIFICATION TEST REQUIREMENT TESTING FREQUENCY

UTILITY TRENCH FILL &
BACKFILL

MAXIMUM
DENSITY/OPTIMUM

MOISTURE CONTENT

AASHTO T-180
ASTM D-1557 N/A PER SOIL TYPE

FIELD DENSITY
AASHTO T-191 / AASHTO

T-204
ATM D-1556 / ASTM D-2937

95% OF MAXIMUM DENSITY AT
OPTIMUM MOISTURE CONTENT

ONE PER 500 L.F. HORIZONTAL OR ONE PER 750 S.Y.
WITH A MINIMUM OF 3 TESTS, ALTERNATING 12 IN.

LIFTS
SOIL GRADATION AASHTO M-92 (15% PASSING NO. 200 SEIVE) ONE PER SOIL TYPE

FILL & BACKFILL UNDER
ROADWAYS AND STRUCTURES

MAXIMUM
DENSITY/OPTIMUM

MOISTURE CONTENT

AASHTO T-180
ASTM D-1557 N/A PER SOIL TYPE

FIELD DENSITY
AASHTO T-191 / AASHTO

T-204
ASTM D-1556, D-2937, D2922

98% OF MAXIMUM DENSITY AT
OPTIMUM MOISTURE CONTENT

ONE PER 500 L.F. HORIZONTAL OR ONE PER 750 S.Y.
WITH A MINIMUM OF 3 TESTS

SOIL GRADATION AASHTO M-92 (15% PASSING NO. 200 SEIVE) ONE PER SOIL TYPE

SUBGRADE

BEARING VALUES LBR-FDOT 40 (MIN.) ONE PER SITE OR AT MATERIAL CHANGES
MAXIMUM

DENSITY/OPTIMUM
MOISTURE CONTENT

AASHTO T-180
ASTM D-1557 N/A PER SOIL TYPE

FIELD DENSITY & THICKNESS ASTM D-1556 OR ASTM
D-2937

98% OF MAXIMUM DENSITY AT
OPTIMUM MOISTURE CONTENT

ONE PER 500 L.F. HORIZONTAL OR ONE PER 750 S.Y.
WITH A MINIMUM OF 3 TESTS

BASE (SAND-ASPHALT)

MARSHALL STABILITY TESTS FDOT FM 5-511 500 LB. (MIN) ONE PER SOURCE OR AS MATERIAL CHANGES

FIELD DENSITY AND
THICKNESS ASTM D-1559

95% OF LAB DENSITY AS
DETERMINED BY MARSHALL

METHOD

ONE PER 300 L.F. HORIZONTAL OR ONE PER 750 SY
WITH A MINIMUM OF 3 TESTS

BASE (SAND-CLAY)

BEARING VALUES LBR-FDOT 70 (MIN.) ONE PER SITE OR AS MATERIAL CHANGES
MAXIMUM

DENSITY/OPTIMUM
MOISTURE CONTENT

AASHTO T-180
ASTM D-1557 N/A PER SOIL TYPE

FIELD DENSITY & THICKNESS

AASHTO T-191 OR AASHTO
T-204

ASTM D-1556 OR ASTM
D-2937

98% MAXIMUM DENSITY ONE PER 500 L.F. HORIZONTAL OR ONE PER 750 S.Y.
WITH A MINIMUM OF 3 TESTS

ASPHALT

MATERIALS QUALITY,
BITUMEN CONTENT, AND

GRADATION

AASHTO T-164, 5-30
ASTM D-2172 FDOT SPEC. 330, 331, 916 FDOT SPEC. 331, 916

FIELD DENSITY & THICKNESS ASTM D-2950 95% OF LAB DENSITY ONE PER 500 L.F. HORIZONTAL OR ONE PER 750 S.Y.
WITH A MINIMUM OF 3 TESTS

AGGREGATE CERTIFICATION N/A FDOT SPEC. 901,902 ONE PER SUPPLIER

MARSHALL STABILITY AND
DENSITY ASTM D-1559 FDOT SPEC. 331 ONE PER DAY

CNCRETE (MISC. SITE WORK*)

SLUMP TEST AASHTO T-119
ASTM C-143 2" TO 3" AS REQUIRED BY SOILS ENGINEER OR ONE PER SET OF

CYLINDERS

COMPRESSIVE STRENGTH AASHTO T-23
ASTM C-31 3000 PSI ONE SET OF 3 CYLINDERS PER 50 CY PER DAY

AIR CONTENT AASHTO T-199 3%-6% ONE PER SET OF CYLINDERS
*NOTE:  CONCRETE FOR SITE WORK INCLUDES BUT IS NOT LIMITED TO CURB & GUTTER, SIDEWALKS, ETC., EXCEPT CONCRETE PAVEMENT.

DAVID E. SMITH, P.E.
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No changes shall be made 
to, and construction shall not 
deviate from, these approved plans 
without prior written approval from 
the City of Destin.  Unapproved 
deviations may result in the 
revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.
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GENERAL UTILITY NOTES: 

1. ALL UTILITIES MUST BE INSTALLED PRIOR TO THE CONSTRUCTION OF CURB, BASE AND PAVEMENT. APPROVAL BY  LOCAL
AUTHORITY MUST BE OBTAINED PRIOR TO FURTHER CONSTRUCTION.

2. CONTRACTOR IS TO PROVIDE A SITE ELECTRICAL PLAN TO OWNER AND ENGINEER PRIOR TO COMMENCEMENT OF CONSTRUCTION
(EXCLUDING DEMOLITION). CONDUITS FOR ELECTRICAL WORK IN CIVIL PLANS ARE ONLY TO NOTE AN INTENT TO SERVE SPECIFIC
AREAS. SITE ELECTRICAL PLAN SHOULD BE DEVELOPED IN COORDINATION WITH OWNER TO ANTICIPATE DEMAND AND ASSURE
SUCH WORK MEETS APPLICABLE CODES.

3. SITE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH LIGHTING, IRRIGATION AND ELECTRICAL  CONTRACTORS
REGARDING REQUIRED CONDUITS.

4. PIPE LENGTHS SHOWN ARE FROM CENTER OF STRUCTURE TO CENTER OF STRUCTURE. PIPE LENGTHS ARE MEASURED IN LINEAR
FEET (NOTED AS LF).

5. ALL MANHOLES, INLETS AND CLEANOUTS SUBJECT TO VEHICULAR LOADING, INCLUDING THOSE AREAS REQUIRING  FUTURE
MAINTENANCE, SHALL HAVE TRAFFIC BEARING (HS-20) RINGS, COVERS, GRATES, ETC.

6. ALL STORM INLETS EQUAL TO OR GREATER THAN 5' DEEP SHALL BE EQUIPPED WITH ACCESS RUNGS.

7. ALL STORM SEWER STUB-OUTS TO BE CLOSED W/ MASONRY SEAL AT THE STUB END.

8. ALL STORMWATER DRAIN PIPE JOINTS WITHIN 6 FEET OF PAVING SHALL BE WRAPPED WITH FDOT APPROVED FABRIC  UNLESS
OTHERWISE NOTED OR STATED BY THE ENGINEERS.

9. WATER AND WASTEWATER CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL AUTHORITY SPECIFICATIONS, UNLESS
OTHERWISE SHOWN ON PLANS.

10. A MINIMUM 18" COVER IS REQUIRED ON ALL PROPOSED WATER AND SANITARY LINES AND SERVICES FROM FINISHED  GRADES,
INCLUDING SWALES AND STORMWATER RETENTION / DETENTION AREAS.

11. POTABLE WATER MAINS, SERVICES AND VALVES SHALL BE MARKED BY INSTALLATION OF NO. 12 COPPER INSULATED  TRACER WIRE
IN TRENCH ABOVE PIPE.  TRACER WIRE SHALL BE INSTALLED THROUGHOUT THE ENTIRE SYSTEM.

12. CONTRACTOR SHALL INSTALL SANITARY SEWER MAINS AT UNIFORM SLOPE BETWEEN MANHOLES SPECIFIED ON THE  UTILITY PLAN.
ALIGNMENT OF PIPE BETWEEN MANHOLES SHALL BE STRAIGHT.

13. FIRE HYDRANTS SHALL BE AMERICAN DARLING, RED.

14. LEAKAGE TESTS SHALL BE PERFORMED ON ALL SEWER PIPES AND MANHOLES.         

14.a. A.  SEWER PIPES SHALL BE TESTED BY EITHER INFILTRATION OR EXFILTRATION, AS APPROPRIATE, SO THAT TEST IS  PERFORMED
WITH A MINIMUM POSITIVE HEAD OF 2 FEET. TEST DURATION SHALL BE A MINIMUM OF 2 HOURS DURATION AND MAXIMUM
ALLOWABLE LEAKAGE (IN OR OUT OF PIPE) SHALL NOT EXCEED 200 GALLONS PER INCH OF PIPE DIAMETER  PER MILE PER DAY
(EQUIVALENT TO 0.157 GALLONS PER INCH DIAMETER PER 100 FEET OF PIPE PER HOUR).

14.b. MANHOLES SHALL BE TESTED BY PLUGGING LINES IN / OUT OF THE MANHOLE AND FILLING  MANHOLE TO RIM WITH  WATER.
AFTER ALLOWING WATER TO STABILIZE FOR ONE HOUR, CONTRACTOR SHALL FILL THE MANHOLE AGAIN, THEN  CHECK
WATER LEVEL AFTER TWO HOURS.  A DROP IN WATER LEVEL OF ONE INCH (1") PER FOOT OF MANHOLE DEPTH  PER HOUR IS
CONSIDERED ACCEPTABLE.

15. IF PIPING OR MANHOLE FAIL LEAKAGE TESTS, CONTRACTOR SHALL TAKE CORRECTIVE ACTION TO RESEAL AND THEN  RETEST.

16. HYDROSTATIC TESTING OF WATER MAINS AND APPURTENANCES SHALL CONSIST OF BOTH PRESSURE AND LEAKAGE  TESTS OF 2
HOUR DURATION EACH AT 150 PSIG.

17. PRESSURE TESTS WILL BE CONDUCTED WITH A PRESSURE LOSS OF NOT MORE THAN 2 PSIG REGARDLESS OF PIPE  LENGTH TESTED.

18. LEAKAGE TESTS WILL BE CONDUCTED AFTER PRESSURE TESTS.  PIPE INSTALLATION WILL NOT BE ACCEPTED IF  LEAKAGE IS GREATER
THAN DETERMINED BY THE FOLLOWING FORMULA FROM ANSI/AWWA C-600-LATEST: L=(SD(P)^ ½ )/133200 WHERE L = ALLOWABLE
LEAKAGE IN GALLONS PER HOUR; S = LENGTH OF PIPELINE TESTED IN FEET; D = NOMINAL  DIAMETER OF PIPE IN INCHES; P =
AVERAGE PRESSURE DURING LEAKAGE TEST IN PSIG.

19. IF LEAKAGE IS GREATER THAN SPECIFIED LIMIT, CONTRACTOR SHALL TAKE CORRECTIVE ACTION TO LOCATED AND  REPAIR
DEFECTIVE MATERIAL.  VISIBLE LEAKS WILL BE CORRECTED REGARDLESS OF TOTAL LEAKAGE.

20. ALL WATER PIPES AND FITTINGS WILL BE THOROUGHLY DISINFECTED PRIOR TO BEING PLACED INTO SERVICE.   DISINFECTION WILL
FOLLOW APPLICABLE PROVISIONS OF PROCEDURES ESTABLISHED IN AWWA C-651-LATEST, RULE  62-555.345, F.A.C. AND WILL BE IN
ACCORDANCE WITH BOTH STATE AND LOCAL REQUIREMENTS.

21. WHERE IT BECOMES NECESSARY TO  TEMPORARILY REMOVE, REPOSITION, OR SUPPORT EXISTING FACILITIES, UTILITY POLES, ETC.
THIS WORK SHALL BE PERFORMED AT THE CONTRACTOR'S EXPENSE AND IN ACCORDANCE WITH REQUIREMENTS OF THE OWNER
OF THE EXISTING FACILITY, UTILITY POLE, ETC. THE CONTRACTOR SHALL GIVE PROPER NOTICE TO THE UTILITIES. THE CONTRACTOR
SHALL PHYSICALLY EXAMINE THE ENTIRE PROJECT SITE AND INFORM HIMSELF FULLY IN REGARD TO ALL CONDITIONS PERTAINING
TO THE PLACE WHERE THE WORK IS TO BE PERFORMED FOR PURPOSE OF DETERMINING HIS COST TO PERFORM THE  WORK.

22. THE CONTRACTOR SHOULD PAY SPECIAL ATTENTION TO AREAS INVOLVING CLEARING AND GRUBBING, EXISTING FACILITIES
REMOVAL AND REPLACEMENT, SUPPORT ON RELOCATION, AND WORK INVOLVED IN WETLAND AREAS. WHERE IT IS NECESSARY TO
CROSS OVER OR UNDER EXISTING FACILITIES, A MINIMUM OF 6" CLEARANCE SHALL BE PROVIDED BETWEEN THE NEW AND EXISTING
UTILITY.  IT MAY BE NECESSARY AT SUCH LOCATIONS TO PROVIDE DUCTILE IRON PIPE FOR THE NEW UTILITY AND/OR SUPPORT AS
SHOWN IN THE PLANS.  THIS WORK WILL BE AS DIRECTED IN THE FIELD OR SHOWN ON THE PLANS AND SHALL BE PAID FOR UNDER
THE UNIT PRICES BID FOR THE VARIOUS SIZES AND TYPES OF PIPE.  THERE SHALL BE NO ADDITIONAL COMPENSATION FOR EXTRA
DEPTH REQUIRED TO CROSS UNDER EXISTING FACILITIES.

23. WHEN PIPE DEFLECTION IS USED TO CHANGE ALIGNMENT ON GRADE OF PRESSURE PIPE, DEFLECTION SHALL NOT EXCEED 50% OF
THE MANUFACTURER'S MAXIMUM RECOMMENDED DEFLECTION. IT SHALL BE RESPONSIBILITY OF THE CONTRACTOR TO
COORDINATE AND SCHEDULE THE ACTIVITIES OF THE UTILITY COMPANIES INCLUDING BUT NOT LIMITED TO TV, TELEPHONE, GAS,
POWER, ETC., AND PROVIDE IN ACCORDANCE WITH THE UTILITY COMPANY ANY NECESSARY CONDUITS FOR CROSSINGS UNDER
PAVEMENT.  NO ADDITIONAL COMPENSATION SHALL BE PROVIDED FOR THIS SERVICE.

24. ANY DAMAGE CAUSED BY THE UTILITY COMPANY TO THE IMPROVEMENTS OF THE CONTRACTOR SHALL BE REPAIRED IN
ACCORDANCE WITH THESE  CONTRACT DOCUMENTS.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT
REPAIRS ARE PERFORMED, EITHER BY  THE CONTRACTOR OR THE UTILITY COMPANY AT NO COST TO THE OWNER.

POLLUTION CONTROL

1. POLLUTION CONTROL MEASURES FOR THE SITE INCLUDE PROPER WASTE DISPOSAL, PROPER MANAGEMENT OF CHEMICAL STORAGE
TANKS, EROSION FROM EGRESSES, SANITARY SEWAGE DISPOSAL AND ON-SITE VEHICLE STORAGE AND MAINTENANCE.  NO DEBRIS
THAT IS GENERATED WILL BE BURIED ON SITE.

1.1. WASTE DISPOSAL:  SOLID MATERIALS, INCLUDING BUILDING MATERIALS, SHALL BE PROPERLY DISPOSED OF OR REMOVED FROM
THE SITE TO AN APPROPRIATE LANDFILL, AND SHALL NOT BE DISCHARGED INTO WATERS OF THE STATE, EXCEPT AS AUTHORIZED
BY A SECTION 404 PERMIT.  CLEANUP AND DISPOSAL OF ALL WASTE MATERIALS (SOLID OR HAZARDOUS) SHALL BE IN
ACCORDANCE WITH ALL RECOGNIZED LOCAL AND FEDERAL REQUIREMENTS.  ALL DISPOSAL SHALL BE TO APPROVED OFF-SITE
WASTE FACILITIES.  ALL PERSONNEL WILL BE INSTRUCTED REGARDING THE CORRECT PROCEDURE FOR WASTE DISPOSAL.
NOTICES STATING THESE PRACTICES WILL BE POSTED IN THE APPROPRIATE ON-SITE OR OFF-SITE LOCATION.  THE INDIVIDUAL
WHO MANAGES THE DAY-TO-DAY SITE OPERATIONS WILL BE RESPONSIBLE FOR SEEING THAT THESE PROCEDURES ARE
FOLLOWED.

1.2. OFF-SITE VEHICLE TRACKING:  OFF-SITE VEHICLE TRACKING OF DIRT, SOILS, AND SEDIMENTS AND THE GENERATION OF DUST
SHALL BE MINIMIZED OR ELIMINATED TO THE MAXIMUM EXTENT PRACTICAL.  A STABILIZED CONSTRUCTION ENTRANCE HAS
BEEN PROVIDED TO HELP REDUCE VEHICLE TRACKING OF SEDIMENTS.  THE PAVED STREET ADJACENT TO THE SITE ENTRANCE
WILL BE CLEANED AS NECESSARY TO REMOVE ANY EXCESS MUD, DIRT, OR ROCK TRACKED FROM THE SITE.  DUMP TRUCKS
HAULING MATERIAL FROM THE CONSTRUCTION SITE WILL BE COVERED WITH A TARPAULIN ON AN AS NEEDED BASIS.  A
CONCRETE TRUCK WASHOUT LOCATION SHALL BE IN A TEMPORARY TRUCK WASH AREA LOCATED AT THE SITE  ENTRANCE.
WASHOUT SHALL BE CONTAINED WITHIN A PIT OR TRENCH WITH NO MATERIAL LEAVING THE SITE OR IMPACTING VEGETATED
OR NON-DISTURBED AREAS.

1.3. SANITARY WASTE:  AS SITE CONDITIONS WARRANT, ALL SANITARY WASTE WILL BE MANAGED APPROPRIATELY BY EITHER AN
ON-SITE PORTABLE UNIT(S) COLLECTED AT A MINIMUM OF ONCE PER WEEK BY THE LOCAL MUNICIPALITY AND/OR STATE OF
GEORGIA LICENSED SANITARY WASTE MANAGEMENT CONTRACTOR, OR WITH A MANAGEMENT PLAN THAT ROUTES
INDIVIDUALS TO A LEGAL AND APPROPRIATE SANITARY WASTE FACILITY.

1.4. SPILL REMEDIATION MANAGEMENT PRACTICES:  THE FOLLOWING ARE THE BEST MANAGEMENT PRACTICES THAT WILL BE USED
TO REDUCE THE RISK OF SPILLS OR OTHER ACCIDENTAL EXPOSURE OF MATERIALS AND SUBSTANCES, AS WELL AS A CLEANUP
PLAN IF NECESSARY.

RISK REDUCTION: PETROLEUM, FERTILIZERS AND PAINT PRODUCTS

 AN EFFORT WILL BE MADE TO STORE ONLY ENOUGH PRODUCT REQUIRED TO DO THE JOB.

 PRODUCTS WILL BE STORED IN THEIR ORIGINAL CONTAINERS WITH THE ORIGINAL MANUFACTURER'S LABEL, AND MUST BE
KEPT OFF THE GROUND IN SECURELY FASTENED LIDS.

 SUBSTANCES WILL NOT BE MIXED WITH ONE ANOTHER UNLESS RECOMMENDED BY THE MANUFACTURER.

 WHENEVER POSSIBLE, ALL OF A PRODUCT WILL BE USED BEFORE DISPOSING OF THE CONTAINER.

 MANUFACTURER'S RECOMMENDATIONS FOR PROPER USE AND DISPOSAL WILL BE FOLLOWED.

 THE SITE SUPERINTENDENT WILL INSPECT DAILY TO ENSURE PROPER USE AND DISPOSAL OF MATERIALS.

 ORIGINAL LABELS AND MATERIAL SAFETY DATA SHEETS (MSDS) WILL BE RETAINED.

 IF SURPLUS PRODUCT MUST BE DISPOSED OF, MANUFACTURERS OR LOCAL AND STATE RECOMMENDED METHODS FOR PROPER
DISPOSAL WILL BE FOLLOWED.

 ALL ON-SITE VEHICLES WILL BE MONITORED FOR LEAKS AND RECEIVE REGULAR PREVENTIVE MAINTENANCE TO REDUCE THE
CHANCE OF LEAKAGE.

 ALL PRODUCTS SHALL BE STORED AND USED IN AN AREA THAT PROVIDES A SECONDARY CONTAINMENT FEATURE, AND SHALL
BE LOCATED IN AN AREA WITH THE LEAST FORESEEABLE IMPACT IF A CATASTROPHIC EVENT SHOULD OCCUR.  FACILITIES
SHOULD BE COVERED AND ACCESS RESTRICTED TO EMPLOYEES ONLY.

 FERTILIZERS USED WILL BE APPLIED ONLY IN MINIMUM AMOUNTS AS RECOMMENDED BY THE MANUFACTURER.  ONCE
APPLIED, FERTILIZER WILL BE WORKED INTO THE SOIL TO LIMIT EXPOSURE TO STORM WATER.  THE CONTENTS OF ANY
PARTIALLY USED BAGS OF FERTILIZER WILL BE TRANSFERRED TO A SEALABLE PLASTIC BIN TO AVOID SPILLS.

 KEEP FLAMMABLE LIQUIDS IN CLOSED CONTAINERS WHEN NOT IN USE.

 USE PROPER RECEPTACLES TO DISPOSE OF CONTAMINATED WASTES THAT CANNOT BE RECYCLED IN CONFORMANCE WITH
FEDERAL, STATE AND/OR LOCAL REGULATIONS.

 DO NOT DUMP PETROLEUM PRODUCT WASTE, PESTICIDES, FERTILIZERS, PAINTS OR OTHER CHEMICALS INTO SEWERS, STORM
DRAINS OR DRAINAGE CHANNELS.

 PREVENT SPILLS OF PETROLEUM PRODUCTS FROM OCCURRING BY TAKING SPECIAL CARE WHEN HANDLING, AND KEEP
FACILITIES AND EQUIPMENT MAINTAINED.

 USE SPILL PROOF CONTAINERS AND FUNNELS WHEN TRANSFERRING FLUIDS FROM ONE CONTAINER TO ANOTHER.

 POST INFORMATIONAL MATERIALS REGARDING CHEMICAL CONTROL.

SPILL CONTROL PLAN: THE FOLLOWING PRACTICES WILL BE FOLLOWED FOR SPILL PREVENTION AND CLEANUP:

 EMERGENCY CONTACT NUMBERS FOR SPILLS SHALL BE AVAILABLE ON-SITE.

 MANUFACTURERS' RECOMMENDED METHODS FOR SPILL CLEANUP WILL BE ON SITE.

 MATERIALS AND EQUIPMENT NECESSARY FOR SPILL CLEANUP SHALL BE AVAILABLE ON-SITE.

 ALL SPILLS WILL BE CLEANED UP IMMEDIATELY AFTER DISCOVERY.

 KEEP TRAINED STAFF IN SPILL RESPONSE ON CALL.

 THE SPILL AREA WILL BE KEPT WELL VENTILATED AND PERSONNEL WILL WEAR APPROPRIATE PROTECTIVE CLOTHING TO
PREVENT INJURY FROM CONTACT WITH A HAZARDOUS SUBSTANCE.

 SPILLS OF TOXIC OR HAZARDOUS MATERIAL WILL BE REPORTED TO THE APPROPRIATE LOCAL OR FEDERAL GOVERNMENT
AGENCY, REGARDLESS OF THE SIZE.

 THE SPILL PREVENTION PLAN WILL BE ADJUSTED TO INCLUDE MEASURES TO PREVENT THIS TYPE OF SPILL FROM REOCCURRING
AND HOW TO CLEAN UP THE SPILL IF THERE IS ANOTHER ONE.  A DESCRIPTION OF THE SPILL, WHAT CAUSED IT, AND THE
CLEANUP MEASURES WILL ALSO BE INCLUDED.

2. THE FOLLOWING MATERIALS OR SUBSTANCES ARE ANTICIPATED TO BE PRESENT ON-SITE DURING CONSTRUCTION:  CONCRETE AND
ASPHALT; GRADED AGGREGATE BASE AND OTHER AGGREGATES; DETERGENTS; PAINTS (ENAMEL AND LATEX); METAL STUDS;
CONCRETE; TAR; FERTILIZERS;  PETROLEUM BASED PRODUCTS; CLEANING SOLVENTS; WOOD; MASONRY BLOCK; ROOFING SHINGLES.

3. ALL PETROLEUM PRODUCTS SHALL BE STORED AND USED IN AN AREA THAT PROVIDES A SECONDARY CONTAINMENT FEATURE, AND
SHALL BE LOCATED IN AN AREA WITH THE LEAST FORESEEABLE IMPACT IF A CATASTROPHIC EVENT SHOULD OCCUR.  EMERGENCY
CONTACT NUMBERS AND PROCEDURES FOR SPILLS SHALL BE AVAILABLE ON-SITE.

4. WASTE DISPOSAL: SOLID MATERIALS, INCLUDING BUILDING MATERIALS WILL BE DISPOSED OF OFF SITE AND THEREFORE WILL NOT
BE DISCHARGED TO WATERS OF THE STATE FROM THE CONSTRUCTION SITE.

5. ALL POTENTIAL POLLUTION SOURCES WILL BE IDENTIFIED, INCLUDING PETROLEUM PRODUCT STORAGE, CONCRETE HANDLING,
HERBICIDES AND ANY OTHER POLLUTANTS WHICH HAVE THE POTENTIAL TO BE EXPOSED TO RAINFALL AND BE DISCHARGED IN THE
STORM WATER RUNOFF.  PRACTICES WILL BE IMPLEMENTED TO ENSURE THE REDUCTION OF THESE POLLUTANTS IN STORM WATER
DISCHARGES.
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INNERLIGHT ENGINEERING CORPORATION

REFERENCE SOURCES

ASTM AMERICAN SOCIETY OF TESTING MATERIALS

ANSI AMERICAN NATIONAL STANDARDS INSTITUTE

AASHTO AMERICAN ASSOCIATION OF HIGHWAY AND TRANSPORTATION OFFICIALS

FDOT FLORIDA DEPARTMENT OF TRANSPORTATION

FDEP FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION

ABBREVIATIONS LEGEND

POWER POLE

COMBINATION  POLE

TELEPHONE POLE

TELEPHONE PEDESTAL

SIGNAL POLE

LIGHT POLE

GUY ANCHOR

GAS METER

GAS VALVE

SANITARY SEWER MANHOLE

SANITARY SEWER FLOW ARROW

FIRE HYDRANT

WATER VALVE

WATER METER

STORM MANHOLE

CURB INLET

GRATE INLET

STORM FLOW ARROW

SYMBOLS LEGEND

EXISTING        PROPOSED

GRADING LEGEND

LINETYPE LEGEND  

EXISTING FEATURES

PROPOSED FEATURES

EXISTING RIGHT-OF-WAY

PROPOSED RIGHT-OF-WAY

EXISTING ELECTRIC

PROPOSED ELECTRIC

EXISTING FIBER OPTIC

PROPOSED FIBER OPTIC

EXISTING GAS MAIN

PROPOSED GAS MAIN

EXIST. SANITARY SEWER MAIN

PROP. SANITARY SEWER MAIN

EXISTING FORCE MAIN

PROPOSED FORCE MAIN

EXISTING STORM SEWER

PROPOSED STORM SEWER

EXISTING WATER MAIN

PROPOSED WATER MAIN

PROPOSED FIRE MAIN

PROPOSED IRRIGATION MAIN

EXISTING FENCE

PROPOSED FENCE

PROPOSED CHAIN LINK FENCE

PROPOSED WOOD FENCE

SILT FENCE

EXISTING COMMUNICATION

PROPOSED COMMUNICATION

EXISTING CONTOURS

PROPOSED CONTOURS

GENERAL CONSTRUCTION NOTE:

ALL WORK WITHIN THE OKALOOSA COUNTY RIGHT-OF-WAY SHALL BE PER FDOT 2010 STANDARD SPECIFICATIONS FOR ROAD AND
BRIDGE CONSTRUCTION AND FDOT 2014 DESIGN STANDARDS.
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No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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LEGAL DESCRIPTION (AS WRITTEN) EXISTING CONDITIONS NOTES
1. THIS MAP REPRESENTS AN EXISTING CONDITIONS PLAN AND IS ONLY FOR THE LANDS DESCRIBED.  SOURCES OF

INFORMATION USED IN THE PREPARATION OF THIS EXISTING CONDITIONS PLAN INCLUDE; EXISTING MONUMENTATION;
DEED RECORDED IN OFFICIAL RECORDS BOOK 2552 - PAGE 1185 IN THE PUBLIC RECORDS OF WALTON COUNTY, FLORIDA;
COMPLETION DATE OF FIELD SURVEY: OCTOBER 31, 2012 AND UPDATED ON NOVEMBER 7, 2012, BY DEVON GILES, FIELD
BOOK 2, PAGES 75-76.

2. THIS SURVEY DOES NOT REFLECT RESEARCH BY INNERLIGHT ENGINEERING CORPORATION, REGARDING TITLE OR
EASEMENT. THERE MAY EXIST: DEEDS OF RECORD, UNRECORDED DEEDS, PLATS, UNRECORDED PLATS, EASEMENTS,
RIGHTS-OF-WAYS, OR OTHER INSTRUMENTS THAT MAY AFFECT THIS PARCEL.

3. NORTH AND THE BEARINGS DEPICTED HERON ARE BASED UPON THE STATE PLANE COORDINATE SYSTEM - FLORIDA
NORTH ZONE, NORTH AMERICAN DATUM OF 1983 (NAD 83).

4. IMPROVEMENTS ARE AS SHOWN.  NO ATTEMPT WAS MADE TO LOCATE UNDERGROUND FEATURES, UNDERGROUND
FOUNDATIONS, OR UNDERGROUND  UTILITIES UNLESS OTHERWISE NOTED.

5. NO WETLANDS DELINEATIONS WERE PERFORMED AS PART OF THIS SURVEY .

FLOOD NOTE

EXISTING CONDITIONS  LEGEND   
BRICK PAVERS

PAVEMENT

CONCRETE

CONCRETE TILE

GRAVEL

STRUCTURE

WITHIN COASTAL BARRIER ZONE

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE

FIRE HYDRANT

WATER VALVE

WATER METER

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

FOUND NAIL & DISK

FOUND 4"X4" CONCRETE MONUMENT

FOUND CAPPED IRON PIN WITH CAP

SET CAPPED IRON PIN WITH CAP

WV

ICV

15.00

16.00

FEDERAL EMERGENCY MANAGEMENT AGENCY (F.E.M.A.), FLOOD INSURANCE RATE MAP (F.I.R.M.) 12091C0493H, BEING
PANEL 493 OF 494, EFFECTIVE DATE OF DECEMBER 6, 2002, INDICATES THAT THE SUBJECT PARCEL IS LOCATED IN ZONES “X”
AND "VE". PORTIONS OF THE SITE ARE WITHIN THE COASTAL BARRIER ZONE, IDENTIFIED OCTOBER 01, 1983, AS DELINEATED.
NO CERTIFICATIONS ARE MADE REGARDING THE ACCURACY OF SAID F.I.R.M.

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

A PARCEL OF LAND BEING LOCATED IN UNSECTIONALIZED TOWNSHIP 2 SOUTH, RANGE 22 WEST, OKALOOSA COUNTY,
FLORIDA, AND BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS:  BEGINNING AT THE SOUTHWEST CORNER OF LOT 1,
BLOCK 14 OF CRYSTAL BEACH SUBDIVISION, UNSECTIONALIZED TOWNSHIP 2 SOUTH, RANGE 22 WEST, AS RECORDED IN
PLAT BOOK 1, PAGE 17, OKALOOSA COUNTY, FLORIDA, ALSO BEING A POINT ON THE NORTH RIGHT OF WAY LINE OF SCENIC
HIGHWAY 98 (CR 2378); THENCE DEPARTING SAID NORTH RIGHT OF WAY LINE N 01°05'08" E 58.88 FEET TO A POINT;
THENCE N 86°09'54” W 139.88 FEET TO A POINT; THENCE N 01°07'18” E 124.84 FEET TO A POINT; THENCE N 88°51'35" W
60.37 FEET TO A POINT; THENCE N 01°05'46" E 112.41 FEET TO A POINT; THENCE N 88°54'14" W 150.29 FEET TO A POINT;
THENCE N 01°05'39" E 929.22 FEET TO A POINT; THENCE S 88°54'14” E 150.32 FEET TO A POINT; THENCE S 01°05'46” W
536.37 FEET TO A POINT; THENCE S 86°05'58” E 200.15 FEET TO A POINT; THENCE N 01°05'08” E 599.86 FEET TO A POINT;
THENCE S 85°56'31” E 122.86 FEET TO A POINT ON THE WEST RIGHT OF WAY LINE OF MATTHEW BOULEVARD; THENCE S
04°04'12" W ALONG SAID WEST RIGHT OF WAY LINE 1284.10 FEET TO A POINT ON THE SOUTHEAST CORNER OF SAID LOT 1,
BLOCK 14 OF CRYSTAL BEACH SUBDIVISION AS RECORDED IN PLAT BOOK 1, PAGE 17, OKALOOSA COUNTY, FLORIDA, ALSO
BEING A POINT ON THE NORTH RIGHT OF WAY LINE OF SCENIC HIGHWAY 98 (CR 2378); THENCE N 85°53'15" W ALONG SAID
NORTH RIGHT OF WAY LINE 55.92 FEET TO THE POINT OF BEGINNING. SAID PROPERTY CONTAINS 8.55 ACRES, MORE OR
LESS.

AND

A PARCEL OF LAND BEING LOCATED IN UNSECTIONALIZED TOWNSHIP 2 SOUTH, RANGE 22 WEST, OKALOOSA COUNTY,
FLORIDA, AND BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS:  COMMENCING AT THE SOUTHWEST CORNER OF LOT
1, BLOCK 14 OF CRYSTAL BEACH SUBDIVISION, UNSECTIONALIZED TOWNSHIP 2 SOUTH, RANGE 22 WEST, AS RECORDED IN
PLAT BOOK 1, PAGE 17, OKALOOSA COUNTY, FLORIDA, ALSO BEING A POINT ON THE NORTH RIGHT OF WAY LINE OF SCENIC
HIGHWAY 98 (CR 2378); THENCE N 85°54'50" W ALONG SAID NORTH RIGHT OF WAY LINE 200.31 FEET TO A POINT; THENCE
DEPARTING SAID NORTH RIGHT OF WAY LINE S 00°41'16" W 74.77 FEET TO A POINT ON THE SOUTH RIGHT OF WAY LINE OF
SCENIC HIGHWAY 98 (CR 2378) TO THE POINT OF BEGINNING; THENCE DEPARTING SAID SOUTH RIGHT OF WAY LINE S
01°04'07" W 278.44 FEET TO A POINT ON THE CITY OF DESTIN EROSION CONTROL LINE; THENCE DEPARTING SAID CITY OF
DESTIN EROSION CONTROL LINE CONTINUE S 01°04'07" E PLUS OR MINUS 128 FEET TO A POINT ON THE MEAN HIGH WATER
LINE OF THE GULF OF MEXICO; THENCE MEANDERING WESTERLY ALONG SAID MEAN HIGH LINE TO A POINT INTERSECTING
THE SOUTHERLY PROJECTION OF THE EASTERN BOUNDARY LINE OF HENDERSON BEACH STATE PARK; THENCE DEPARTING
SAID MEAN HIGH WATER LINE  N 01°04'07" W PLUS OR MINUS 117 FEET TO A POINT ON THE CITY OF DESTIN EROSION
CONTROL LINE; THENCE DEPARTING SAID CITY OF DESTIN EROSION CONTROL LINE CONTINUE N 01°04'07" W 254.59 FEET
TO A POINT ON THE SOUTH RIGHT OF WAY LINE OF SCENIC HIGHWAY 98 (CR 2378); THENCE ALONG SAID SOUTH RIGHT OF
WAY LINE N 86°02'13" W 300.50 FEET TO THE POINT OF BEGINNING. SAID PROPERTY CONTAINS 2.68 ACRES, MORE OR LESS.

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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LEGAL DESCRIPTION (AS WRITTEN)

EXISTING CONDITIONS NOTES
1. THIS MAP REPRESENTS AN EXISTING CONDITIONS PLAN AND IS ONLY FOR THE LANDS DESCRIBED.  SOURCES OF

INFORMATION USED IN THE PREPARATION OF THIS EXISTING CONDITIONS PLAN INCLUDE; EXISTING MONUMENTATION;
DEED RECORDED IN OFFICIAL RECORDS BOOK 2552 - PAGE 1185 IN THE PUBLIC RECORDS OF WALTON COUNTY, FLORIDA;
COMPLETION DATE OF FIELD SURVEY: OCTOBER 31, 2012 AND UPDATED ON NOVEMBER 7, 2012, BY DEVON GILES, FIELD
BOOK 2, PAGES 75-76.

2. THIS SURVEY DOES NOT REFLECT RESEARCH BY INNERLIGHT ENGINEERING CORPORATION, REGARDING TITLE OR
EASEMENT. THERE MAY EXIST: DEEDS OF RECORD, UNRECORDED DEEDS, PLATS, UNRECORDED PLATS, EASEMENTS,
RIGHTS-OF-WAYS, OR OTHER INSTRUMENTS THAT MAY AFFECT THIS PARCEL.

3. NORTH AND THE BEARINGS DEPICTED HERON ARE BASED UPON THE STATE PLANE COORDINATE SYSTEM - FLORIDA
NORTH ZONE, NORTH AMERICAN DATUM OF 1983 (NAD 83).

4. IMPROVEMENTS ARE AS SHOWN.  NO ATTEMPT WAS MADE TO LOCATE UNDERGROUND FEATURES, UNDERGROUND
FOUNDATIONS, OR UNDERGROUND  UTILITIES UNLESS OTHERWISE NOTED.

5. NO WETLANDS DELINEATIONS WERE PERFORMED AS PART OF THIS SURVEY .

FLOOD NOTE

EXISTING CONDITIONS  LEGEND   
BRICK PAVERS

PAVEMENT

CONCRETE

CONCRETE TILE

GRAVEL

STRUCTURE

WITHIN COASTAL BARRIER ZONE

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE

FIRE HYDRANT

WATER VALVE

WATER METER

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

FOUND NAIL & DISK

FOUND 4"X4" CONCRETE MONUMENT

FOUND CAPPED IRON PIN WITH CAP

SET CAPPED IRON PIN WITH CAP

WV

ICV

15.00

16.00

FEDERAL EMERGENCY MANAGEMENT AGENCY (F.E.M.A.), FLOOD INSURANCE RATE MAP (F.I.R.M.) 12091C0493H, BEING
PANEL 493 OF 494, EFFECTIVE DATE OF DECEMBER 6, 2002, INDICATES THAT THE SUBJECT PARCEL IS LOCATED IN ZONES “X”
AND "VE". PORTIONS OF THE SITE ARE WITHIN THE COASTAL BARRIER ZONE, IDENTIFIED OCTOBER 01, 1983, AS DELINEATED.
NO CERTIFICATIONS ARE MADE REGARDING THE ACCURACY OF SAID F.I.R.M.

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)
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L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

A PARCEL OF LAND BEING LOCATED IN UNSECTIONALIZED TOWNSHIP 2 SOUTH, RANGE 22 WEST, OKALOOSA COUNTY, FLORIDA, AND BEING MORE PARTICULARLY
DESCRIBED AS FOLLOWS:  BEGINNING AT THE SOUTHWEST CORNER OF LOT 1, BLOCK 14 OF CRYSTAL BEACH SUBDIVISION, UNSECTIONALIZED TOWNSHIP 2 SOUTH,
RANGE 22 WEST, AS RECORDED IN PLAT BOOK 1, PAGE 17, OKALOOSA COUNTY, FLORIDA, ALSO BEING A POINT ON THE NORTH RIGHT OF WAY LINE OF SCENIC
HIGHWAY 98 (CR 2378); THENCE DEPARTING SAID NORTH RIGHT OF WAY LINE N 01°05'08" E 58.88 FEET TO A POINT; THENCE N 86°09'54” W 139.88 FEET TO A
POINT; THENCE N 01°07'18” E 124.84 FEET TO A POINT; THENCE N 88°51'35" W 60.37 FEET TO A POINT; THENCE N 01°05'46" E 112.41 FEET TO A POINT; THENCE N
88°54'14" W 150.29 FEET TO A POINT; THENCE N 01°05'39" E 929.22 FEET TO A POINT; THENCE S 88°54'14” E 150.32 FEET TO A POINT; THENCE S 01°05'46” W 536.37
FEET TO A POINT; THENCE S 86°05'58” E 200.15 FEET TO A POINT; THENCE N 01°05'08” E 599.86 FEET TO A POINT; THENCE S 85°56'31” E 122.86 FEET TO A POINT ON
THE WEST RIGHT OF WAY LINE OF MATTHEW BOULEVARD; THENCE S 04°04'12" W ALONG SAID WEST RIGHT OF WAY LINE 1284.10 FEET TO A POINT ON THE
SOUTHEAST CORNER OF SAID LOT 1, BLOCK 14 OF CRYSTAL BEACH SUBDIVISION AS RECORDED IN PLAT BOOK 1, PAGE 17, OKALOOSA COUNTY, FLORIDA, ALSO BEING
A POINT ON THE NORTH RIGHT OF WAY LINE OF SCENIC HIGHWAY 98 (CR 2378); THENCE N 85°53'15" W ALONG SAID NORTH RIGHT OF WAY LINE 55.92 FEET TO THE
POINT OF BEGINNING. SAID PROPERTY CONTAINS 8.55 ACRES, MORE OR LESS.

AND

A PARCEL OF LAND BEING LOCATED IN UNSECTIONALIZED TOWNSHIP 2 SOUTH, RANGE 22 WEST, OKALOOSA COUNTY, FLORIDA, AND BEING MORE PARTICULARLY
DESCRIBED AS FOLLOWS:  COMMENCING AT THE SOUTHWEST CORNER OF LOT 1, BLOCK 14 OF CRYSTAL BEACH SUBDIVISION, UNSECTIONALIZED TOWNSHIP 2
SOUTH, RANGE 22 WEST, AS RECORDED IN PLAT BOOK 1, PAGE 17, OKALOOSA COUNTY, FLORIDA, ALSO BEING A POINT ON THE NORTH RIGHT OF WAY LINE OF
SCENIC HIGHWAY 98 (CR 2378); THENCE N 85°54'50" W ALONG SAID NORTH RIGHT OF WAY LINE 200.31 FEET TO A POINT; THENCE DEPARTING SAID NORTH RIGHT
OF WAY LINE S 00°41'16" W 74.77 FEET TO A POINT ON THE SOUTH RIGHT OF WAY LINE OF SCENIC HIGHWAY 98 (CR 2378) TO THE POINT OF BEGINNING; THENCE
DEPARTING SAID SOUTH RIGHT OF WAY LINE S 01°04'07" W 278.44 FEET TO A POINT ON THE CITY OF DESTIN EROSION CONTROL LINE; THENCE DEPARTING SAID
CITY OF DESTIN EROSION CONTROL LINE CONTINUE S 01°04'07" E PLUS OR MINUS 128 FEET TO A POINT ON THE MEAN HIGH WATER LINE OF THE GULF OF MEXICO;
THENCE MEANDERING WESTERLY ALONG SAID MEAN HIGH LINE TO A POINT INTERSECTING THE SOUTHERLY PROJECTION OF THE EASTERN BOUNDARY LINE OF
HENDERSON BEACH STATE PARK; THENCE DEPARTING SAID MEAN HIGH WATER LINE  N 01°04'07" W PLUS OR MINUS 117 FEET TO A POINT ON THE CITY OF DESTIN
EROSION CONTROL LINE; THENCE DEPARTING SAID CITY OF DESTIN EROSION CONTROL LINE CONTINUE N 01°04'07" W 254.59 FEET TO A POINT ON THE SOUTH
RIGHT OF WAY LINE OF SCENIC HIGHWAY 98 (CR 2378); THENCE ALONG SAID SOUTH RIGHT OF WAY LINE N 86°02'13" W 300.50 FEET TO THE POINT OF BEGINNING.
SAID PROPERTY CONTAINS 2.68 ACRES, MORE OR LESS.

1 inch =          ft.
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No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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CONTRACTOR TO USE METHOD OR COMBINATION OF METHODS LISTED BELOW AND TO PREVENT PARTICULATE MATTER FROM
BECOMING AIRBORNE AND BEING TRANSPORTED OFF-SITE:
1. PHASING:  ONLY DISTURB AREAS LESS THAN ONE ACRE AT ONE TIME.  BEGIN CONSTRUCTION ACTIVITIES AT WEST SIDE OF SITE

AND PROCEED TO EAST TO PROVIDE BUFFER AREA WHERE SHIFTING SOIL CAN BE ARRESTED.
2. SCHEDULE:  DELAY EARTHWORK AND OTHER ACTIVITIES GENERATING PARTICULATE MATTER WHEN WIND VELOCITY IS GREATER

THAN 30 MPH.
3. RESTRICTING VEHICLES:  USE SIGNS AND OTHER TRAFFIC CONTROLS TO LIMIT SPEED AND ACCESS OF JOB SITE VEHICLES.  LIMIT
SPEED TO 10 MPH MAXIMUM.  RESTRICT VEHICLE TRAFFIC IN DUST STABILIZED AREAS.

4. EXCAVATED MATERIAL:  KEEP OUT OF ACTIVE TRAFFIC LANES.  IMMEDIATELY REMOVE EXCAVATED MATERIAL DEPOSITED IN
ROADWAYS BY EROSION OR SPILLAGE.  COVER LOADS TRANSPORTED IN EARTH-MOVING EQUIPMENT.

5. WATERING:  USE SPRINKLER SYSTEM OR  WATER TRUCK WITH SPRAY BOOM TO WATER DISTURBED AREA, AS NEEDED, TO
ADEQUATELY CONTROL DUST.

6. WINDBREAKS:  ERECT SNOW FENCES OR  SIMILAR WINDBREAKS UPWIND AND WITHIN DISTURBED AREAS.  PLACE FENCES
PERPENDICULAR TO PREVAILING WINDS AS APPROPRIATE.

7. PALLIATIVES:  APPLY DUST PALLIATIVE TO STABILIZE SOILS AFTER EARTHWORK IS COMPLETED AND TO SANDY SOILS WHERE
WATERING IS  INEFFECTIVE.  DO NOT USE PALLIATIVE DETRIMENTAL TO VEGETATION IN AREAS OF FUTURE PLANT LANDSCAPING.

8. OTHER METHODS THAT SUBSTANTIALLY AND EFFECTIVELY REDUCE TRANSPORTED MATERIAL OR EMISSION OF PARTICULATE
MATTER INTO ATMOSPHERE.

9. IF WATER TRUCK IS USED TO CONTROL DUST ON DIRT/GRADED AREAS ONLY, WATER TRUCK WILL ONLY DROP ENOUGH WATER TO
CONTROL THE DUST OR REACH THE OPTIMUM MOISTURE CONTENT OF THE SOIL FOR COMPACTION. NO RUN-OFF IS TO BE
GENERATED.

10. CONTROLLING DUST ON PAVED ROADWAYS WILL BE DONE BY USE OF SWEEPER WITH WATER-JET SPRAYERS. ONLY ENOUGH
WATER SHOULD BE APPLIED TO CONTROL DUST WHILE SWEEPING. DO NO GENERATE RUN-OFF FROM SPRAYERS THAT RUNS INTO
CATCH BASINS.

DUST CONTROL METHODS

DESIGN CONSIDERATIONS AND PROJECT LAYOUT:
 ROUTE HEAVILY LOADED TRUCKS AWAY FROM RESIDENTIAL STREETS, IF POSSIBLE. SELECT STREETS WITH FEWEST HOMES, IF NO

ALTERNATIVES ARE AVAILABLE.
 OPERATE EARTHMOVING EQUIPMENT ON THE CONSTRUCTION LOT AS FAR AWAY FROM VIBRATION-SENSITIVE SITES AS POSSIBLE.
SEQUENCE OF OPERATIONS:
 PHASE DEMOLITION, EARTHMOVING AND GROUND-IMPACTING OPERATIONS SO AS NOT TO OCCUR IN THE SAME TIME PERIOD.

UNLIKE NOISE, THE TOTAL VIBRATION LEVEL PRODUCED COULD BE SIGNIFICANTLY LESS WHEN EACH VIBRATION SOURCE OPERATES
SEPARATELY.

 AVOID NIGHTTIME ACTIVITIES. PEOPLE ARE MORE AWARE OF VIBRATION IN THEIR HOMES DURING THE NIGHTTIME HOURS.
ALTERNATIVE CONSTRUCTION METHODS:
 SELECT DEMOLITION METHODS NOT INVOLVING IMPACT, WHERE POSSIBLE. FOR EXAMPLE, MILLING GENERATES LOWER

VIBRATION LEVELS THAN EXCAVATION USING CLAM SHELL OR CHISEL DROPS.
 AVOID VIBRATORY ROLLERS AND PACKERS NEAR SENSITIVE AREAS.

VIBRATION IMPACT MITIGATION METHODS

THE FOLLOWING IS THE PROPOSED CONSTRUCTION SEQUENCE, UNLESS INCLEMENT WEATHER, SITE CONDITIONS, OR REVISIONS DICTATES A
DEVIATION FROM THIS SCHEDULE.
1. DEVELOPER TO FILE A NOTICE OF INTENT PRIOR TO LAND DISTURBANCE.
2. SET UP A DAILY INSPECTION LOG FOR THE BMP INSPECTIONS TO BE KEPT IN THE CONSTRUCTION TRAILER OR AT A NEARBY ACCESSIBLE

LOCATION (SALES OFFICE, ETC.)
3. CLEARING AND GRUBBING FOR THOSE AREAS NECESSARY FOR INSTALLATION OF PERIMETER EROSION CONTROL DEVICES.
4. INSTALL PERIMETER EROSION CONTROL DEVICES & CHAIN LINK FENCE ADJACENT TO PUBLIC ACCESS AREAS.
5. CLEAR AND GRUB ROUTES TO AREAS FOR TEMPORARY AND PERMANENT STRUCTURAL BEST MANAGEMENT PRACTICES (BMP).
6. INSTALL ALL STRUCTURAL EROSION CONTROL PRACTICES  IN CONCENTRATED FLOW AREAS, AS SHOWN ON THE PLANS, WITH MINIMAL

DISTURBANCE TO THE ADJACENT AREA.
7. CONSTRUCT ALL REMAINING TEMPORARY AND PERMANENT EROSION CONTROL PRACTICES SHOWN ON THE PHASE-1 ESCP CONCURRENT

WITH CLEARING AND GRUBBING OPERATIONS.
8. CONTRACTOR SHALL COMPLETE CLEARING AND GRUBBING FOR REMAINING AREAS OF CONSTRUCTION.  IF CLEARING MATERIALS ARE

GROUND ON SITE, PLACING GROUND MULCH MATERIALS AT THE TOE OF ANY SLOPES WILL PROVIDE ADDITIONAL PROTECTION FROM
EROSION ESCAPING THE SITE.

9. ROAD GRADING & GRADING FOR THE REMAINDER OF SITE.
10. UTILITY INSTALLATION AND WHETHER STORM DRAINS WILL BE USED OR BLOCKED AFTER CONSTRUCTION.
11. BUILDING, PARKING LOT, AND SITE CONSTRUCTION.
12. FINAL GRADING, LANDSCAPING AND/OR STABILIZATION.
13. IMPLEMENTATION AND MAINTENANCE OF FINAL EROSION CONTROL STRUCTURES.
14. REMOVAL OF TEMPORARY EROSION CONTROL DEVICES.

LAND DISTURBANCE - CONSTRUCTION SEQUENCE

1. EROSION CONTROL MEASURES SHALL BE MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.  REPAIR AND / OR REPLACE AS
NECESSARY.

2. WHERE SILT FENCE IS SHOWN OUTSIDE PROJECT BOUNDARY FOR CLARITY ONLY.
3. ALL EXISTING BUILDING MATERIALS, CONCRETE, ASPHALT, TREES, STUMPS, AND OTHER DELETERIOUS MATERIAL AS INDICATED ON THE

PLANS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN ACCORDANCE WITH FLORIDA LAWS.
4. THE CONTRACTOR SHALL CLEAR AND GRUB ALL AREA WITHIN THE CLEARING LIMITS DEPICTED HEREON INCLUDING DEMOLITION OF EXISTING

INFRASTRUCTURE INCLUDING UNDERGROUND UTILITIES WHETHER DEPICTED HEREON OR NOT BUT ONLY AFTER VERIFICATION FROM
ENGINEER & RESPECTIVE UTILITY COMPANY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE AND ACCOUNT FOR IN BID ALL
REQUIRED CLEARING, GRUBBING & DEMOLITION NECESSARY TO ACCOMPLISH THIS TASK.

5. FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, A PERMANENT OR TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN
SEVEN CALENDAR DAYS ON ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO
1 VERTICAL (3:1); EMBANKMENTS OF PONDS, BASINS, AND TRAPS; AND WITHIN 14 CALENDAR DAYS ON ALL OTHER DISTURBED OR GRADED
AREAS.; THE REQUIREMENTS OF SECTION 11.09.03 OF THE DESTIN LAND DEVELOPMENT CODE DO NOT APPLY TO THOSE AREAS WHICH ARE
SHOWN ON THE PLAN AND ARE CURRENTLY BEING PERFORMED.

6. ALL BARE GROUND, STRIPPED OF VEGETATION DURING THE CLEARING/GRADING PROCESS, SHALL BE COVERED TO THE MAXIMUM EXTENT
PRACTICABLE.

7. ALL DISTURBED AREAS SHALL BE COVERED AND/OR MULCHED WITHIN 12 HOURS, IF THEY ARE TO REMAIN UN-WORKED FOR MORE THAN 2
CALENDAR DAYS.

8. AREAS NOT BEING WORKED FOR 30 CALENDAR DAYS OR MORE SHALL BE VEGETATED, UNLESS THE CITY DETERMINES THAT WINTER
WEATHER MAKES VEGETATION ESTABLISHMENT INFEASIBLE. IF THIS IS THE CASE, IT MUST STILL BE MORE PERMANENTLY STABILIZED, USING
METHODS SUCH AS BONDED FIBER MATRIX, OR OTHER MORE STABLE BMPS.

9. SLOPES & STOCKPILES 3H:1V OR STEEPER AND MORE THAN 10 FEET OF VERTICAL RELIEF SHALL BE COVERED IF THEY ARE UN-WORKED FOR
MORE THAN 48 HOURS.

10. AREAS THAT ARE BEING HYDRO-SEEDED SHALL HAVE A TACKIFIER MIXED INTO THE HYDRO-SEED TO HELP STABILIZE MIXTURE ONTO THE SOIL.
11. ENOUGH COVER MATERIAL TO SUFFICIENTLY PROTECT ALL DISTURBED AREAS SHALL BE STOCKPILED ON THE SITE AT THE BEGINNING OF THE

WEST SEASON.
12. ROADS AND PARKING AREAS SHALL BE STABILIZED IMMEDIATELY AFTER THE INITIAL GRADING.
13. ADDITIONAL TECHNIQUES TO REDUCE SOIL TRACKING OFF OF A SITE AND ONTO A ROADWAY SUCH AS WHEEL WASHING STATIONS MAY BE

REQUIRED.
14. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING/FLUSHING STREETS.

DEMOLITION & ESCP (PHASE 1) NOTES

DEMOLITION & EROSION CONTROL LEGEND
BRICK PAVERS (TO REMAIN)

BRICK PAVERS (DEMO)

PAVEMENT (TO REMAIN)

PAVEMENT (DEMO)

CONCRETE (TO REMAIN)

CONCRETE (DEMO)

CONCRETE TILE (TO REMAIN)

CONCRETE TILE (DEMO)

GRAVEL (TO REMAIN)

GRAVEL (DEMO)

STRUCTURE (TO REMAIN)

STRUCTURE (DEMO)

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE (DEMO)

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE (TO REMAIN)

SANITARY SEWER MANHOLE (DEMO)

FIRE HYDRANT (TO REMAIN)

FIRE HYDRANT (DEMO)

WATER VALVE (TO REMAIN)

WATER VALVE (DEMO)

WATER METER (TO REMAIN)

WATER METER (DEMO)

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

WV

ICV

15.00

16.00

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

WV

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

*CONSTRUCTION DETAILS FOR NOTED EROSION CONTROL MEASURES ARE INCLUDED ON
SHEET 26 OF 36, EROSION CONTROL DETAILS, OF THIS PLAN SET.

EROSION CONTROL LEGEND
STRUCTURAL PRACTICES

HAYBALE CHECKDAM STORM OUTLET
PROTECTION

CONSTRUCTION EXIT SILT FENCE

INLET SEDIMENT TRAP
(ON PAVEMENT)

HAYBALE SEDIMENT
TRAP

RETAINING WALL

LEVEL SPREADER FILTER FABRIC
SEDIMENT TRAP

VEGETATIVE PRACTICES
TEMPORARY

STABILIZATION
(MULCH)

PERMANENT
STABILIZATION (GRASS

OR SOD)

TEMPORARY
STABILIZATION (GRASS)

MATTING AND
BLANKETS

Ds1

Ds2

Ds3

Mb

ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER.Ds1

Ds2

Ds3

AND/OR
ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER. USE FOR AREAS WHERE FUTURE
DISTURBANCE WILL NOT OCCUR FOR 2-6 MONTHS.

ON ALL ROUGH GRADED AREAS THAT WILL BE UNDISTURBED FOR LONGER THAN 6
MONTHS. APPLY IMMEDIATELY TO ALL DISTURBED AREAS AT FINAL GRADE.

1. PERIMETER PROTECTION TO FILTER SEDIMENT FOR SHEET FLOW WASHOUT
SHALL BE LOCATED DOWN SLOPE OF ALL DISTURBED AREAS AND BE
PROPERLY INSTALLED PRIOR TO UP-SLOPE GRADING.

2. A MINIMUM OF 100 LINEAR FEET OF SILT FENCE PER ACRE AND THE
NECESSARY STAKES TO HOLD THE FENCE IN PLACE SHALL BE STOCKPILED
ON-SITE.

PERIMETER PROTECTION NOTES

15. ANY SEDIMENT THAT IS
TRACKED ONTO ROAD
PAVEMENT SHALL BE
REMOVED IMMEDIATELY
(PRIOR TO THE END OF THE
WORK DAY) BY SWEEPING.
THE SEDIMENT COLLECTED BY
SWEEPING SHALL BE
REMOVED FROM THE
ROADWAY AND STABILIZED
ON-SITE.

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP
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THE FOLLOWING IS THE PROPOSED CONSTRUCTION SEQUENCE, UNLESS INCLEMENT WEATHER, SITE CONDITIONS, OR REVISIONS DICTATES A DEVIATION FROM THIS SCHEDULE.
1. DEVELOPER TO FILE A NOTICE OF INTENT PRIOR TO LAND DISTURBANCE.
2. SET UP A DAILY INSPECTION LOG FOR THE BMP INSPECTIONS TO BE KEPT IN THE CONSTRUCTION TRAILER OR AT A NEARBY ACCESSIBLE LOCATION (SALES OFFICE, ETC.)
3. CLEARING AND GRUBBING FOR THOSE AREAS NECESSARY FOR INSTALLATION OF PERIMETER EROSION CONTROL DEVICES.
4. INSTALL PERIMETER EROSION CONTROL DEVICES & CHAIN LINK FENCE ADJACENT TO PUBLIC ACCESS AREAS.
5. CLEAR AND GRUB ROUTES TO AREAS FOR TEMPORARY AND PERMANENT STRUCTURAL BEST MANAGEMENT PRACTICES (BMP).
6. INSTALL ALL STRUCTURAL EROSION CONTROL PRACTICES  IN CONCENTRATED FLOW AREAS, AS SHOWN ON THE PLANS, WITH MINIMAL DISTURBANCE TO THE ADJACENT AREA.
7. CONSTRUCT ALL REMAINING TEMPORARY AND PERMANENT EROSION CONTROL PRACTICES SHOWN ON THE PHASE-1 ESCP CONCURRENT WITH CLEARING AND GRUBBING OPERATIONS.
8. CONTRACTOR SHALL COMPLETE CLEARING AND GRUBBING FOR REMAINING AREAS OF CONSTRUCTION.  IF CLEARING MATERIALS ARE GROUND ON SITE, PLACING GROUND MULCH MATERIALS AT THE TOE OF ANY

SLOPES WILL PROVIDE ADDITIONAL PROTECTION FROM EROSION ESCAPING THE SITE.
9. ROAD GRADING & GRADING FOR THE REMAINDER OF SITE.
10. UTILITY INSTALLATION AND WHETHER STORM DRAINS WILL BE USED OR BLOCKED AFTER CONSTRUCTION.
11. BUILDING, PARKING LOT, AND SITE CONSTRUCTION.
12. FINAL GRADING, LANDSCAPING AND/OR STABILIZATION.
13. IMPLEMENTATION AND MAINTENANCE OF FINAL EROSION CONTROL STRUCTURES.
14. REMOVAL OF TEMPORARY EROSION CONTROL DEVICES.

LAND DISTURBANCE - CONSTRUCTION SEQUENCE

1. EROSION CONTROL MEASURES SHALL BE MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.  REPAIR AND / OR REPLACE AS NECESSARY.
2. WHERE SILT FENCE IS SHOWN OUTSIDE PROJECT BOUNDARY FOR CLARITY ONLY.
3. ALL EXISTING BUILDING MATERIALS, CONCRETE, ASPHALT, TREES, STUMPS, AND OTHER DELETERIOUS MATERIAL AS INDICATED ON THE PLANS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN

ACCORDANCE WITH FLORIDA LAWS.
4. THE CONTRACTOR SHALL CLEAR AND GRUB ALL AREA WITHIN THE CLEARING LIMITS DEPICTED HEREON INCLUDING DEMOLITION OF EXISTING INFRASTRUCTURE INCLUDING UNDERGROUND UTILITIES WHETHER

DEPICTED HEREON OR NOT BUT ONLY AFTER VERIFICATION FROM ENGINEER & RESPECTIVE UTILITY COMPANY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE AND ACCOUNT FOR IN BID ALL REQUIRED
CLEARING, GRUBBING & DEMOLITION NECESSARY TO ACCOMPLISH THIS TASK.

5. FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, A PERMANENT OR TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN SEVEN CALENDAR DAYS ON ALL PERIMETER DIKES, SWALES, DITCHES,
PERIMETER SLOPES AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1); EMBANKMENTS OF PONDS, BASINS, AND TRAPS; AND WITHIN 14 CALENDAR DAYS ON ALL OTHER DISTURBED OR GRADED
AREAS.; THE REQUIREMENTS OF SECTION 11.09.03 OF THE DESTIN LAND DEVELOPMENT CODE DO NOT APPLY TO THOSE AREAS WHICH ARE SHOWN ON THE PLAN AND ARE CURRENTLY BEING PERFORMED.

6. ALL BARE GROUND, STRIPPED OF VEGETATION DURING THE CLEARING/GRADING PROCESS, SHALL BE COVERED TO THE MAXIMUM EXTENT PRACTICABLE.
7. ALL DISTURBED AREAS SHALL BE COVERED AND/OR MULCHED WITHIN 12 HOURS, IF THEY ARE TO REMAIN UN-WORKED FOR MORE THAN 2 CALENDAR DAYS.
8. AREAS NOT BEING WORKED FOR 30 CALENDAR DAYS OR MORE SHALL BE VEGETATED, UNLESS THE CITY DETERMINES THAT WINTER WEATHER MAKES VEGETATION ESTABLISHMENT INFEASIBLE. IF THIS IS THE CASE,

IT MUST STILL BE MORE PERMANENTLY STABILIZED, USING METHODS SUCH AS BONDED FIBER MATRIX, OR OTHER MORE STABLE BMPS.
9. SLOPES & STOCKPILES 3H:1V OR STEEPER AND MORE THAN 10 FEET OF VERTICAL RELIEF SHALL BE COVERED IF THEY ARE UN-WORKED FOR MORE THAN 48 HOURS.
10. AREAS THAT ARE BEING HYDRO-SEEDED SHALL HAVE A TACKIFIER MIXED INTO THE HYDRO-SEED TO HELP STABILIZE MIXTURE ONTO THE SOIL.
11. ENOUGH COVER MATERIAL TO SUFFICIENTLY PROTECT ALL DISTURBED AREAS SHALL BE STOCKPILED ON THE SITE AT THE BEGINNING OF THE WEST SEASON.
12. ROADS AND PARKING AREAS SHALL BE STABILIZED IMMEDIATELY AFTER THE INITIAL GRADING.
13. ADDITIONAL TECHNIQUES TO REDUCE SOIL TRACKING OFF OF A SITE AND ONTO A ROADWAY SUCH AS WHEEL WASHING STATIONS MAY BE REQUIRED.
14. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING/FLUSHING STREETS.
15. ANY SEDIMENT THAT IS TRACKED ONTO ROAD PAVEMENT SHALL BE REMOVED IMMEDIATELY (PRIOR TO THE END OF THE WORK DAY) BY SWEEPING. THE SEDIMENT COLLECTED BY SWEEPING SHALL BE REMOVED

FROM THE ROADWAY AND STABILIZED ON-SITE.

DEMOLITION & ESCP (PHASE 1) NOTES

CONTRACTOR TO USE METHOD OR COMBINATION OF METHODS LISTED BELOW AND TO PREVENT
PARTICULATE MATTER FROM BECOMING AIRBORNE AND BEING TRANSPORTED OFF-SITE:
1. PHASING:  ONLY DISTURB AREAS LESS THAN ONE ACRE AT ONE TIME.  BEGIN CONSTRUCTION

ACTIVITIES AT WEST SIDE OF SITE AND PROCEED TO EAST TO PROVIDE BUFFER AREA WHERE
SHIFTING SOIL CAN BE ARRESTED.

2. SCHEDULE:  DELAY EARTHWORK AND OTHER ACTIVITIES GENERATING PARTICULATE MATTER
WHEN WIND VELOCITY IS GREATER THAN 30 MPH.

3. RESTRICTING VEHICLES:  USE SIGNS AND OTHER TRAFFIC CONTROLS TO LIMIT SPEED AND ACCESS
OF JOB SITE VEHICLES.  LIMIT SPEED TO 10 MPH MAXIMUM.  RESTRICT VEHICLE TRAFFIC IN DUST
STABILIZED AREAS.

4. EXCAVATED MATERIAL:  KEEP OUT OF ACTIVE TRAFFIC LANES.  IMMEDIATELY REMOVE EXCAVATED
MATERIAL DEPOSITED IN ROADWAYS BY EROSION OR SPILLAGE.  COVER LOADS TRANSPORTED IN
EARTH-MOVING EQUIPMENT.

5. WATERING:  USE SPRINKLER SYSTEM OR  WATER TRUCK WITH SPRAY BOOM TO WATER DISTURBED
AREA, AS NEEDED, TO ADEQUATELY CONTROL DUST.

6. WINDBREAKS:  ERECT SNOW FENCES OR  SIMILAR WINDBREAKS UPWIND AND WITHIN DISTURBED
AREAS.  PLACE FENCES PERPENDICULAR TO PREVAILING WINDS AS APPROPRIATE.

7. PALLIATIVES:  APPLY DUST PALLIATIVE TO STABILIZE SOILS AFTER EARTHWORK IS COMPLETED AND
TO SANDY SOILS WHERE WATERING IS  INEFFECTIVE.  DO NOT USE PALLIATIVE DETRIMENTAL TO
VEGETATION IN AREAS OF FUTURE PLANT LANDSCAPING.

8. OTHER METHODS THAT SUBSTANTIALLY AND EFFECTIVELY REDUCE TRANSPORTED MATERIAL OR
EMISSION OF PARTICULATE MATTER INTO ATMOSPHERE.

9. IF WATER TRUCK IS USED TO CONTROL DUST ON DIRT/GRADED AREAS ONLY, WATER TRUCK WILL
ONLY DROP ENOUGH WATER TO CONTROL THE DUST OR REACH THE OPTIMUM MOISTURE
CONTENT OF THE SOIL FOR COMPACTION. NO RUN-OFF IS TO BE GENERATED.

10. CONTROLLING DUST ON PAVED ROADWAYS WILL BE DONE BY USE OF SWEEPER WITH WATER-JET
SPRAYERS. ONLY ENOUGH WATER SHOULD BE APPLIED TO CONTROL DUST WHILE SWEEPING. DO
NO GENERATE RUN-OFF FROM SPRAYERS THAT RUNS INTO CATCH BASINS.

DUST CONTROL METHODS
DESIGN CONSIDERATIONS AND PROJECT LAYOUT:
 ROUTE HEAVILY LOADED TRUCKS AWAY FROM RESIDENTIAL STREETS, IF POSSIBLE. SELECT STREETS WITH

FEWEST HOMES, IF NO ALTERNATIVES ARE AVAILABLE.
 OPERATE EARTHMOVING EQUIPMENT ON THE CONSTRUCTION LOT AS FAR AWAY FROM

VIBRATION-SENSITIVE SITES AS POSSIBLE.
SEQUENCE OF OPERATIONS:
 PHASE DEMOLITION, EARTHMOVING AND GROUND-IMPACTING OPERATIONS SO AS NOT TO OCCUR IN

THE SAME TIME PERIOD. UNLIKE NOISE, THE TOTAL VIBRATION LEVEL PRODUCED COULD BE
SIGNIFICANTLY LESS WHEN EACH VIBRATION SOURCE OPERATES SEPARATELY.

 AVOID NIGHTTIME ACTIVITIES. PEOPLE ARE MORE AWARE OF VIBRATION IN THEIR HOMES DURING THE
NIGHTTIME HOURS.

ALTERNATIVE CONSTRUCTION METHODS:
 SELECT DEMOLITION METHODS NOT INVOLVING IMPACT, WHERE POSSIBLE. FOR EXAMPLE, MILLING

GENERATES LOWER VIBRATION LEVELS THAN EXCAVATION USING CLAM SHELL OR CHISEL DROPS.
 AVOID VIBRATORY ROLLERS AND PACKERS NEAR SENSITIVE AREAS.

VIBRATION IMPACT MITIGATION METHODS

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

DEMOLITION & EROSION CONTROL LEGEND
BRICK PAVERS (TO REMAIN)

BRICK PAVERS (DEMO)

PAVEMENT (TO REMAIN)

PAVEMENT (DEMO)

CONCRETE (TO REMAIN)

CONCRETE (DEMO)

CONCRETE TILE (TO REMAIN)

CONCRETE TILE (DEMO)

GRAVEL (TO REMAIN)

GRAVEL (DEMO)

STRUCTURE (TO REMAIN)

STRUCTURE (DEMO)

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE (DEMO)

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE (TO REMAIN)

SANITARY SEWER MANHOLE (DEMO)

FIRE HYDRANT (TO REMAIN)

FIRE HYDRANT (DEMO)

WATER VALVE (TO REMAIN)

WATER VALVE (DEMO)

WATER METER (TO REMAIN)

WATER METER (DEMO)

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

WV

ICV

15.00

16.00

WV

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

*CONSTRUCTION DETAILS FOR NOTED EROSION CONTROL MEASURES ARE INCLUDED ON
SHEET 26 OF 36, EROSION CONTROL DETAILS, OF THIS PLAN SET.

EROSION CONTROL LEGEND
STRUCTURAL PRACTICES

HAYBALE CHECKDAM STORM OUTLET
PROTECTION

CONSTRUCTION EXIT SILT FENCE

INLET SEDIMENT TRAP
(ON PAVEMENT)

HAYBALE SEDIMENT
TRAP

RETAINING WALL

LEVEL SPREADER FILTER FABRIC
SEDIMENT TRAP

VEGETATIVE PRACTICES
TEMPORARY

STABILIZATION
(MULCH)

PERMANENT
STABILIZATION (GRASS

OR SOD)

TEMPORARY
STABILIZATION (GRASS)

MATTING AND
BLANKETS

Ds1

Ds2

Ds3

Mb

ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER.Ds1

Ds2

Ds3

AND/OR
ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER. USE FOR AREAS WHERE FUTURE
DISTURBANCE WILL NOT OCCUR FOR 2-6 MONTHS.

ON ALL ROUGH GRADED AREAS THAT WILL BE UNDISTURBED FOR LONGER THAN 6
MONTHS. APPLY IMMEDIATELY TO ALL DISTURBED AREAS AT FINAL GRADE.

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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DAVID E. SMITH, P.E.

FLORIDA REGISTRATION NO. 58927

CERT. OF AUTHORIZATION: 29722

INNERLIGHT ENGINEERING CORP.

5450 NORTH W STREET

PENSACOLA, FL 32505

P: 850.333.4370

SHEET TITLE

DATE:

REV. DATE:

PROJ. NO.:

DRAWN BY:

REVIEWED BY:

RECORD DATA

SHEET NUMBER

SEAL
NOT VALID WITHOUT SIGNATURE

AND THE ORIGINAL SEAL

|  THE DRAWINGS, SPECIFICATIONS, AND OTHER DOCUMENTS PREPARED BY INNERLIGHT ENGINEERING CORPORATION (IEC) ARE FOR THE SOLE USE ON THIS PROJECT UNLESS OTHERWISE PROVIDED, IEC SHALL BE DEEMED THE AUTHOR AND RETAIN ALL COMMON LAW, STATUTORY AND OTHER  RESERVED RIGHTS, INCLUDING COPYRIGHT.
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1. THIS PLAT IS BASED UPON A BOUNDARY SURVEY BY THIS FIRM AND WAS PREPARED IN ACCORDANCE WITH THE
MINIMUM TECHNICAL STANDARDS FOR PROFESSIONAL SURVEYORS AND MAPPERS AS DEFINED IN CHAPTER 61G17-06
OF THE FLORIDA ADMINISTRATIVE CODE AS SET FORTH BY THE FLORIDA BOARD OF PROFESSIONAL SURVEYORS AND
MAPPERS PURSUANT TO SECTION 472.027 OF THE FLORIDA STATUTES.

2. SOURCES OF INFORMATION RELIED UPON FOR THE PREPARATION OF THIS PLAT INCLUDES THE FOLLOWING: FIELD
RECOVERED MONUMENTATION, PLATS, DEEDS, AND OTHER DOCUMENTATION AS NOTED HEREON.

3. THIS PLAT DOES NOT REFLECT RESEARCH BY INNERLIGHT ENGINEERING CORPORATION., REGARDING TITLE OR
EASEMENT. THERE MAY EXIST: DEEDS OF RECORD, UNRECORDED DEEDS, PLATS, UNRECORDED PLATS, EASEMENTS,
RIGHTS-OF-WAYS, OR OTHER INSTRUMENTS THAT MAY AFFECT THIS PARCEL.

4. NORTH AND THE BEARINGS DEPICTED HERON ARE BASED UPON THE STATE PLANE COORDINATE SYSTEM ~ FLORIDA
NORTH ZONE, NORTH AMERICAN DATUM OF 1983 (NAD83).

5. NO UNDERGROUND INSTALLATIONS OR IMPROVEMENTS INCLUDING, BUT NOT LIMITED TO, UTILITIES, FOUNDATIONS,
FOOTERS, HUMAN BURIAL SITES, AND CEMETERIES, WERE LOCATED, EXCEPT AS SHOWN.

6. ALL LOT LINES DEPICTED HEREON ARE NON-RADIAL (N.R.) UNLESS OTHERWISE NOTED.

7. FEDERAL EMERGENCY MANAGEMENT AGENCY (F.E.M.A.), FLOOD INSURANCE RATE MAP (F.I.R.M.) 12091C0493H, BEING
PANEL 493 OF 494, EFFECTIVE DATE OF DECEMBER 6, 2002, INDICATES THAT THE SUBJECT PARCEL IS LOCATED IN
ZONES “X” AND "VE". PORTIONS OF THE SITE ARE WITHIN THE COASTAL BARRIER ZONE, IDENTIFIED OCTOBER 01, 1983,
AS DELINEATED. NO CERTIFICATIONS ARE MADE REGARDING THE ACCURACY OF SAID F.I.R.M.

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONSGENERAL NOTES

LEGEND
PERMANENT REFERENCE MONUMENT (PRM)
SET 1/2 " IRON ROD (PRM LB7927)

PERMANENT CONTROL POINT (PCP)
SET NAIL & DISK (IEC LB7927)

FOUND 4X4 CONCRETE MONUMENT

FOUND CAPPED IRON PIN

LOT DESCRIPTION LOT AREA (ACRES) MAX DENSITY (12
DU/ACRE)

SHORT-TERM MAX
DENSITY (24 DU/ACRE)*

MAX FLOOR AREA
RATIO (0.50)

LOT 1 3.50 42.00 84.00 76230.00

LOT 2 0.69 8.28 16.56 15028.20

LOT 3 0.79 9.48 18.96 17206.20

LOT 4 1.59 19.08 38.16 34630.20

LOT 5 1.46 17.52 35.04 31798.80
OWNERSHIP IN LEGAL

CONTENTION 0.19 2.28 4.56 4138.20

TOTAL 8.22 98.64 197.28 179031.60

* ONE BEDROOM, SHORT TERM RESIDENTIAL

1) THE ABOVE TABLE DEPICTS THE MAXIMUM ALLOWABLE RESIDENTIAL DENSITY AND NON-RESIDENTIAL FLOOR AREA RATIO
FOR EACH LOT PER THE CITY OF DESTIN LAND DEVELOPMENT CODE.  THE ALLOWABLE DENSITY AND FLOOR AREA RATIOS
CAN BE SHARED BETWEEN THE ABOVE PARCELS AND WILL MEET THE CITY OF DESTIN REQUIREMENTS FOR THE OVERALL
HENDERSON BEACH RESORT MASTER PLAN BOUNDARY.
2) THE ALLOWABLE DENSITY AND FLOOR AREA RATIO FROM THE PROPERTY CURRENTLY UNDER OWNERSHIP LEGAL
CONTENTION SHALL BE INCLUDED AND UTILIZED WITHIN THE HENDERSON BEACH RESORT MASTER PLAN.  IN EXCHANGE,
THE HENDERSON BEACH RESORT DEVELOPER'S WILL DEDICATE THIS PROPERTY TO THE CITY OF DESTIN AND WILL CONTINUE
MAINTAINING THIS AREA.

LOT DESCRIPTION LOT AREA (ACRES) MAX DENSITY (12
DU/ACRE)

SHORT-TERM MAX
DENSITY (24 DU/ACRE)*

MAX FLOOR AREA
RATIO (0.50)

LOT 6 2.68 32.16 64.32 58370.40

* ONE BEDROOM, SHORT TERM RESIDENTIAL

1) LOT 6 AREA SHOWN INCLUDES 1.83 ACRES NORTH AND 0.85 ACRES SOUTH OF THE CITY OF DESTIN EROSION CONTROL LINE.
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No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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1. THIS PLAT IS BASED UPON A BOUNDARY SURVEY BY THIS FIRM AND WAS PREPARED IN ACCORDANCE WITH THE
MINIMUM TECHNICAL STANDARDS FOR PROFESSIONAL SURVEYORS AND MAPPERS AS DEFINED IN CHAPTER 61G17-06
OF THE FLORIDA ADMINISTRATIVE CODE AS SET FORTH BY THE FLORIDA BOARD OF PROFESSIONAL SURVEYORS AND
MAPPERS PURSUANT TO SECTION 472.027 OF THE FLORIDA STATUTES.

2. SOURCES OF INFORMATION RELIED UPON FOR THE PREPARATION OF THIS PLAT INCLUDES THE FOLLOWING: FIELD
RECOVERED MONUMENTATION, PLATS, DEEDS, AND OTHER DOCUMENTATION AS NOTED HEREON.

3. THIS PLAT DOES NOT REFLECT RESEARCH BY INNERLIGHT ENGINEERING CORPORATION., REGARDING TITLE OR
EASEMENT. THERE MAY EXIST: DEEDS OF RECORD, UNRECORDED DEEDS, PLATS, UNRECORDED PLATS, EASEMENTS,
RIGHTS-OF-WAYS, OR OTHER INSTRUMENTS THAT MAY AFFECT THIS PARCEL.

4. NORTH AND THE BEARINGS DEPICTED HERON ARE BASED UPON THE STATE PLANE COORDINATE SYSTEM ~ FLORIDA
NORTH ZONE, NORTH AMERICAN DATUM OF 1983 (NAD83).

5. NO UNDERGROUND INSTALLATIONS OR IMPROVEMENTS INCLUDING, BUT NOT LIMITED TO, UTILITIES, FOUNDATIONS,
FOOTERS, HUMAN BURIAL SITES, AND CEMETERIES, WERE LOCATED, EXCEPT AS SHOWN.

6. ALL LOT LINES DEPICTED HEREON ARE NON-RADIAL (N.R.) UNLESS OTHERWISE NOTED.

7. FEDERAL EMERGENCY MANAGEMENT AGENCY (F.E.M.A.), FLOOD INSURANCE RATE MAP (F.I.R.M.) 12091C0493H, BEING
PANEL 493 OF 494, EFFECTIVE DATE OF DECEMBER 6, 2002, INDICATES THAT THE SUBJECT PARCEL IS LOCATED IN
ZONES “X” IN "VE". PORTIONS OF THE SITE ARE WITHIN THE COASTAL BARRIER ZONE, IDENTIFIED OCTOBER 01, 1983, AS
DELINEATED. NO CERTIFICATIONS ARE MADE REGARDING THE ACCURACY OF SAID F.I.R.M.

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

GENERAL NOTES

LEGEND
PERMANENT REFERENCE MONUMENT (PRM)
SET 1/2 " IRON ROD (PRM LB7927)

PERMANENT CONTROL POINT (PCP)
SET NAIL & DISK (IEC LB7927)

FOUND 4X4 CONCRETE MONUMENT

FOUND CAPPED IRON PIN

LOT DESCRIPTION LOT AREA (ACRES) MAX DENSITY (12
DU/ACRE)

SHORT-TERM MAX
DENSITY (24 DU/ACRE)*

MAX FLOOR AREA
RATIO (0.50)

LOT 1 3.50 42.00 84.00 76230.00

LOT 2 0.69 8.28 16.56 15028.20

LOT 3 0.79 9.48 18.96 17206.20

LOT 4 1.59 19.08 38.16 34630.20

LOT 5 1.46 17.52 35.04 31798.80
OWNERSHIP IN LEGAL

CONTENTION 0.19 2.28 4.56 4138.20

TOTAL 8.22 98.64 197.28 179031.60

* ONE BEDROOM, SHORT TERM RESIDENTIAL

1) THE ABOVE TABLE DEPICTS THE MAXIMUM ALLOWABLE RESIDENTIAL DENSITY AND NON-RESIDENTIAL FLOOR AREA RATIO
FOR EACH LOT PER THE CITY OF DESTIN LAND DEVELOPMENT CODE.  THE ALLOWABLE DENSITY AND FLOOR AREA RATIOS
CAN BE SHARED BETWEEN THE ABOVE PARCELS AND WILL MEET THE CITY OF DESTIN REQUIREMENTS FOR THE OVERALL
HENDERSON BEACH RESORT MASTER PLAN BOUNDARY.
2) THE ALLOWABLE DENSITY AND FLOOR AREA RATIO FROM THE PROPERTY CURRENTLY UNDER OWNERSHIP LEGAL
CONTENTION SHALL BE INCLUDED AND UTILIZED WITHIN THE HENDERSON BEACH RESORT MASTER PLAN.  IN EXCHANGE,
THE HENDERSON BEACH RESORT DEVELOPER'S WILL DEDICATE THIS PROPERTY TO THE CITY OF DESTIN AND WILL CONTINUE
MAINTAINING THIS AREA.

LOT DESCRIPTION LOT AREA (ACRES) MAX DENSITY (12
DU/ACRE)

SHORT-TERM MAX
DENSITY (24 DU/ACRE)*

MAX FLOOR AREA
RATIO (0.50)

LOT 6 2.68 32.16 64.32 58370.40

* ONE BEDROOM, SHORT TERM RESIDENTIAL

1) LOT 6 AREA SHOWN INCLUDES 1.83 ACRES NORTH AND 0.85 ACRES SOUTH OF THE CITY OF DESTIN EROSION CONTROL LINE.
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SITE PLAN LEGEND   
PROPOSED BRICK PAVERS

EXISTING PAVEMENT

PROPOSED PAVEMENT

EXISTING CONCRETE WALK

PROPOSED CONCRETE WALK

BOUNDARY

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

SITE DATA TABLE PARKING ANALYSIS

1. ALL CURB DIMENSIONS ARE MEASURED FROM BACK OF CURB

SITE PLAN NOTES

MUNICIPALITY: CITY OF DESTIN, FLORIDA

TAX PARCEL ID NUMBER:

00-2S-22-0000-0032-0040, 00-2S-22-0000-0030-0010

00-2S-22-0279-0000-0000, 00-2S-22-0000-0032-0010

00-2S-22-0580-0041-0010

00-2S-22-0580-0015-0010

00-2S-22-0580-0014-0010

00-2S-22-0000-0031-0030

00-2S-22-0000-0031-0000
ZONING: CRYSTAL BEACH RESORT (CBR)

FUTURE LAND USE: CRYSTAL BEACH RESORT (CBR)

LOCATION:
THE SITE IS LOCATED BETWEEN STATE HIGHWAY 98 AND THE
GULF OF MEXICO; EAST OF HENDERSON BEACH STATE PARK;
AND WEST OF CRYSTAL BEACH

SITE DESCRIPTION:

THE PROPOSED SITE CONSISTS OF A MIXED USE
HOTEL/RESORT BUILDING, 3-SHORT TERM RENTAL
CONDOMINIUMS, AN OUTDOOR KITCHEN/BAR AREA, A
LARGE FEATURE POOL/LAZY RIVER, AND ASSOCIATED
INFRASTRUCTURE.

PROPOSED USE: MIXED USE
OVERALL SITE AREA: 11.42 ACRES (497,455 SF.)

OPEN SPACE REQUIREMENT: 25% (124,363 SF.)

OPEN SPACE PROVIDED: 43% (214,387.70 SF)

ARTICLE 7.12 (TABLE 7-3 - SCHEDULE OF DIMENSIONAL REQUIREMENTS)

DESCRIPTION REQUIREMENT PROVIDED REQ'MT MET?

MAX BLDG HEIGHT: 50 FEET/4 STORIES 50 FEET/4 STORIES YES
MAXIMUM FLOOR AREA
RATIO: 0.50 0.37 YES
MAXIMUM DENSITY
(UNITS/AC.) 12 UNITS/AC 5.78 YES

24 UNITS/AC. 1BR 8.23 YES
MINIMUM OPEN SPACE %: 25% 43% YES
SETBACKS

FRONT: 10 FEET 10 FEET YES
REAR: 15 FEET 15 FEET YES
SIDE: 15 FEET 15 FEET YES

2. APPROVAL OF OUTDOOR SIGNAGE IS NOT PART OF THIS REQUEST.
3. TRAFFIC SIGNAGE IN RIGHT-OF-WAY SHALL BE ON 3" DIAMETER ALUMINUM ROUND POSTS AND THE BASES SHALL BE CONCRETE

WITH BREAKAWAY HARDWARE OR NO CONCRETE SOIL PLATE, BOTH WAYS, PER FDOT STANDARD INDEX 11860.
4. BICYCLE PARKING FACILITIES, AS SHOWN ON THIS PLAN, SHALL SUPPORT BICYCLES IN A STABLE POSITION WITHOUT DAMAGE TO

WHEELS, FRAME OR OTHER COMPONENTS. BICYCLE RACKS MUST BE EASILY USABLE WITH BOTH U-LOCKS AND CABLE LOCKS. RACKS
SHOULD SUPPORT THE BIKES IN A STABLE UPRIGHT POSITION SO THAT A BIKE, IF BUMPED, WILL NOT FALL OR ROLL DOWN. RACKS
THAT SUPPORT A BIKE PRIMARILY BY A WHEEL, SUCH AS STANDARD "WIRE RACKS" ARE DAMAGING TO WHEELS AND THUS ARE NOT
ACCEPTABLE.

BUILDING UNITS GROSS SF PARKING
REQUIREMENT

BICYCLE
REQUIREMENT

PARKING
REQUIREMENT

BICYCLE
REQUIREMENT

BUY DOWN
CREDIT

SPACES CREDITED
FOR BICYCLES

NET PARKING
REQUIRED

PARKING
PROPOSED

(PER CITY LDC) (PER CITY LDC) (PER PARKING
STUDY) *

(PER PARKING
STUDY) * ** ***

PHASE 1

HOTEL GUEST ROOM 171.0 81504.0 179.6 9.0

257.7 12.9 25.8 25.8 206.1

295

HOTEL SPA 10058.0 40.2 4.0

HOTEL CONFERENCE 6956.0 154.6 0.0

PROPERTY MGT./REAL ESTATE 193.0 0.8 0.1

HOTEL RESTAURANT 3103.0 31.0 3.1
41.2 4.1 4.1 4.1 33.0

HOTEL BAR & GRILL 1492.0 14.9 1.5

HOTEL RETAIL 507.0 2.0 0.2 2.0 0.2 0.2 0.2 1.6

PHASE 3 PARKSIDE CONDO 56.0 96.0 9.6 96.0 10.0 9.6 9.6 76.8 96

PHASE 2 WATERPARK CONDO 40.0 64.0 6.4 64.0 7.0 6.4 6.4 51.2 55

PHASE 4

HOTEL GUEST ROOM 33.0 21519.0 34.7 1.7 34.7 1.7 3.5 3.5 27.7

43

HOTEL RESTAURANT 3584.0 35.8 3.6
47.1 4.7 4.7 4.7 37.7

HOTEL BAR 1651.0 16.5 1.7

HOTEL RETAIL 561.0 2.3 0.2 2.3 0.2 0.2 0.2 1.8

BEACHSIDE CONDO 64.0 66.0 6.6 66.0 6.6 6.6 6.6 52.8

TOTAL: 738.4 47.6 610.9 47.5 61.1 61.1 488.7 489
* PARKING & BICYCLE SPACES REQUIRED BASED ON PARKING STUDY PREPARED BY SOUTHERN TRAFFIC SERVICES DATED MARCH 19, 2014

** REDUCTION FOR CRYSTAL BEACH MMTD SUB-AREA PER CITY LDC 8.06.12(D)7

*** SUBSTITUTION OF VEHICLE PARKING WITH BIKE PARKING PER CITY LDC 8.06.12(D)5

1
No changes shall be made 

to, and construction shall not 
deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.
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PROPOSED CONCRETE WALK

BOUNDARY

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

SITE DATA TABLE

PARKING ANALYSIS

MUNICIPALITY: CITY OF DESTIN, FLORIDA

TAX PARCEL ID NUMBER:

00-2S-22-0000-0032-0040, 00-2S-22-0000-0030-0010

00-2S-22-0279-0000-0000, 00-2S-22-0000-0032-0010

00-2S-22-0580-0041-0010

00-2S-22-0580-0015-0010

00-2S-22-0580-0014-0010

00-2S-22-0000-0031-0030

00-2S-22-0000-0031-0000
ZONING: CRYSTAL BEACH RESORT (CBR)

FUTURE LAND USE: CRYSTAL BEACH RESORT (CBR)

LOCATION:
THE SITE IS LOCATED BETWEEN STATE HIGHWAY 98 AND THE
GULF OF MEXICO; EAST OF HENDERSON BEACH STATE PARK;
AND WEST OF CRYSTAL BEACH

SITE DESCRIPTION:

THE PROPOSED SITE CONSISTS OF A MIXED USE
HOTEL/RESORT BUILDING, 3-SHORT TERM RENTAL
CONDOMINIUMS, AN OUTDOOR KITCHEN/BAR AREA, A
LARGE FEATURE POOL/LAZY RIVER, AND ASSOCIATED
INFRASTRUCTURE.

PROPOSED USE: MIXED USE
OVERALL SITE AREA: 11.42 ACRES (497,455 SF.)

OPEN SPACE REQUIREMENT: 25% (124,363 SF.)

OPEN SPACE PROVIDED: 43% (214,387.70 SF)

ARTICLE 7.12 (TABLE 7-3 - SCHEDULE OF DIMENSIONAL REQUIREMENTS)

DESCRIPTION REQUIREMENT PROVIDED REQ'MT MET?

MAX BLDG HEIGHT: 50 FEET/4 STORIES 50 FEET/4 STORIES YES
MAXIMUM FLOOR AREA
RATIO: 0.50 0.37 YES
MAXIMUM DENSITY
(UNITS/AC.) 12 UNITS/AC 5.78 YES

24 UNITS/AC. 1BR 8.23 YES
MINIMUM OPEN SPACE %: 25% 43% YES
SETBACKS

FRONT: 10 FEET 10 FEET YES
REAR: 15 FEET 15 FEET YES
SIDE: 15 FEET 15 FEET YES

BUILDING UNITS GROSS SF PARKING
REQUIREMENT

BICYCLE
REQUIREMENT

PARKING
REQUIREMENT

BICYCLE
REQUIREMENT

BUY DOWN
CREDIT

SPACES CREDITED
FOR BICYCLES

NET PARKING
REQUIRED

PARKING
PROPOSED

(PER CITY LDC) (PER CITY LDC) (PER PARKING
STUDY) *

(PER PARKING
STUDY) * ** ***

PHASE 1

HOTEL GUEST ROOM 171.0 81504.0 179.6 9.0

257.7 12.9 25.8 25.8 206.1

295

HOTEL SPA 10058.0 40.2 4.0

HOTEL CONFERENCE 6956.0 154.6 0.0

PROPERTY MGT./REAL ESTATE 193.0 0.8 0.1

HOTEL RESTAURANT 3103.0 31.0 3.1
41.2 4.1 4.1 4.1 33.0

HOTEL BAR & GRILL 1492.0 14.9 1.5

HOTEL RETAIL 507.0 2.0 0.2 2.0 0.2 0.2 0.2 1.6

PHASE 3 PARKSIDE CONDO 56.0 96.0 9.6 96.0 10.0 9.6 9.6 76.8 96

PHASE 2 WATERPARK CONDO 40.0 64.0 6.4 64.0 7.0 6.4 6.4 51.2 55

PHASE 4

HOTEL GUEST ROOM 33.0 21519.0 34.7 1.7 34.7 1.7 3.5 3.5 27.7

43

HOTEL RESTAURANT 3584.0 35.8 3.6
47.1 4.7 4.7 4.7 37.7

HOTEL BAR 1651.0 16.5 1.7

HOTEL RETAIL 561.0 2.3 0.2 2.3 0.2 0.2 0.2 1.8

BEACHSIDE CONDO 64.0 66.0 6.6 66.0 6.6 6.6 6.6 52.8

TOTAL: 738.4 47.6 610.9 47.5 61.1 61.1 488.7 489
* PARKING & BICYCLE SPACES REQUIRED BASED ON PARKING STUDY PREPARED BY SOUTHERN TRAFFIC SERVICES DATED MARCH 19, 2014

** REDUCTION FOR CRYSTAL BEACH MMTD SUB-AREA PER CITY LDC 8.06.12(D)7

*** SUBSTITUTION OF VEHICLE PARKING WITH BIKE PARKING PER CITY LDC 8.06.12(D)5

1. ALL CURB DIMENSIONS ARE MEASURED FROM BACK OF CURB

SITE PLAN NOTES
2. APPROVAL OF OUTDOOR SIGNAGE IS NOT PART OF THIS REQUEST.
3. TRAFFIC SIGNAGE IN RIGHT-OF-WAY SHALL BE ON 3" DIAMETER ALUMINUM ROUND POSTS AND THE BASES SHALL BE CONCRETE

WITH BREAKAWAY HARDWARE OR NO CONCRETE SOIL PLATE, BOTH WAYS, PER FDOT STANDARD INDEX 11860.
4. BICYCLE PARKING FACILITIES, AS SHOWN ON THIS PLAN, SHALL SUPPORT BICYCLES IN A STABLE POSITION WITHOUT DAMAGE TO

WHEELS, FRAME OR OTHER COMPONENTS. BICYCLE RACKS MUST BE EASILY USABLE WITH BOTH U-LOCKS AND CABLE LOCKS. RACKS
SHOULD SUPPORT THE BIKES IN A STABLE UPRIGHT POSITION SO THAT A BIKE, IF BUMPED, WILL NOT FALL OR ROLL DOWN. RACKS
THAT SUPPORT A BIKE PRIMARILY BY A WHEEL, SUCH AS STANDARD "WIRE RACKS" ARE DAMAGING TO WHEELS AND THUS ARE NOT
ACCEPTABLE.

BIKE RACK DETAIL
DERO BIKE HITCH
http://www.dero.com/commercial-bike-racks.html

1
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CONTRACTOR TO USE METHOD OR COMBINATION OF METHODS LISTED BELOW AND TO PREVENT PARTICULATE MATTER FROM
BECOMING AIRBORNE AND BEING TRANSPORTED OFF-SITE:
1. PHASING:  ONLY DISTURB AREAS LESS THAN ONE ACRE AT ONE TIME.  BEGIN CONSTRUCTION ACTIVITIES AT WEST SIDE OF SITE

AND PROCEED TO EAST TO PROVIDE BUFFER AREA WHERE SHIFTING SOIL CAN BE ARRESTED.
2. SCHEDULE:  DELAY EARTHWORK AND OTHER ACTIVITIES GENERATING PARTICULATE MATTER WHEN WIND VELOCITY IS GREATER

THAN 30 MPH.
3. RESTRICTING VEHICLES:  USE SIGNS AND OTHER TRAFFIC CONTROLS TO LIMIT SPEED AND ACCESS OF JOB SITE VEHICLES.  LIMIT
SPEED TO 10 MPH MAXIMUM.  RESTRICT VEHICLE TRAFFIC IN DUST STABILIZED AREAS.

4. EXCAVATED MATERIAL:  KEEP OUT OF ACTIVE TRAFFIC LANES.  IMMEDIATELY REMOVE EXCAVATED MATERIAL DEPOSITED IN
ROADWAYS BY EROSION OR SPILLAGE.  COVER LOADS TRANSPORTED IN EARTH-MOVING EQUIPMENT.

5. WATERING:  USE SPRINKLER SYSTEM OR  WATER TRUCK WITH SPRAY BOOM TO WATER DISTURBED AREA, AS NEEDED, TO
ADEQUATELY CONTROL DUST.

6. WINDBREAKS:  ERECT SNOW FENCES OR  SIMILAR WINDBREAKS UPWIND AND WITHIN DISTURBED AREAS.  PLACE FENCES
PERPENDICULAR TO PREVAILING WINDS AS APPROPRIATE.

7. PALLIATIVES:  APPLY DUST PALLIATIVE TO STABILIZE SOILS AFTER EARTHWORK IS COMPLETED AND TO SANDY SOILS WHERE
WATERING IS  INEFFECTIVE.  DO NOT USE PALLIATIVE DETRIMENTAL TO VEGETATION IN AREAS OF FUTURE PLANT LANDSCAPING.

8. OTHER METHODS THAT SUBSTANTIALLY AND EFFECTIVELY REDUCE TRANSPORTED MATERIAL OR EMISSION OF PARTICULATE
MATTER INTO ATMOSPHERE.

9. IF WATER TRUCK IS USED TO CONTROL DUST ON DIRT/GRADED AREAS ONLY, WATER TRUCK WILL ONLY DROP ENOUGH WATER TO
CONTROL THE DUST OR REACH THE OPTIMUM MOISTURE CONTENT OF THE SOIL FOR COMPACTION. NO RUN-OFF IS TO BE
GENERATED.

10. CONTROLLING DUST ON PAVED ROADWAYS WILL BE DONE BY USE OF SWEEPER WITH WATER-JET SPRAYERS. ONLY ENOUGH
WATER SHOULD BE APPLIED TO CONTROL DUST WHILE SWEEPING. DO NO GENERATE RUN-OFF FROM SPRAYERS THAT RUNS INTO
CATCH BASINS.

DUST CONTROL METHODS

DESIGN CONSIDERATIONS AND PROJECT LAYOUT:
 ROUTE HEAVILY LOADED TRUCKS AWAY FROM RESIDENTIAL STREETS, IF POSSIBLE. SELECT STREETS WITH FEWEST HOMES, IF NO

ALTERNATIVES ARE AVAILABLE.
 OPERATE EARTHMOVING EQUIPMENT ON THE CONSTRUCTION LOT AS FAR AWAY FROM VIBRATION-SENSITIVE SITES AS POSSIBLE.
SEQUENCE OF OPERATIONS:
 PHASE DEMOLITION, EARTHMOVING AND GROUND-IMPACTING OPERATIONS SO AS NOT TO OCCUR IN THE SAME TIME PERIOD.

UNLIKE NOISE, THE TOTAL VIBRATION LEVEL PRODUCED COULD BE SIGNIFICANTLY LESS WHEN EACH VIBRATION SOURCE OPERATES
SEPARATELY.

 AVOID NIGHTTIME ACTIVITIES. PEOPLE ARE MORE AWARE OF VIBRATION IN THEIR HOMES DURING THE NIGHTTIME HOURS.
ALTERNATIVE CONSTRUCTION METHODS:
 SELECT DEMOLITION METHODS NOT INVOLVING IMPACT, WHERE POSSIBLE. FOR EXAMPLE, MILLING GENERATES LOWER

VIBRATION LEVELS THAN EXCAVATION USING CLAM SHELL OR CHISEL DROPS.
 AVOID VIBRATORY ROLLERS AND PACKERS NEAR SENSITIVE AREAS.

VIBRATION IMPACT MITIGATION METHODS

THE FOLLOWING IS THE PROPOSED CONSTRUCTION SEQUENCE, UNLESS INCLEMENT WEATHER, SITE CONDITIONS, OR REVISIONS DICTATES A
DEVIATION FROM THIS SCHEDULE.
1. DEVELOPER TO FILE A NOTICE OF INTENT PRIOR TO LAND DISTURBANCE.
2. SET UP A DAILY INSPECTION LOG FOR THE BMP INSPECTIONS TO BE KEPT IN THE CONSTRUCTION TRAILER OR AT A NEARBY ACCESSIBLE

LOCATION (SALES OFFICE, ETC.)
3. CLEARING AND GRUBBING FOR THOSE AREAS NECESSARY FOR INSTALLATION OF PERIMETER EROSION CONTROL DEVICES.
4. INSTALL PERIMETER EROSION CONTROL DEVICES & CHAIN LINK FENCE ADJACENT TO PUBLIC ACCESS AREAS.
5. CLEAR AND GRUB ROUTES TO AREAS FOR TEMPORARY AND PERMANENT STRUCTURAL BEST MANAGEMENT PRACTICES (BMP).
6. INSTALL ALL STRUCTURAL EROSION CONTROL PRACTICES  IN CONCENTRATED FLOW AREAS, AS SHOWN ON THE PLANS, WITH MINIMAL

DISTURBANCE TO THE ADJACENT AREA.
7. CONSTRUCT ALL REMAINING TEMPORARY AND PERMANENT EROSION CONTROL PRACTICES SHOWN ON THE PHASE-1 ESCP CONCURRENT

WITH CLEARING AND GRUBBING OPERATIONS.
8. CONTRACTOR SHALL COMPLETE CLEARING AND GRUBBING FOR REMAINING AREAS OF CONSTRUCTION.  IF CLEARING MATERIALS ARE

GROUND ON SITE, PLACING GROUND MULCH MATERIALS AT THE TOE OF ANY SLOPES WILL PROVIDE ADDITIONAL PROTECTION FROM
EROSION ESCAPING THE SITE.

9. ROAD GRADING & GRADING FOR THE REMAINDER OF SITE.
10. UTILITY INSTALLATION AND WHETHER STORM DRAINS WILL BE USED OR BLOCKED AFTER CONSTRUCTION.
11. BUILDING, PARKING LOT, AND SITE CONSTRUCTION.
12. FINAL GRADING, LANDSCAPING AND/OR STABILIZATION.
13. IMPLEMENTATION AND MAINTENANCE OF FINAL EROSION CONTROL STRUCTURES.
14. REMOVAL OF TEMPORARY EROSION CONTROL DEVICES.

LAND DISTURBANCE - CONSTRUCTION SEQUENCE

1. EROSION CONTROL MEASURES SHALL BE MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.  REPAIR AND / OR REPLACE AS
NECESSARY.

2. WHERE SILT FENCE IS SHOWN OUTSIDE PROJECT BOUNDARY FOR CLARITY ONLY.
3. ALL EXISTING BUILDING MATERIALS, CONCRETE, ASPHALT, TREES, STUMPS, AND OTHER DELETERIOUS MATERIAL AS INDICATED ON THE

PLANS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN ACCORDANCE WITH FLORIDA LAWS.
4. THE CONTRACTOR SHALL CLEAR AND GRUB ALL AREA WITHIN THE CLEARING LIMITS DEPICTED HEREON INCLUDING DEMOLITION OF EXISTING

INFRASTRUCTURE INCLUDING UNDERGROUND UTILITIES WHETHER DEPICTED HEREON OR NOT BUT ONLY AFTER VERIFICATION FROM
ENGINEER & RESPECTIVE UTILITY COMPANY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE AND ACCOUNT FOR IN BID ALL
REQUIRED CLEARING, GRUBBING & DEMOLITION NECESSARY TO ACCOMPLISH THIS TASK.

5. FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, A PERMANENT OR TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN
SEVEN CALENDAR DAYS ON ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO
1 VERTICAL (3:1); EMBANKMENTS OF PONDS, BASINS, AND TRAPS; AND WITHIN 14 CALENDAR DAYS ON ALL OTHER DISTURBED OR GRADED
AREAS.; THE REQUIREMENTS OF SECTION 11.09.03 OF THE DESTIN LAND DEVELOPMENT CODE DO NOT APPLY TO THOSE AREAS WHICH ARE
SHOWN ON THE PLAN AND ARE CURRENTLY BEING PERFORMED.

6. ALL BARE GROUND, STRIPPED OF VEGETATION DURING THE CLEARING/GRADING PROCESS, SHALL BE COVERED TO THE MAXIMUM EXTENT
PRACTICABLE.

7. ALL DISTURBED AREAS SHALL BE COVERED AND/OR MULCHED WITHIN 12 HOURS, IF THEY ARE TO REMAIN UN-WORKED FOR MORE THAN 2
CALENDAR DAYS.

8. AREAS NOT BEING WORKED FOR 30 CALENDAR DAYS OR MORE SHALL BE VEGETATED, UNLESS THE CITY DETERMINES THAT WINTER
WEATHER MAKES VEGETATION ESTABLISHMENT INFEASIBLE. IF THIS IS THE CASE, IT MUST STILL BE MORE PERMANENTLY STABILIZED, USING
METHODS SUCH AS BONDED FIBER MATRIX, OR OTHER MORE STABLE BMPS.

9. SLOPES & STOCKPILES 3H:1V OR STEEPER AND MORE THAN 10 FEET OF VERTICAL RELIEF SHALL BE COVERED IF THEY ARE UN-WORKED FOR
MORE THAN 48 HOURS.

10. AREAS THAT ARE BEING HYDRO-SEEDED SHALL HAVE A TACKIFIER MIXED INTO THE HYDRO-SEED TO HELP STABILIZE MIXTURE ONTO THE SOIL.
11. ENOUGH COVER MATERIAL TO SUFFICIENTLY PROTECT ALL DISTURBED AREAS SHALL BE STOCKPILED ON THE SITE AT THE BEGINNING OF THE

WEST SEASON.
12. ROADS AND PARKING AREAS SHALL BE STABILIZED IMMEDIATELY AFTER THE INITIAL GRADING.
13. ADDITIONAL TECHNIQUES TO REDUCE SOIL TRACKING OFF OF A SITE AND ONTO A ROADWAY SUCH AS WHEEL WASHING STATIONS MAY BE

REQUIRED.
14. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING/FLUSHING STREETS.

DEMOLITION & ESCP (PHASE 2) NOTES

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

15. ANY SEDIMENT THAT IS
TRACKED ONTO ROAD
PAVEMENT SHALL BE
REMOVED IMMEDIATELY
(PRIOR TO THE END OF THE
WORK DAY) BY SWEEPING.
THE SEDIMENT COLLECTED BY
SWEEPING SHALL BE
REMOVED FROM THE
ROADWAY AND STABILIZED
ON-SITE.

1. PERIMETER PROTECTION TO FILTER SEDIMENT FOR SHEET FLOW WASHOUT
SHALL BE LOCATED DOWN SLOPE OF ALL DISTURBED AREAS AND BE
PROPERLY INSTALLED PRIOR TO UP-SLOPE GRADING.

2. A MINIMUM OF 100 LINEAR FEET OF SILT FENCE PER ACRE AND THE
NECESSARY STAKES TO HOLD THE FENCE IN PLACE SHALL BE STOCKPILED
ON-SITE.

PERIMETER PROTECTION NOTES

*CONSTRUCTION DETAILS FOR NOTED EROSION CONTROL MEASURES ARE INCLUDED ON
SHEET 26 OF 36, EROSION CONTROL DETAILS, OF THIS PLAN SET.

EROSION CONTROL LEGEND
STRUCTURAL PRACTICES

HAYBALE CHECKDAM STORM OUTLET
PROTECTION

CONSTRUCTION EXIT SILT FENCE

INLET SEDIMENT TRAP
(ON PAVEMENT)

HAYBALE SEDIMENT
TRAP

RETAINING WALL

LEVEL SPREADER FILTER FABRIC
SEDIMENT TRAP

VEGETATIVE PRACTICES
TEMPORARY

STABILIZATION
(MULCH)

PERMANENT
STABILIZATION (GRASS

OR SOD)

TEMPORARY
STABILIZATION (GRASS)

MATTING AND
BLANKETS

Ds1

Ds2

Ds3

Mb

ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER.Ds1

Ds2

Ds3

AND/OR
ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER. USE FOR AREAS WHERE FUTURE
DISTURBANCE WILL NOT OCCUR FOR 2-6 MONTHS.

ON ALL ROUGH GRADED AREAS THAT WILL BE UNDISTURBED FOR LONGER THAN 6
MONTHS. APPLY IMMEDIATELY TO ALL DISTURBED AREAS AT FINAL GRADE.

1. SEDIMENT RETENTION FACILITIES SHALL BE INSTALLED BEFORE GRADING.
2. IF SEDIMENT RETENTION FACILITIES NEED TO BE REMOVED FOR GRADING, ADDITIONAL

PONDS/TRAPS/SYSTEMS TO ACCOMODATE STORAGE CAPACITY NEED TO BE INSTALLED ON SITE. THIS WILL
BE DONE PRIOR TO REMOVAL OF EXISTING FACILITY.

3. CATCH BASIN INSERTS ARE TO BE USED TO PREVENT SEDIMENTS FROM ENTERING DRAINAGE SYSTEM.
INSERTS ARE TO BE INSPECTED AND CLEANED WEEKLY AND AFTER EACH RAINFALL EVENT.

4. CATCH BASINS NEED TO BE CHECKED FOR BUILD UP OF SEDIMENTS. IF SEDIMENT TRAP (AREA BETWEEN PIPE
INVERT AND BOTTOM OF BASIN) IS 1/3 OR MORE FILLED WITH SEDIMENTS, THEY ARE TO BE CLEANED OUT
AND SEDIMENTS REMOVED OR STABILIZED ON-SITE.

SEDIMENT RETENTION

TEMPORART INLET PROTECTION DETAIL
NOT TO SCALE

TEMPORARY SEDIMENT
TRAP* ALL CATCH BASINS SHALL HAVE

INLET PROTECTION AS SHOWN OR
AS APPROVED EQUAL.

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP
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BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

CONTRACTOR TO USE METHOD OR COMBINATION OF METHODS LISTED BELOW AND TO PREVENT PARTICULATE MATTER FROM
BECOMING AIRBORNE AND BEING TRANSPORTED OFF-SITE:
1. PHASING:  ONLY DISTURB AREAS LESS THAN ONE ACRE AT ONE TIME.  BEGIN CONSTRUCTION ACTIVITIES AT WEST SIDE OF SITE

AND PROCEED TO EAST TO PROVIDE BUFFER AREA WHERE SHIFTING SOIL CAN BE ARRESTED.
2. SCHEDULE:  DELAY EARTHWORK AND OTHER ACTIVITIES GENERATING PARTICULATE MATTER WHEN WIND VELOCITY IS GREATER

THAN 30 MPH.
3. RESTRICTING VEHICLES:  USE SIGNS AND OTHER TRAFFIC CONTROLS TO LIMIT SPEED AND ACCESS OF JOB SITE VEHICLES.  LIMIT
SPEED TO 10 MPH MAXIMUM.  RESTRICT VEHICLE TRAFFIC IN DUST STABILIZED AREAS.

4. EXCAVATED MATERIAL:  KEEP OUT OF ACTIVE TRAFFIC LANES.  IMMEDIATELY REMOVE EXCAVATED MATERIAL DEPOSITED IN
ROADWAYS BY EROSION OR SPILLAGE.  COVER LOADS TRANSPORTED IN EARTH-MOVING EQUIPMENT.

5. WATERING:  USE SPRINKLER SYSTEM OR  WATER TRUCK WITH SPRAY BOOM TO WATER DISTURBED AREA, AS NEEDED, TO
ADEQUATELY CONTROL DUST.

6. WINDBREAKS:  ERECT SNOW FENCES OR  SIMILAR WINDBREAKS UPWIND AND WITHIN DISTURBED AREAS.  PLACE FENCES
PERPENDICULAR TO PREVAILING WINDS AS APPROPRIATE.

7. PALLIATIVES:  APPLY DUST PALLIATIVE TO STABILIZE SOILS AFTER EARTHWORK IS COMPLETED AND TO SANDY SOILS WHERE
WATERING IS  INEFFECTIVE.  DO NOT USE PALLIATIVE DETRIMENTAL TO VEGETATION IN AREAS OF FUTURE PLANT LANDSCAPING.

8. OTHER METHODS THAT SUBSTANTIALLY AND EFFECTIVELY REDUCE TRANSPORTED MATERIAL OR EMISSION OF PARTICULATE
MATTER INTO ATMOSPHERE.

9. IF WATER TRUCK IS USED TO CONTROL DUST ON DIRT/GRADED AREAS ONLY, WATER TRUCK WILL ONLY DROP ENOUGH WATER TO
CONTROL THE DUST OR REACH THE OPTIMUM MOISTURE CONTENT OF THE SOIL FOR COMPACTION. NO RUN-OFF IS TO BE
GENERATED.

10. CONTROLLING DUST ON PAVED ROADWAYS WILL BE DONE BY USE OF SWEEPER WITH WATER-JET SPRAYERS. ONLY ENOUGH
WATER SHOULD BE APPLIED TO CONTROL DUST WHILE SWEEPING. DO NO GENERATE RUN-OFF FROM SPRAYERS THAT RUNS INTO
CATCH BASINS.

DUST CONTROL METHODS

DESIGN CONSIDERATIONS AND PROJECT LAYOUT:
 ROUTE HEAVILY LOADED TRUCKS AWAY FROM RESIDENTIAL STREETS, IF POSSIBLE. SELECT STREETS WITH FEWEST HOMES, IF NO

ALTERNATIVES ARE AVAILABLE.
 OPERATE EARTHMOVING EQUIPMENT ON THE CONSTRUCTION LOT AS FAR AWAY FROM VIBRATION-SENSITIVE SITES AS POSSIBLE.
SEQUENCE OF OPERATIONS:
 PHASE DEMOLITION, EARTHMOVING AND GROUND-IMPACTING OPERATIONS SO AS NOT TO OCCUR IN THE SAME TIME PERIOD.

UNLIKE NOISE, THE TOTAL VIBRATION LEVEL PRODUCED COULD BE SIGNIFICANTLY LESS WHEN EACH VIBRATION SOURCE OPERATES
SEPARATELY.

 AVOID NIGHTTIME ACTIVITIES. PEOPLE ARE MORE AWARE OF VIBRATION IN THEIR HOMES DURING THE NIGHTTIME HOURS.
ALTERNATIVE CONSTRUCTION METHODS:
 SELECT DEMOLITION METHODS NOT INVOLVING IMPACT, WHERE POSSIBLE. FOR EXAMPLE, MILLING GENERATES LOWER

VIBRATION LEVELS THAN EXCAVATION USING CLAM SHELL OR CHISEL DROPS.
 AVOID VIBRATORY ROLLERS AND PACKERS NEAR SENSITIVE AREAS.

VIBRATION IMPACT MITIGATION METHODS

THE FOLLOWING IS THE PROPOSED CONSTRUCTION SEQUENCE, UNLESS INCLEMENT WEATHER, SITE CONDITIONS, OR REVISIONS DICTATES A
DEVIATION FROM THIS SCHEDULE.
1. DEVELOPER TO FILE A NOTICE OF INTENT PRIOR TO LAND DISTURBANCE.
2. SET UP A DAILY INSPECTION LOG FOR THE BMP INSPECTIONS TO BE KEPT IN THE CONSTRUCTION TRAILER OR AT A NEARBY ACCESSIBLE

LOCATION (SALES OFFICE, ETC.)
3. CLEARING AND GRUBBING FOR THOSE AREAS NECESSARY FOR INSTALLATION OF PERIMETER EROSION CONTROL DEVICES.
4. INSTALL PERIMETER EROSION CONTROL DEVICES & CHAIN LINK FENCE ADJACENT TO PUBLIC ACCESS AREAS.
5. CLEAR AND GRUB ROUTES TO AREAS FOR TEMPORARY AND PERMANENT STRUCTURAL BEST MANAGEMENT PRACTICES (BMP).
6. INSTALL ALL STRUCTURAL EROSION CONTROL PRACTICES  IN CONCENTRATED FLOW AREAS, AS SHOWN ON THE PLANS, WITH MINIMAL

DISTURBANCE TO THE ADJACENT AREA.
7. CONSTRUCT ALL REMAINING TEMPORARY AND PERMANENT EROSION CONTROL PRACTICES SHOWN ON THE PHASE-1 ESCP CONCURRENT

WITH CLEARING AND GRUBBING OPERATIONS.
8. CONTRACTOR SHALL COMPLETE CLEARING AND GRUBBING FOR REMAINING AREAS OF CONSTRUCTION.  IF CLEARING MATERIALS ARE

GROUND ON SITE, PLACING GROUND MULCH MATERIALS AT THE TOE OF ANY SLOPES WILL PROVIDE ADDITIONAL PROTECTION FROM
EROSION ESCAPING THE SITE.

9. ROAD GRADING & GRADING FOR THE REMAINDER OF SITE.
10. UTILITY INSTALLATION AND WHETHER STORM DRAINS WILL BE USED OR BLOCKED AFTER CONSTRUCTION.
11. BUILDING, PARKING LOT, AND SITE CONSTRUCTION.
12. FINAL GRADING, LANDSCAPING AND/OR STABILIZATION.
13. IMPLEMENTATION AND MAINTENANCE OF FINAL EROSION CONTROL STRUCTURES.
14. REMOVAL OF TEMPORARY EROSION CONTROL DEVICES.

LAND DISTURBANCE - CONSTRUCTION SEQUENCE

1. EROSION CONTROL MEASURES SHALL BE MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.  REPAIR AND / OR REPLACE AS
NECESSARY.

2. WHERE SILT FENCE IS SHOWN OUTSIDE PROJECT BOUNDARY FOR CLARITY ONLY.
3. ALL EXISTING BUILDING MATERIALS, CONCRETE, ASPHALT, TREES, STUMPS, AND OTHER DELETERIOUS MATERIAL AS INDICATED ON THE

PLANS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN ACCORDANCE WITH FLORIDA LAWS.
4. THE CONTRACTOR SHALL CLEAR AND GRUB ALL AREA WITHIN THE CLEARING LIMITS DEPICTED HEREON INCLUDING DEMOLITION OF EXISTING

INFRASTRUCTURE INCLUDING UNDERGROUND UTILITIES WHETHER DEPICTED HEREON OR NOT BUT ONLY AFTER VERIFICATION FROM
ENGINEER & RESPECTIVE UTILITY COMPANY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE AND ACCOUNT FOR IN BID ALL
REQUIRED CLEARING, GRUBBING & DEMOLITION NECESSARY TO ACCOMPLISH THIS TASK.

5. FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, A PERMANENT OR TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN
SEVEN CALENDAR DAYS ON ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO
1 VERTICAL (3:1); EMBANKMENTS OF PONDS, BASINS, AND TRAPS; AND WITHIN 14 CALENDAR DAYS ON ALL OTHER DISTURBED OR GRADED
AREAS.; THE REQUIREMENTS OF SECTION 11.09.03 OF THE DESTIN LAND DEVELOPMENT CODE DO NOT APPLY TO THOSE AREAS WHICH ARE
SHOWN ON THE PLAN AND ARE CURRENTLY BEING PERFORMED.

6. ALL BARE GROUND, STRIPPED OF VEGETATION DURING THE CLEARING/GRADING PROCESS, SHALL BE COVERED TO THE MAXIMUM EXTENT
PRACTICABLE.

7. ALL DISTURBED AREAS SHALL BE COVERED AND/OR MULCHED WITHIN 12 HOURS, IF THEY ARE TO REMAIN UN-WORKED FOR MORE THAN 2
CALENDAR DAYS.

8. AREAS NOT BEING WORKED FOR 30 CALENDAR DAYS OR MORE SHALL BE VEGETATED, UNLESS THE CITY DETERMINES THAT WINTER
WEATHER MAKES VEGETATION ESTABLISHMENT INFEASIBLE. IF THIS IS THE CASE, IT MUST STILL BE MORE PERMANENTLY STABILIZED, USING
METHODS SUCH AS BONDED FIBER MATRIX, OR OTHER MORE STABLE BMPS.

9. SLOPES & STOCKPILES 3H:1V OR STEEPER AND MORE THAN 10 FEET OF VERTICAL RELIEF SHALL BE COVERED IF THEY ARE UN-WORKED FOR
MORE THAN 48 HOURS.

10. AREAS THAT ARE BEING HYDRO-SEEDED SHALL HAVE A TACKIFIER MIXED INTO THE HYDRO-SEED TO HELP STABILIZE MIXTURE ONTO THE SOIL.
11. ENOUGH COVER MATERIAL TO SUFFICIENTLY PROTECT ALL DISTURBED AREAS SHALL BE STOCKPILED ON THE SITE AT THE BEGINNING OF THE

WEST SEASON.
12. ROADS AND PARKING AREAS SHALL BE STABILIZED IMMEDIATELY AFTER THE INITIAL GRADING.
13. ADDITIONAL TECHNIQUES TO REDUCE SOIL TRACKING OFF OF A SITE AND ONTO A ROADWAY SUCH AS WHEEL WASHING STATIONS MAY BE

REQUIRED.
14. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING/FLUSHING STREETS.

DEMOLITION & ESCP (PHASE 3) NOTES

15. ANY SEDIMENT THAT IS
TRACKED ONTO ROAD
PAVEMENT SHALL BE
REMOVED IMMEDIATELY
(PRIOR TO THE END OF THE
WORK DAY) BY SWEEPING.
THE SEDIMENT COLLECTED BY
SWEEPING SHALL BE
REMOVED FROM THE
ROADWAY AND STABILIZED
ON-SITE.

*CONSTRUCTION DETAILS FOR NOTED EROSION CONTROL MEASURES ARE INCLUDED ON
SHEET 26 OF 36, EROSION CONTROL DETAILS, OF THIS PLAN SET.

EROSION CONTROL LEGEND
STRUCTURAL PRACTICES

HAYBALE CHECKDAM STORM OUTLET
PROTECTION

CONSTRUCTION EXIT SILT FENCE

INLET SEDIMENT TRAP
(ON PAVEMENT)

HAYBALE SEDIMENT
TRAP

RETAINING WALL

LEVEL SPREADER FILTER FABRIC
SEDIMENT TRAP

VEGETATIVE PRACTICES
TEMPORARY

STABILIZATION
(MULCH)

PERMANENT
STABILIZATION (GRASS

OR SOD)

TEMPORARY
STABILIZATION (GRASS)

MATTING AND
BLANKETS

Ds1

Ds2

Ds3

Mb

ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER.Ds1

Ds2

Ds3

AND/OR
ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER. USE FOR AREAS WHERE FUTURE
DISTURBANCE WILL NOT OCCUR FOR 2-6 MONTHS.

ON ALL ROUGH GRADED AREAS THAT WILL BE UNDISTURBED FOR LONGER THAN 6
MONTHS. APPLY IMMEDIATELY TO ALL DISTURBED AREAS AT FINAL GRADE.

TEMPORARY SEDIMENT
TRAP

1. ALL TEMPORARY CONSTRUCTION DRIVEWAY ENTRANCES SHALL BE REMOVED AND THE RIGHT-OF-WAY
RE-GRADED, RESTORED AND RE-VEGETATED TO ORIGINAL OR BETTER CONDITION.

2. ALL DISTURBED AREAS OF THE SITE SHALL BE VEGETATED OR OTHERWISE PERMANENTLY STABILIZED.
3. STRUCTURAL MEASURES SUCH AS SILT FENCE, SLOPE DRAINS, ETC. SHALL BE REMOVED FROM SITE.
4. ALL PERMANENT STORMWATER FACILITIES INCLUDING CATCH BASINS, PIPES, ETC. SHALL BE CLEANED.
5. ANY OFF-SITE CATCH BASINS OR CURB INLETS THAT REQUIRED PROTECTION SHALL BE CLEANED.

FINAL STABILIZATION

1. SEDIMENT/SOIL EROSION LEAVING A SITE OR PROPERTY SHALL BE PROHIBITED.
2. SEDIMENT/SOIL EROSION FROM UPLANDS INTO ENVIRONMENTALLY SENSITIVE AREAS SHALL BE PROHIBITED.
3. DUMPING OR PILING VEGETATIVE DEBRIS OR CLIPPINGS IN ENVIRONMENTALLY SENSITIVE AREAS SHALL BE

PROHIBITED.
4. TRACKING SEDIMENT OR SOIL ONTO A ROADWAY SHALL BE PROHIBITED.

POST CONSTRUCTION MONITORING

Mb
Mb

Mb

Ds3

Ds3

Ds3
Ds3

Ds3

Ds3

Ds3

Ds3

Ds3

1

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP
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PERMANENT
EROSION

CONTROL &
SEDIMENT

PROTECTION
(2 OF 2)

16 OF 36

1 inch =          ft.
( IN FEET )

GRAPHIC SCALE
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THE FOLLOWING IS THE PROPOSED CONSTRUCTION SEQUENCE, UNLESS INCLEMENT WEATHER, SITE CONDITIONS, OR REVISIONS DICTATES A DEVIATION FROM THIS SCHEDULE.
1. DEVELOPER TO FILE A NOTICE OF INTENT PRIOR TO LAND DISTURBANCE.
2. SET UP A DAILY INSPECTION LOG FOR THE BMP INSPECTIONS TO BE KEPT IN THE CONSTRUCTION TRAILER OR AT A NEARBY ACCESSIBLE LOCATION (SALES OFFICE, ETC.)
3. CLEARING AND GRUBBING FOR THOSE AREAS NECESSARY FOR INSTALLATION OF PERIMETER EROSION CONTROL DEVICES.
4. INSTALL PERIMETER EROSION CONTROL DEVICES & CHAIN LINK FENCE ADJACENT TO PUBLIC ACCESS AREAS.
5. CLEAR AND GRUB ROUTES TO AREAS FOR TEMPORARY AND PERMANENT STRUCTURAL BEST MANAGEMENT PRACTICES (BMP).
6. INSTALL ALL STRUCTURAL EROSION CONTROL PRACTICES  IN CONCENTRATED FLOW AREAS, AS SHOWN ON THE PLANS, WITH MINIMAL DISTURBANCE TO THE ADJACENT AREA.
7. CONSTRUCT ALL REMAINING TEMPORARY AND PERMANENT EROSION CONTROL PRACTICES SHOWN ON THE PHASE-1 ESCP CONCURRENT WITH CLEARING AND GRUBBING OPERATIONS.
8. CONTRACTOR SHALL COMPLETE CLEARING AND GRUBBING FOR REMAINING AREAS OF CONSTRUCTION.  IF CLEARING MATERIALS ARE GROUND ON SITE, PLACING GROUND MULCH MATERIALS AT THE TOE OF ANY

SLOPES WILL PROVIDE ADDITIONAL PROTECTION FROM EROSION ESCAPING THE SITE.
9. ROAD GRADING & GRADING FOR THE REMAINDER OF SITE.
10. UTILITY INSTALLATION AND WHETHER STORM DRAINS WILL BE USED OR BLOCKED AFTER CONSTRUCTION.
11. BUILDING, PARKING LOT, AND SITE CONSTRUCTION.
12. FINAL GRADING, LANDSCAPING AND/OR STABILIZATION.
13. IMPLEMENTATION AND MAINTENANCE OF FINAL EROSION CONTROL STRUCTURES.
14. REMOVAL OF TEMPORARY EROSION CONTROL DEVICES.

1. EROSION CONTROL MEASURES SHALL BE MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.  REPAIR AND / OR REPLACE AS NECESSARY.
2. WHERE SILT FENCE IS SHOWN OUTSIDE PROJECT BOUNDARY FOR CLARITY ONLY.
3. ALL EXISTING BUILDING MATERIALS, CONCRETE, ASPHALT, TREES, STUMPS, AND OTHER DELETERIOUS MATERIAL AS INDICATED ON THE PLANS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN

ACCORDANCE WITH FLORIDA LAWS.
4. THE CONTRACTOR SHALL CLEAR AND GRUB ALL AREA WITHIN THE CLEARING LIMITS DEPICTED HEREON INCLUDING DEMOLITION OF EXISTING INFRASTRUCTURE INCLUDING UNDERGROUND UTILITIES WHETHER

DEPICTED HEREON OR NOT BUT ONLY AFTER VERIFICATION FROM ENGINEER & RESPECTIVE UTILITY COMPANY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE AND ACCOUNT FOR IN BID ALL REQUIRED
CLEARING, GRUBBING & DEMOLITION NECESSARY TO ACCOMPLISH THIS TASK.

5. FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, A PERMANENT OR TEMPORARY STABILIZATION SHALL BE COMPLETED WITHIN SEVEN CALENDAR DAYS ON ALL PERIMETER DIKES, SWALES, DITCHES,
PERIMETER SLOPES AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1); EMBANKMENTS OF PONDS, BASINS, AND TRAPS; AND WITHIN 14 CALENDAR DAYS ON ALL OTHER DISTURBED OR GRADED
AREAS.; THE REQUIREMENTS OF SECTION 11.09.03 OF THE DESTIN LAND DEVELOPMENT CODE DO NOT APPLY TO THOSE AREAS WHICH ARE SHOWN ON THE PLAN AND ARE CURRENTLY BEING PERFORMED.

6. ALL BARE GROUND, STRIPPED OF VEGETATION DURING THE CLEARING/GRADING PROCESS, SHALL BE COVERED TO THE MAXIMUM EXTENT PRACTICABLE.
7. ALL DISTURBED AREAS SHALL BE COVERED AND/OR MULCHED WITHIN 12 HOURS, IF THEY ARE TO REMAIN UN-WORKED FOR MORE THAN 2 CALENDAR DAYS.
8. AREAS NOT BEING WORKED FOR 30 CALENDAR DAYS OR MORE SHALL BE VEGETATED, UNLESS THE CITY DETERMINES THAT WINTER WEATHER MAKES VEGETATION ESTABLISHMENT INFEASIBLE. IF THIS IS THE CASE,

IT MUST STILL BE MORE PERMANENTLY STABILIZED, USING METHODS SUCH AS BONDED FIBER MATRIX, OR OTHER MORE STABLE BMPS.
9. SLOPES & STOCKPILES 3H:1V OR STEEPER AND MORE THAN 10 FEET OF VERTICAL RELIEF SHALL BE COVERED IF THEY ARE UN-WORKED FOR MORE THAN 48 HOURS.
10. AREAS THAT ARE BEING HYDRO-SEEDED SHALL HAVE A TACKIFIER MIXED INTO THE HYDRO-SEED TO HELP STABILIZE MIXTURE ONTO THE SOIL.
11. ENOUGH COVER MATERIAL TO SUFFICIENTLY PROTECT ALL DISTURBED AREAS SHALL BE STOCKPILED ON THE SITE AT THE BEGINNING OF THE WEST SEASON.
12. ROADS AND PARKING AREAS SHALL BE STABILIZED IMMEDIATELY AFTER THE INITIAL GRADING.
13. ADDITIONAL TECHNIQUES TO REDUCE SOIL TRACKING OFF OF A SITE AND ONTO A ROADWAY SUCH AS WHEEL WASHING STATIONS MAY BE REQUIRED.
14. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING/FLUSHING STREETS.
15. ANY SEDIMENT THAT IS TRACKED ONTO ROAD PAVEMENT SHALL BE REMOVED IMMEDIATELY (PRIOR TO THE END OF THE WORK DAY) BY SWEEPING. THE SEDIMENT COLLECTED BY SWEEPING SHALL BE REMOVED

FROM THE ROADWAY AND STABILIZED ON-SITE.

DEMOLITION & ESCP (PHASE 1) NOTES

CONTRACTOR TO USE METHOD OR COMBINATION OF METHODS LISTED BELOW AND TO PREVENT
PARTICULATE MATTER FROM BECOMING AIRBORNE AND BEING TRANSPORTED OFF-SITE:
1. PHASING:  ONLY DISTURB AREAS LESS THAN ONE ACRE AT ONE TIME.  BEGIN CONSTRUCTION

ACTIVITIES AT WEST SIDE OF SITE AND PROCEED TO EAST TO PROVIDE BUFFER AREA WHERE
SHIFTING SOIL CAN BE ARRESTED.

2. SCHEDULE:  DELAY EARTHWORK AND OTHER ACTIVITIES GENERATING PARTICULATE MATTER
WHEN WIND VELOCITY IS GREATER THAN 30 MPH.

3. RESTRICTING VEHICLES:  USE SIGNS AND OTHER TRAFFIC CONTROLS TO LIMIT SPEED AND ACCESS
OF JOB SITE VEHICLES.  LIMIT SPEED TO 10 MPH MAXIMUM.  RESTRICT VEHICLE TRAFFIC IN DUST
STABILIZED AREAS.

4. EXCAVATED MATERIAL:  KEEP OUT OF ACTIVE TRAFFIC LANES.  IMMEDIATELY REMOVE EXCAVATED
MATERIAL DEPOSITED IN ROADWAYS BY EROSION OR SPILLAGE.  COVER LOADS TRANSPORTED IN
EARTH-MOVING EQUIPMENT.

5. WATERING:  USE SPRINKLER SYSTEM OR  WATER TRUCK WITH SPRAY BOOM TO WATER DISTURBED
AREA, AS NEEDED, TO ADEQUATELY CONTROL DUST.

6. WINDBREAKS:  ERECT SNOW FENCES OR  SIMILAR WINDBREAKS UPWIND AND WITHIN DISTURBED
AREAS.  PLACE FENCES PERPENDICULAR TO PREVAILING WINDS AS APPROPRIATE.

7. PALLIATIVES:  APPLY DUST PALLIATIVE TO STABILIZE SOILS AFTER EARTHWORK IS COMPLETED AND
TO SANDY SOILS WHERE WATERING IS  INEFFECTIVE.  DO NOT USE PALLIATIVE DETRIMENTAL TO
VEGETATION IN AREAS OF FUTURE PLANT LANDSCAPING.

8. OTHER METHODS THAT SUBSTANTIALLY AND EFFECTIVELY REDUCE TRANSPORTED MATERIAL OR
EMISSION OF PARTICULATE MATTER INTO ATMOSPHERE.

9. IF WATER TRUCK IS USED TO CONTROL DUST ON DIRT/GRADED AREAS ONLY, WATER TRUCK WILL
ONLY DROP ENOUGH WATER TO CONTROL THE DUST OR REACH THE OPTIMUM MOISTURE
CONTENT OF THE SOIL FOR COMPACTION. NO RUN-OFF IS TO BE GENERATED.

10. CONTROLLING DUST ON PAVED ROADWAYS WILL BE DONE BY USE OF SWEEPER WITH WATER-JET
SPRAYERS. ONLY ENOUGH WATER SHOULD BE APPLIED TO CONTROL DUST WHILE SWEEPING. DO
NO GENERATE RUN-OFF FROM SPRAYERS THAT RUNS INTO CATCH BASINS.

DUST CONTROL METHODS
DESIGN CONSIDERATIONS AND PROJECT LAYOUT:
 ROUTE HEAVILY LOADED TRUCKS AWAY FROM RESIDENTIAL STREETS, IF POSSIBLE. SELECT STREETS WITH

FEWEST HOMES, IF NO ALTERNATIVES ARE AVAILABLE.
 OPERATE EARTHMOVING EQUIPMENT ON THE CONSTRUCTION LOT AS FAR AWAY FROM

VIBRATION-SENSITIVE SITES AS POSSIBLE.
SEQUENCE OF OPERATIONS:
 PHASE DEMOLITION, EARTHMOVING AND GROUND-IMPACTING OPERATIONS SO AS NOT TO OCCUR IN

THE SAME TIME PERIOD. UNLIKE NOISE, THE TOTAL VIBRATION LEVEL PRODUCED COULD BE
SIGNIFICANTLY LESS WHEN EACH VIBRATION SOURCE OPERATES SEPARATELY.

 AVOID NIGHTTIME ACTIVITIES. PEOPLE ARE MORE AWARE OF VIBRATION IN THEIR HOMES DURING THE
NIGHTTIME HOURS.

ALTERNATIVE CONSTRUCTION METHODS:
 SELECT DEMOLITION METHODS NOT INVOLVING IMPACT, WHERE POSSIBLE. FOR EXAMPLE, MILLING

GENERATES LOWER VIBRATION LEVELS THAN EXCAVATION USING CLAM SHELL OR CHISEL DROPS.
 AVOID VIBRATORY ROLLERS AND PACKERS NEAR SENSITIVE AREAS.

VIBRATION IMPACT MITIGATION METHODS

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

DEMOLITION & EROSION CONTROL LEGEND
BRICK PAVERS (TO REMAIN)

BRICK PAVERS (DEMO)

PAVEMENT (TO REMAIN)

PAVEMENT (DEMO)

CONCRETE (TO REMAIN)

CONCRETE (DEMO)

CONCRETE TILE (TO REMAIN)

CONCRETE TILE (DEMO)

GRAVEL (TO REMAIN)

GRAVEL (DEMO)

STRUCTURE (TO REMAIN)

STRUCTURE (DEMO)

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE (DEMO)

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE (TO REMAIN)

SANITARY SEWER MANHOLE (DEMO)

FIRE HYDRANT (TO REMAIN)

FIRE HYDRANT (DEMO)

WATER VALVE (TO REMAIN)

WATER VALVE (DEMO)

WATER METER (TO REMAIN)

WATER METER (DEMO)

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

WV

ICV

15.00

16.00

WV

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

*CONSTRUCTION DETAILS FOR NOTED EROSION CONTROL MEASURES ARE INCLUDED ON
SHEET 26 OF 36, EROSION CONTROL DETAILS, OF THIS PLAN SET.

EROSION CONTROL LEGEND
STRUCTURAL PRACTICES

HAYBALE CHECKDAM STORM OUTLET
PROTECTION

CONSTRUCTION EXIT SILT FENCE

INLET SEDIMENT TRAP
(ON PAVEMENT)

HAYBALE SEDIMENT
TRAP

RETAINING WALL

LEVEL SPREADER FILTER FABRIC
SEDIMENT TRAP

VEGETATIVE PRACTICES
TEMPORARY

STABILIZATION
(MULCH)

PERMANENT
STABILIZATION (GRASS

OR SOD)

TEMPORARY
STABILIZATION (GRASS)

MATTING AND
BLANKETS

Ds1

Ds2

Ds3

Mb

ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER.Ds1

Ds2

Ds3

AND/OR
ON ALL DISTURBED AREAS WITHIN 14 DAYS OF DISTURBANCE OR AS SOON AS FINAL
GRADE IS ACHIEVED, WHICHEVER IS SOONER. USE FOR AREAS WHERE FUTURE
DISTURBANCE WILL NOT OCCUR FOR 2-6 MONTHS.

ON ALL ROUGH GRADED AREAS THAT WILL BE UNDISTURBED FOR LONGER THAN 6
MONTHS. APPLY IMMEDIATELY TO ALL DISTURBED AREAS AT FINAL GRADE.

LAND DISTURBANCE - CONSTRUCTION SEQUENCE

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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GRADING PLAN LEGEND   
BRICK PAVERS

PAVEMENT

CONCRETE

CONCRETE TILE

GRAVEL

STRUCTURE

COASTAL BARRIER ZONE

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE

FIRE HYDRANT

WATER VALVE

WATER METER

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

FOUND NAIL & DISK

FOUND 4"X4" CONCRETE MONUMENT

FOUND CAPPED IRON PIN WITH CAP

SET CAPPED IRON PIN WITH CAP

WV

ICV

15.00

16.00

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

 ALL DISTURBED AREAS TO BE PERMANENTLY GRASSED AND RETENTION AREAS TO BE SODDED.  ALL
SLOPES 3:1 AND STEEPER SHALL BE SODDED.

 EROSION CONTROL MEASURES SHALL BE INSPECTED AND MAINTAINED ON SITE FOR THE DURATION OF
CONSTRUCTION.

 CONTRACTORS SHALL MAINTAIN PUBLIC ACCESS AT ALL TIMES ALONG PRIVATE, CITY AND COUNTY
RIGHT-OF-WAYS.

 NO PARKING OR UNLOADING OF MATERIALS SHALL OCCUR WITHIN RIGHT-OF-WAY WITHOUT PRIOR
APPROVAL FROM THE CITY OF DESTIN.

 CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES WITHIN THE PUBLIC AND
PRIVATE RIGHT-OF-WAY AND SHALL REPAIR ANY DAMAGE CAUSED BY THE CONSTRUCTION ACTIVITIES
TO THE PRIVATE AND PUBLIC RIGHT-OF-WAY  AT THE CONTRACTOR'S EXPENSE.

 CONTRACTOR SHALL NOT RELOCATE ANY SIDEWALK OR MULTI-USE PATH WITHIN THE RIGHT-OF-WAY
WITHOUT WRITTEN PERMISSION FROM THE CITY OR COUNTY ENGINEER.

 CONTRACTOR SHALL MARK ALL CROSSWALKS AND MULTI-USE PATH CROSSINGS TO INDICATE THEM AS
A PEDESTRIAN PATHWAY AFTER THE FINAL DRIVEWAY IS IN PLACE

 NOTHING SHALL BE ERECTED, PLACED, PARKED, PLANTED, OR ALLOWED TO GROW IN SUCH A MANNER
AS TO MATERIALLY IMPEDE VISION BETWEEN A HEIGHT OF TWO FEET AND TEN FEET ABOVE THE
GRADE, MEASURED AT THE CENTERLINE OF THE INTERSECTION FOR CLEAR VISIBILITY TRIANGLE.

GRADING & DRAINAGE NOTES BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

1

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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GRADING PLAN LEGEND   
BRICK PAVERS

PAVEMENT

CONCRETE

CONCRETE TILE

GRAVEL

STRUCTURE

COASTAL BARRIER ZONE

MAJOR CONTOUR

MINOR CONTOUR

VEGETATION LINE

WOOD FENCE

CHAINLINK FENCE

BOUNDARY

SANITARY SEWER MANHOLE

FIRE HYDRANT

WATER VALVE

WATER METER

IRRIGATION CONTROL VALVE

STORM MANHOLE

GRATE INLET

FOUND NAIL & DISK

FOUND 4"X4" CONCRETE MONUMENT

FOUND CAPPED IRON PIN WITH CAP

SET CAPPED IRON PIN WITH CAP

WV

ICV

15.00

16.00

 ALL DISTURBED AREAS TO BE PERMANENTLY GRASSED AND RETENTION AREAS TO BE SODDED.  ALL SLOPES 3:1 AND STEEPER SHALL BE SODDED.

 EROSION CONTROL MEASURES SHALL BE INSPECTED AND MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.

 CONTRACTORS SHALL MAINTAIN PUBLIC ACCESS AT ALL TIMES ALONG PRIVATE, CITY AND COUNTY RIGHT-OF-WAYS.

 NO PARKING OR UNLOADING OF MATERIALS SHALL OCCUR WITHIN RIGHT-OF-WAY WITHOUT PRIOR APPROVAL FROM THE CITY OF DESTIN.

 CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES WITHIN THE PUBLIC AND PRIVATE RIGHT-OF-WAY AND SHALL REPAIR ANY DAMAGE CAUSED BY THE
CONSTRUCTION ACTIVITIES TO THE PRIVATE AND PUBLIC RIGHT-OF-WAY  AT THE CONTRACTOR'S EXPENSE.

 CONTRACTOR SHALL NOT RELOCATE ANY SIDEWALK OR MULTI-USE PATH WITHIN THE RIGHT-OF-WAY WITHOUT WRITTEN PERMISSION FROM THE CITY OR COUNTY ENGINEER.

 CONTRACTOR SHALL MARK ALL CROSSWALKS AND MULTI-USE PATH CROSSINGS TO INDICATE THEM AS A PEDESTRIAN PATHWAY AFTER THE FINAL DRIVEWAY IS IN PLACE

 NOTHING SHALL BE ERECTED, PLACED, PARKED, PLANTED, OR ALLOWED TO GROW IN SUCH A MANNER AS TO MATERIALLY IMPEDE VISION BETWEEN A HEIGHT OF TWO FEET
AND TEN FEET ABOVE THE GRADE, MEASURED AT THE CENTERLINE OF THE INTERSECTION FOR CLEAR VISIBILITY TRIANGLE.

GRADING & DRAINAGE NOTES

BENCHMARK DATA
BM #1 - FND 1/2" IRON PIN
(ECA LB 3724)
NORTHING: 509431.2840
EASTING: 1359813.5710
ELEVATION: 17.62 (NAVD 1988)

BM #2 - FND 1/2" IRON PIN
(SEAS LB 7191)
NORTHING: 508853.8420
EASTING: 1359479.9490
ELEVATION: 17.66 (NAVD 1988)

BM #3 - FND 4"X4" CONCRETE MONUMENT
(LB 3292)
NORTHING: 508461.0660
EASTING: 1359472.4530
ELEVATION: 15.99 (NAVD 1988)

BM #4 - SANITARY SEWER MANHOLE LID
NORTHING: 508147.5100
EASTING: 1359699.8590
ELEVATION: 17.07 (NAVD 1988)

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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DRAINAGE PLAN
(1 OF 2)

19 OF 36

DRAINAGE PLAN LEGEND   
PROPOSED BRICK PAVERS

EXISTING PAVEMENT

PROPOSED PAVEMENT

EXISTING CONCRETE WALK

PROPOSED CONCRETE WALK

BOUNDARY

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

 ALL DISTURBED AREAS TO BE PERMANENTLY GRASSED AND RETENTION AREAS TO BE SODDED.  ALL SLOPES
3:1 AND STEEPER SHALL BE SODDED.

 CONTRACTOR SHALL INSTALL SILT FENCE ALONG LIMITS OF CONSTRUCTION TO PREVENT SEDIMENT FROM
LEAVING CURRENT PHASE OF CONSTRUCTION.

 EROSION CONTROL MEASURES (SILT FENCE) SHALL BE MAINTAINED ON SITE FOR THE DURATION OF
CONSTRUCTION.  IT SHALL BE REPAIRED / REPLACED AS NECESSARY.

 ROUTINE MAINTENANCE OF STORMWATER MANAGEMENT FACILITIES SHALL BE CONDUCTED BY OWNER TO
INSURE THAT THE FACILITIES OPERATE AS ORIGINALLY DESIGNED.  THE MAINTENANCE PLAN SHALL BE
DESIGNED AND CERTIFIED BY A REGISTERED PROFESSIONAL ENGINEER AND SUBMITTED TO THE STATE AT
THE SAME TIME OF THE AS-BUILT CERTIFICATION FORM.

 CONTRACTORS SHALL MAINTAIN PUBLIC ACCESS AT ALL TIMES ALONG PRIVATE, CITY AND COUNTY
RIGHT-OF-WAYS.

 NO PARKING OR UNLOADING OF MATERIALS SHALL OCCUR WITHIN RIGHT-OF-WAY.

 CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES WITHIN THE PUBLIC AND PRIVATE
RIGHT-OF-WAY AND SHALL REPAIR ANY DAMAGE CAUSED BY THE CONSTRUCTION ACTIVITIES TO THE
PRIVATE AND PUBLIC RIGHT-OF-WAY  AT THE CONTRACTOR'S EXPENSE.

 CONTRACTOR SHALL NOT RELOCATE ANY SIDEWALK OR MULTI-USE PATH WITHIN THE RIGHT-OF-WAY
WITHOUT WRITTEN PERMISSION FROM THE CITY OR COUNTY ENGINEER.

 CONTRACTOR SHALL MARK ALL CROSSWALKS AND MULTI-USE PATH CROSSINGS TO INDICATE THEM AS A
PEDESTRIAN PATHWAY AFTER THE FINAL DRIVEWAY IS IN PLACE

 NOTHING SHALL BE ERECTED, PLACED, PARKED, PLANTED, OR ALLOWED TO GROW IN SUCH A MANNER AS
TO MATERIALLY IMPEDE VISION BETWEEN A HEIGHT OF TWO FEET AND TEN FEET ABOVE THE GRADE,
MEASURED AT THE CENTERLINE OF THE INTERSECTION FOR CLEAR VISIBILITY TRIANGLE.

DRAINAGE NOTES   

1 inch =          ft.
( IN FEET )

GRAPHIC SCALE

050 50 100

50

25

DAVID E. SMITH, P.E.

FLORIDA REGISTRATION NO. 58927

CERT. OF AUTHORIZATION: 29722
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P: 850.333.4370

1

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP



e
C

SHEET TITLE

DATE:

REV. DATE:

PROJ. NO.:

DRAWN BY:

REVIEWED BY:

RECORD DATA

SHEET NUMBER

SEAL
NOT VALID WITHOUT SIGNATURE

AND THE ORIGINAL SEAL

|  THE DRAWINGS, SPECIFICATIONS, AND OTHER DOCUMENTS PREPARED BY INNERLIGHT ENGINEERING CORPORATION (IEC) ARE FOR THE SOLE USE ON THIS PROJECT UNLESS OTHERWISE PROVIDED, IEC SHALL BE DEEMED THE AUTHOR AND RETAIN ALL COMMON LAW, STATUTORY AND OTHER  RESERVED RIGHTS, INCLUDING COPYRIGHT.

IN
NE

RL
IG
HT
 E

NG
IN
EE

RI
NG
 C

OR
PO

RA
TI
ON

TH
IN
K 
  
  
  
 •
  
  
  
  
SO

LV
E 
  
  
  
 •
  
  
  
  
SE

RV
E

TH
E 

AP
PL

IE
D 

SC
IE
NC

E 
OF

 S
UC

CE
SS

5
4
5
0
 N

O
R

T
H

 W
 S

T
R

E
E

T
 |

 P
E

N
S

A
C

O
L

A
 |

 F
L

O
R

ID
A

 |
 3

2
5
0
5

INNERLIGHT ENGINEERING CORPORATION

11.15.2013

09.09.2014

131.0.0.10

MTM

DES

DU
N

AV
AN

T 
GU

LF
, L

LC
36

00
8 

EM
ER

AL
D 

CO
AS

T 
PA

RK
W

AY
, U

N
IT

 A
-1

01
DE

ST
IN

, F
LO

RI
DA

 3
25

41

HE
N

DE
RS

O
N

 B
EA

CH
 R

ES
O

RT
FI

RS
T 

AM
EN

DM
EN

T

DRAINAGE PLAN
(2 OF 2)

20 OF 36

 ALL DISTURBED AREAS TO BE PERMANENTLY GRASSED AND RETENTION AREAS TO BE SODDED.  ALL SLOPES 3:1 AND STEEPER SHALL BE SODDED.

 CONTRACTOR SHALL INSTALL SILT FENCE ALONG LIMITS OF CONSTRUCTION TO PREVENT SEDIMENT FROM LEAVING CURRENT PHASE OF CONSTRUCTION.

 EROSION CONTROL MEASURES (SILT FENCE) SHALL BE MAINTAINED ON SITE FOR THE DURATION OF CONSTRUCTION.  IT SHALL BE REPAIRED / REPLACED
AS NECESSARY.

 ROUTINE MAINTENANCE OF STORMWATER MANAGEMENT FACILITIES SHALL BE CONDUCTED BY OWNER TO INSURE THAT THE FACILITIES OPERATE AS
ORIGINALLY DESIGNED.  THE MAINTENANCE PLAN SHALL BE DESIGNED AND CERTIFIED BY A REGISTERED PROFESSIONAL ENGINEER AND SUBMITTED TO
THE STATE AT THE SAME TIME OF THE AS-BUILT CERTIFICATION FORM.

 CONTRACTORS SHALL MAINTAIN PUBLIC ACCESS AT ALL TIMES ALONG PRIVATE, CITY AND COUNTY RIGHT-OF-WAYS.

 NO PARKING OR UNLOADING OF MATERIALS SHALL OCCUR WITHIN RIGHT-OF-WAY.

 CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES WITHIN THE PUBLIC AND PRIVATE RIGHT-OF-WAY AND SHALL REPAIR ANY
DAMAGE CAUSED BY THE CONSTRUCTION ACTIVITIES TO THE PRIVATE AND PUBLIC RIGHT-OF-WAY  AT THE CONTRACTOR'S EXPENSE.

 CONTRACTOR SHALL NOT RELOCATE ANY SIDEWALK OR MULTI-USE PATH WITHIN THE RIGHT-OF-WAY WITHOUT WRITTEN PERMISSION FROM THE CITY OR
COUNTY ENGINEER.

 CONTRACTOR SHALL MARK ALL CROSSWALKS AND MULTI-USE PATH CROSSINGS TO INDICATE THEM AS A PEDESTRIAN PATHWAY AFTER THE FINAL
DRIVEWAY IS IN PLACE

 NOTHING SHALL BE ERECTED, PLACED, PARKED, PLANTED, OR ALLOWED TO GROW IN SUCH A MANNER AS TO MATERIALLY IMPEDE VISION BETWEEN A
HEIGHT OF TWO FEET AND TEN FEET ABOVE THE GRADE, MEASURED AT THE CENTERLINE OF THE INTERSECTION FOR CLEAR VISIBILITY TRIANGLE.

DRAINAGE NOTES

1 inch =          ft.
( IN FEET )

GRAPHIC SCALE

030 30 60

30

15

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

DAVID E. SMITH, P.E.

FLORIDA REGISTRATION NO. 58927

CERT. OF AUTHORIZATION: 29722

INNERLIGHT ENGINEERING CORP.

5450 NORTH W STREET

PENSACOLA, FL 32505

P: 850.333.4370

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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21 OF 36
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GENERAL UTILITY PLAN NOTES UTILITY PLAN LEGEND
PROPOSED BRICK PAVERS

EXISTING PAVEMENT

PROPOSED PAVEMENT

PROPOSED CONCRETE WALK

BOUNDARY

EXISTING WATER LINE

PROPOSED WATER LINE

EXISTING SANITARY LINE

PROPOSED SANITARY LINE

EXISTING SANITARY SEWER MANHOLE

PROPOSED SANITARY SEWER MANHOLE

EXISTING FIRE HYDRANT

PROPOSED FIRE HYDRANT

EXISTING WATER VALVE

PROPOSED WATER VALVE

EXISTING WATER METER

PROPOSED WATER METER

PROPOSED BACKFLOW PREVENTER

WV

R/W          RIGHT-OF-WAY
N            NORTH
S            SOUTH
E            EAST
W           WEST
SQ. FT.          SQUARE FEET
AC. ACRES
L1           LINE & NUMBER TO LINE TABLE
C1           CURVE & NUMBER TO CURVE TABLE
LB           LICENSED BUSINESS
#           NUMBER
ID           IDENTIFICATION 
NGVD29    NATIONAL GEODETIC VERTICAL DATUM 1929

NAD83 NORTH AMERICAN DATUM 1983
DNR DEPARTMENT OF NATURAL RESOURCES
ORB OFFICIAL RECORD BOOK
PG PAGE
ELEV / EL ELEVATION
(R)          RECORD DIMENSION
°            DEGREES WHEN USED IN A BEARING OR ANGLE
'             MINUTES WHEN USED IN A BEARING OR ANGLE
"            SECONDS WHEN USED IN A BEARING OR ANGLE
'             FEET OR DECIMAL THEREOF WHEN USED IN A

DIMENSION
"             INCHES WHEN USED IN A DIMENSION
± MORE OR LESS

ABBREVIATIONS

W
W

W W W

W

10" WATER
MAIN

6" FIRE
LINE

4" POTABLE
LINE

6" FIRE LINE
BACKFLOW
PREVENTER

10" X 6" X
10" TEE

6" X 4" X 6" TEE

4" WATER VALVE

6" WATER
VALVE

4" WATER
METER

4" BACKFLOW
PREVENTER

TO BUILDING

INSET #3
NTS

1. CONTRACTOR AND OR DEVELOPER SHALL NOTIFY DESTIN WATER USERS AT LEAST 24 HOURS IN ADVANCE TO
BE ONSITE DURING THE CONSTRUCTION FOR INSPECTION AND VERIFICATION.

2. A PRE-CONSTRUCTION MEETING SHALL BE HELD WITH THE CONTRACTOR, DEVELOPER, ENGINEER OF
RECORD, CITY OF DESTIN, AND DESTIN WATER USERS WHEN FDEP  PERMITS HAVE BEEN ISSUED AND PRIOR
TO CONSTRUCTION.

1. JOINT RESTRAINTS SHALL BE REQUIRED ON ALL WATERLINES WITHIN THE  DEVELOPMENT.

2. ALL WATER METERS DEPICTED ON THESE PLANS ARE SHOWN SCHEMATIC.  WATER METERS SHALL BE
INSTALLED PER DESTIN WATER USERS' STANDARD DETAILS AND SPECIFICATIONS (LATEST EDITION).

3. WATER MAIN TO BE CONSTRUCTED PER DESTIN WATER USERS' STANDARD SPECIFICATIONS.

4. FIRE HYDRANTS TO BE ASSEMBLED PER DESTIN WATER USERS' SPECIFICATIONS WITH APPROPRIATE 6"
DUCTILE IRON LEADER AND 6" GATE VALVES.

5. WATER DETAILS SHOWN ON SHEETS 33 THROUGH 35, FOR INFORMATIONAL PURPOSES. CONTRACTOR TO
VERIFY DETAILS AND SPECIFICATIONS WITH DESTIN WATER USERS' DETAILS AND SPECIFICATIONS.

6. CONTRACTOR SHALL COORDINATE WITH DESTIN WATER USERS PRIOR TO MAKING ANY CONNECTIONS.

GENERAL POTABLE WATER NOTES

W

WATERPARK
CONDOMINIUM

INSET #1
NTS

6" X 4" X 6" TEE

4" POTABLE
LINE

TO POOL
BUILDING

6" WATER
MAIN

4" BACKFLOW
PREVENTER

4" WATER
METER

4" WATER VALVE

6" WATER
VALVE

6" FIRE LINE
BACKFLOW
PREVENTER

6" FIRE LINE6" 90°
BEND

2" POTABLE
LINE

4" X 4" X 2" TEE

2" WATER VALVE
2" WATER
METER

W
W

W W W

W

10" WATER
MAIN

8" FIRE
LINE

4" POTABLE
LINE

8" FIRE LINE
BACKFLOW
PREVENTER

10" X 8" X
10" TEE

8" X 4" X 8" TEE

4" WATER VALVE

8" WATER
VALVE

4" WATER
METER

4" BACKFLOW
PREVENTER

TO BUILDING

INSET #2
NTS

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 
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GENERAL UTILITY PLAN NOTES
1. CONTRACTOR AND OR DEVELOPER SHALL NOTIFY DESTIN WATER USERS AT LEAST 24 HOURS IN ADVANCE TO

BE ONSITE DURING THE CONSTRUCTION FOR INSPECTION AND VERIFICATION.

2. A PRE-CONSTRUCTION MEETING SHALL BE HELD WITH THE CONTRACTOR, DEVELOPER, ENGINEER OF
RECORD, CITY OF DESTIN, AND DESTIN WATER USERS WHEN FDEP  PERMITS HAVE BEEN ISSUED AND PRIOR
TO CONSTRUCTION.

1. JOINT RESTRAINTS SHALL BE REQUIRED ON ALL WATERLINES WITHIN THE  DEVELOPMENT.

2. ALL WATER METERS DEPICTED ON THESE PLANS ARE SHOWN SCHEMATIC.  WATER METERS SHALL BE
INSTALLED PER DESTIN WATER USERS' STANDARD DETAILS AND SPECIFICATIONS (LATEST EDITION).

3. WATER MAIN TO BE CONSTRUCTED PER DESTIN WATER USERS' STANDARD SPECIFICATIONS.

4. FIRE HYDRANTS TO BE ASSEMBLED PER DESTIN WATER USERS' SPECIFICATIONS WITH APPROPRIATE 6"
DUCTILE IRON LEADER AND 6" GATE VALVES.

5. WATER DETAILS SHOWN ON SHEETS 33 THROUGH 35, FOR INFORMATIONAL PURPOSES. CONTRACTOR TO
VERIFY DETAILS AND SPECIFICATIONS WITH DESTIN WATER USERS' DETAILS AND SPECIFICATIONS.

6. CONTRACTOR SHALL COORDINATE WITH DESTIN WATER USERS PRIOR TO MAKING ANY CONNECTIONS.

GENERAL POTABLE WATER NOTES

UTILITY PLAN LEGEND
PROPOSED BRICK PAVERS

EXISTING PAVEMENT

PROPOSED PAVEMENT

PROPOSED CONCRETE WALK

BOUNDARY

EXISTING WATER LINE

PROPOSED WATER LINE

EXISTING SANITARY LINE

PROPOSED SANITARY LINE

EXISTING SANITARY SEWER MANHOLE

PROPOSED SANITARY SEWER MANHOLE

EXISTING FIRE HYDRANT

PROPOSED FIRE HYDRANT

EXISTING WATER VALVE

PROPOSED WATER VALVE

EXISTING WATER METER

PROPOSED WATER METER

PROPOSED BACKFLOW PREVENTER

WV

W
W

W W W

W

6" FIRE
LINE

4" POTABLE
LINE

6" FIRE LINE
BACKFLOW
PREVENTER

CONNECT TO EXISTING
WATER MAIN WITH
TAPPING SLEEVE AND VALVE

6" X 4" X 6" TEE

4" WATER VALVE

6" WATER
VALVE

4" WATER
METER

4" BACKFLOW
PREVENTER

TO BUILDING

INSET #1
NTS
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HORIZONTAL SIGHT DISTANCE PLAN
MATTHEW BOULEVARD - 60' R/W (DESIGN SPEED OF 35 MPH)
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CONTROL
DETAILS
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WIRE REINFORCED STAKED
AND TRENCHED SILT FENCE

NOTES:

1. POSTS SHALL BE SPACED A MAXIMUM OF 8 FEET APART AT THE BARRIER LOCATION AND
DRIVEN SECURELY INTO THE  GROUND A MINIMUM OF 12 INCHES.  WHEN EXTRA
STRENGTH FABRIC IS USED WITHOUT THE WIRE SUPPORT FENCE, POST  SPACING SHALL
NOT EXCEED 6 FEET.

2. A TRENCH SHALL BE EXCAVATED APPROXIMATELY 4 INCHES WIDE AND 4 INCHES DEEP
ALONG THE LINE OF POSTS AND  UPSLOPE FROM THE BARRIER.

3. WHEN STANDARD STRENGTH FILTER FABRIC IS USED, A WIRE MESH SUPPORT FENCE SHALL
BE FASTENED SECURELY  TO THE UPSLOPE SIDE OF THE POSTS USING HEAVY DUTY WIRE
STAPLES AT LEAST 1 INCH LONG, TIE WIRES, OR HOG  RINGS.  THE WIRE SHALL EXTEND
INTO THE TRENCH A MINIMUM OF 2 INCHES AND SHALL NOT EXTEND MORE THAN 36
INCHES ABOVE THE ORIGINAL GROUND SURFACE.

4. THE STANDARD STRENGTH FILTER FABRIC SHALL BE STAPLED OR WIRED TO THE FENCE,
AND 8 INCHES OF THE FABRIC  SHALL BE EXTENDED INTO THE TRENCH.  THE FABRIC SHALL
NOT EXTEND MORE THAN 36 INCHES ABOVE THE ORIGINAL  GROUND SURFACE.

 THE ROAD CONSTRUCTION ACCESS SHALL BE STABILIZED
USING 6" MINIMUM THICKNESS OF COARSE AGGREGATE TO
REDUCE  EROSION CAUSED BY CONSTRUCTION TRAFFIC, AND
TO MINIMIZE TRANSPORT OF SEDIMENT ONTO THE EXISTING
PAVED ROADWAY.

 AGGREGATE SHALL BE APPLIED IMMEDIATELY AFTER GRADING
OR THE COMPLETION OF UTILITY CONSTRUCTION WITHIN THE
RIGHT OF WAY.

 NON SURFACED TEMPORARY CONSTRUCTION DRIVEWAY
ENTRANCES, ACCESS ROADS AND PARKING AREAS USED BY
CONSTRUCTION TRAFFIC SHALL BE STABILIZED TO MINIMIZE
EROSION CONTROL AND PREVENT TRACKING MUD OR SOIL
FROM THE SITE.

 STABILIZED CONSTRUCTION ENTRANCE(S) SHALL BE INSTALLED
AS THE FIRST STEP OF CLEARING AND GRADING.

 CONSTRUCTION ENTRANCE(S) SHALL BE SET UP SO THAT ALL
TRAFFIC LEAVING JOB SITE IS REQUIRED TO TRAVEL THE
ENTIRE LENGTH OF ENTRANCE.

 CONSTRUCTION ENTRANCE(S) SHALL BE STABILIZED
WHEREVER TRAFFIC WILL BE LEAVING A CONSTRUCTION SITE
AND TRAVELING ON PAVED ROADS OR OTHER PAVED AREAS
WITHIN THE SITE THAT IS OPEN TO THE PUBLIC.

6" MIN. THICKNESS COARSE
AGGREGATE SIZE #3, 4, OR

5, PER FDOT SPECS.

INSTALL FILTER FABRIC
(TYPE D-1) BENEATH

COARSE AGGREGATE
PER FDOT INDEX NO. 199NOTE: HAY BALES SHALL BE TRENCHED 3" TO 4" AND ANCHORED WITH 2 -1" x 2" (OR 1"

DIA.) x 4' WOOD STAKES. STAKES OF OTHER MATERIAL OR SHAPE PROVIDING EQUIVALENT
STRENGTH MAY BE USED IF APPROVED BY THE ENGINEER. STAKES OTHER THAN WOOD
SHALL BE REMOVED UPON COMPLETION OF THE PROJECT. SEE FDOT INDEX NO. 102 FOR
ADDITIONAL INFORMATION.

3D

D0

A A

L A

D

SECTION AA FILTER BLANKET

PLAN

PIPE OUTLET TO FLAT AREA NO
WELL-DEFINED CHANNEL

NOTES:

1. L   IS THE LENGTH OF THE RIPRAP APRON.
2. D = 1.5 TIMES THE MAXIMUM STONE DIAMETER BUT NOT LESS THAN 6".
3. IN A WELL-DEFINED CHANNEL EXTEND THE APRON UP THE CHANNEL BANKS TO

AN ELEVATION OF 6" ABOVE THE MAXIMUM TAILWATER DEPTH OR TO THE TOP
OF THE BANK, WHICHEVER IS LESS.

4. A FILTER BLANKET OR FILTER FABRIC SHOULD BE INSTALLED BETWEEN THE
RIPRAP AND SOIL FOUNDATION.

A

COMPOST FILTER SOCKS MAY BE USED IN LIEU OF ROCK BAGS PROVIDED THEY MEET THE
FOLLOWING SPECIFICATIONS:
1) MUST BE ANCHORED AT 3 FT INTERVALS BY CINDER BLOCKS
2) PARTICLE GRADATION: 99% PASSING 2IN. SIEVE, 40% PASSING 38" SIEVE
3) MATERIAL < 1% DRY UNIT WEIGHT OF INERT FOREIGN MAN-MADE MATERIALS
4) FILTREXX SILT SOXX OR EQUIVALENT SHALL BE USED.

CHART I
SPACING (IN FEET)

NOTE: SPACINGS SHOWN IN THIS CHART
ARE BASED ON HAVING THE GROUND LINE
AT THE UPSTREAM BARRIER AT THE SAME
ELEVATION AS THE OVERFLOW OF THE
DOWNSTREAM BARRIER AS SHOWN
ABOVE. SPACINGS SHOULD BE ADJUSTED
BASED ON ACTUAL SITE PERFORMANCE.

400

ROCK BAGS

ROCK BAGS

OPEN
RISER

DITCH DITCH

CURB & GUTTER

SIDEWALK

PROPOSED INLET

TEMP.
DRAIN

CURB & GUTTER

2" X 2"
WOOD POST
(8' MAX O.C.)

NATURAL GROUND
PROPOSED SLOPE

FABRIC TO EXTEND 6"
BELOW GRADE

WOVEN FILTER FABRIC

HOGWIRE FENCE
TENSION CORD

FILTER FABRIC

BACKFILL
FLOW

POST

NATIVE SOIL

POST FILTER FABRIC
BACKFILL

SUPPORT NET

TOP VIEW

B
A

COUPLER
POSTS

SURFACE RUNOFF

STAKED AND
TRENCHED SILT

FENCE

STAKED AND ENTRENCHED
STRAW BALE

COMPACTED SOIL TO
PREVENT PIPING

SEDIMENT LADEN
RUNOFF

BINDING WIRE
OR TWINE

FILTERED
RUNOFF

DITCH BOTTOM INLET

GRATED INLET

PAVEMENT ROCK BAGS

PAVEMENT

PAVEMENT

PAVEMENT

COMPLETED INLET

POINTS A SHOULD BE HIGHER THAN POINT B

CONSTRUCTION OF A STRAW BALE BARRIER

1. EXCAVATE THE TRENCH 2. PLACE AND STAKE STRAW BALES

3. WEDGE LOOSE STRAW
BETWEEN BALES

4. BACKFILL AND COMPACT
THE EXCAVATED SOIL

AA B

BALE WIDTH

4"

350300250200150100500

TYPE I & TYPE III

TYPE IICONSIDER USE
OF TEMPORARY

SOD

SL
O

PE
 (I

N
 %

)

0

1

2

3

4

5

6

ESTABLISHING A PERMANENT VEGETATIVE COVER AS A DISTURBED AREA

 HAVE SOIL ANALYZED FOR LIME AND FERTILIZER RATE
 MULCH ALL SLOPES STEEPER THAN 3% AND IN BOTTOM

OF SPILLWAYS AND ON ROAD BANKS
 ANCHOR MULCH IMMEDIATELY

 APPLICABLE ON HIGHLY ERODIBLE OR SEVERELY ERODED
AREAS, SOMETIME CALLED "CRITICAL AREAS" INCLUDING:
 CUT OR FILL SLOPES
 EARTH SPILLWAYS
 BORROW AREAS
 CHANNEL BANKS
 BERMS
 ROAD SIDES
 SPOIL AREAS
 GULLIED LANDS

 GRADING AND SHAPING REQUIRED WHERE FEASIBLE AND
PRACTICAL

 SEED BED PREPARATION
 NOT REQUIRED IF USING HYDRAULIC SEEDING AND

FERTILIZING WHEN REQUIRED

SLOPE SEEDED
3:1 OR FLATTER.................... ≥ 4" DEEP
2:1 TO 3:1............................. 1" TO 4" DEEP
2:1 OR STEEPER................... DEPRESSION

EVERY 6"-8" WITH
HAND TOOL

 ≤ 12 MONTHS OR UNTIL ESTABLISHMENT OF
FINISHED GRADE OR PERMANENT VEGETATION

 SITE PREPARATION
 GRADING AND SHAPING
 SEEDBED PREPARATION
 APPLY LIME AND FERTILIZER
 PLANT SEEDING, SELECT SPECIES BY SEASON AND

REGION
 APPLY MULCHING MATERIAL IF NEEDED
 IRRIGATE IF NEEDED BUT NOT AT A RATE TO

CAUSE EROSION
 PLANTING DATES DEPEND ON SPECIES AND REGION

(MOUNTAIN, PIEDMONT, OR COASTAL)

REFERENCE; DISTURBED AREA STABILIZATION (WITH MULCHING
ONLY), PAGE 71
UNUSUAL SITE CONDITIONS MAY REQUIRE HEAVIER SEEDING RATES
SEEDING DATES MAY NEED TO BE ALTERED TO FIT TEMPERATURE
VARIATIONS

1

2

SPECIES RATE PER
1,000 SF

RATE PER
ACRE

1 PLANTING DATES2

MTS-L'STONE PIEDMONT COASTAL
10/1 - 3/1
8/15 - 3/1
2/1 - 3/1
2/1 - 3/1

2/15 - 8/15
4/1 - 7/15
4/1 - 7/15
11/1 - 1/15

9/1 - 1/1

8/15 - 1/1
3/1 - 4/1
3/1 - 4/1

3/1 - 8/15
4/1 - 7/15
4/1 - 7/15
10/15 - 1/1

3/1 - 4/1
8/1 - 12/1
3/1 - 4/1
3/1 - 4/1

3/15 - 8/1
4/1 - 8/1
4/1 - 7/1
10/1 - 12/1

3/1 - 4/1
8/1 - 12/12-3 BU.

40-50 LBS
1-1-1/2 BU.
20-25 LBS

4-6 LBS
35-45 LBS
30-40 LBS
2-3 BU.

3 POUNDS
1 POUND
1-1/2 POUNDS
1/2 POUND

0.2 POUNDS
1 POUND
1 POUND
3 POUNDS

RYE
RYEGRASS
RYE AND ANNUAL
LESPEDEZA
WEEPING
LOVEGRASS
SUDANGRASS
BROWNTOP
MILLET
WHEAT

EXISTING ROADWAY

ORIGINAL GRADEEXCAVATED CHANNEL

COMPACTED EARTH BERM

8" - 12"

8" - 12"

6' - 12'

NOTE:
THE DIVERSION SHALL BE EXCAVATED OR SHAPED TO LINE, GRADE,
AND CROSS SECTION AS REQUIRED TO MEET THE CRITERIA SPECIFIED
AND FREE OF IRREGULARITIES WHICH WILL IMPEDE NORMAL FLOW.

MATERIAL RATE
STRAW OR HAY 2 - 1/2 TONS/ACRE
WOOD WASTE, CHIPS 2" - 3" DEEP (ABOUT
SAWDUST OR BARK 6 TO 9 TONS/ACRE)
MATTING OR NETTING ACCORDING TO

MANUFACTURER'S
RECOMMENDATIONS

CUTBACK ASPHALT 1200 GALLON/ACRE
(1/2 GALLON/YD)

POLYETHYLENE FILM COMPLETELY COVER AREA

 ≤ 6 MONTHS OR WHEN SEEDING DOES NOT HAVE A
SUITABLE GROWING SEASON

 A TEMPORARY COVER OVER BASE AREAS TO
PREVENT EROSION AND REDUCE RUNOFF

 MAY BE NECESSARY TO ANCHOR

 DIG A 6" X 6" TRENCH AT DESIRED FENCE LOCATION.
 UNROLL SILT FENCE ALONG TRENCH (SILT-LOK, ENVIROFENCE, OR ENGINEER-APPROVED EQUAL).
 DRIVE STAKE IN TO THE DOWNHILL SIDE OF TRENCH W/ FILTER FABRIC FACING UPHILL SIDE.
 STAPLE HOGWIRE TO POSTS, EXTENDING FROM TOP OF POSTS TO BOTTOM OF TRENCH.
 LAY THE BOTTOM 6" OF FABRIC IN TO THE TRENCH AND FILL W/ SOIL FOR PROPER TOE-IN.
 DRAW TENSION CORD AT TOP OF FENCE.

3'
MIN.

4"
4"

4"

8"
M

IN
.

4"

3'
M

AX
.

PARTIAL INLET

SECTION A

SECTION B

DISTURBED AREA STABILIZATION
(WITH PERMANENT VEGETATION)

NTS

RECOMMENDED SPACING FOR BALED HAY
BARRIERS AND TYPE III SILT FENCE

NTS

TEMPORARY GRAVEL CONSTRUCTION
ENTRANCE/EXIT DETAIL

NTS

STONE OUTLET PROTECTION DETAIL
NTS

DIVERSION SWALE
NTS

DISTURBED AREA STABILIZATION
(WITH MULCHING ONLY)

NTS

DISTURBED AREA STABILIZATION
(WITH TEMPORARY SEEDINGS)

NTS

SEEDING RATES FOR TEMPORARY SEEDINGS
NTS

STANDARD SILT FENCE
SEDIMENTATION & EROSION CONTROL

NTS

DOUBLE ROW STAKED SILT FENCE
NTS

PROTECTION AROUND INLETS OR SIMILAR STRUCTURES
NTS

PROPER PLACEMENT OF STRAW BALE
BARRIER IN DRAINAGE WAY

NTS

CROSS-SECTION OF A PROPERLY
INSTALLED STRAW BALE

NTS

SEDIMENT BARRIER
SILT FENCE DETAIL

NTS
Sd1

Sd1

Sd2

Cd-Hb

Cd-Hb

Sd1

Ds2

Ds2

Ds3

Ds1

Co

Di
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deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.
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CONSTRUCTION
DETAILS (1 OF 2)

27 OF 36

12" MIN. #57 CLEAN, WASHED STONE AGGREGATE BASE IN
ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS FOR AN
OPEN GRADED AGGREGATE BASE APPLICATION. THE MATERIAL
SHALL BE UNIFORMLY COMPACTED UNDER OPTIMUM
CONDITIONS OF MOISTURE TO A DENSITY OF NOT LESS THAN
98% OF THE MAXIMUM DENSITY AS DETERMINED BY AASHTO
T-180.

1.5" #89 STONE
LEVELING LAYER

GEOTEXTILE FILTER FABRIC

BRICK PAVER

0.02 FT/FT0.02 FT/FT

18"11'11'18"

CENTERLINE OF
CONSTRUCTION

PGL

18" STANDARD
CURB & GUTTER

18" STANDARD
CURB & GUTTER

TYPICAL SECTION #B
NTS27

 2

COMPACT SUBGRADE TO 95% STANDARD PROCTOR

SEE DETAILSEE DETAIL
EXPANSION JOINT CONTROL JOINT

4"

CONCRETE SIDEWALK DETAIL
NTS27

 5

27
 6

27
 7

TO BE INSTALLED AT MAXIMUM 40 FT SPACING

WIDTH = 1/4"

SE
E 

PL
AN

S
T

INSTALL WHERE PAVEMENT MEETS DOCK, WALLS, & MANHOLES.

SOIL COMPACTED TO 98%

COMPACTED GRAVEL

SELF EXPANDING CORK

MEASURED IN FIELD.
1/4" LARGER THAN JOINT, AS 
CLOSED CELL ROUND BUTYL CORD-

PRIME CONC. BEFORE CAULKING.
1" DEEP RUBBER CAULK SEAL.

TOP OF SLAB
EXPANSION JOINT

(IF REQUIRED IN SPECIFICATIONS)

STANDARD PROCTOR

SEE SPECIFICATIONS.

WIDTH = T/4
DEPTH = T/4

CONTROL JOINT DEPTH

T
SE

E 
PL

AN
S

CONTROL JOINT WIDTH
TOP OF SLAB

SAW CUT JOINT TO BE FILLED
WITH JOINT SEALER.

COMPACTED GRAVEL

SOIL COMPACTED TO 98%

TO BE INSTALLED AT MAXIMUM 15 FT SPACING

STANDARD PROCTOR

CONTROL JOINT DETAIL
NTS27

 6

EXPANSION JOINT DETAIL
NTS27

 7

RIBBON CURBING SHALL INCORPORATE
1/2" EXPANSION JOINTS SPACED AND
FORMED IN 20 FT SECTIONS OR LESS.
CURBING SHALL BE SEALED WITH JOINT
SEALER BETWEEN CURB AND CONCRETE
PAVEMENT.

8"

12"

WHEN USED ON HIGH SIDE OF ROADWAYS, THE CROSS
SLOPE OF THE GUTTER SHALL MATCH THE CROSS SLOPE
OF THE ADJACENT PAVEMENT AND THE THICKNESS OF
THE LIP SHALL BE 6" MIN., UNLESS OTHERWISE SHOWN
ON PLANS. EXPANSION JOINT, PREFORMED JOINT FILLER
AND JOINT SEAL ARE REQUIRED BETWEEN CURB AND
CONCRETE PAVEMENT OR CONCRETE STRUCTURES.

6" 12"

2"R

3"R

3/4"R

7-1/2" STD.
6" MIN.

CONC./ASPHALT
PAVEMENT

1
2" EXPANSION JOINT
(CONCRETE PAVEMENT ONLY)

1'-6"

JOINT FILLER

1'
-0

"

18" STANDARD CURB & GUTTER
NTS27

 3

RIBBON CURB
NTS27

 4

24'
DRIVE AISLE

BRICK PAVER

8" MIN. GRADED AGGREGATE BASE COURSE (OR SAND
CLAY BASE AS APPROVED BY ENGINEER) MEETING
FDOT SECTION 204 REQUIREMENTS COMPACTED TO
98% OF MODIFIED PROCTOR (MIN. L.B.R. 100)

2" TYPE SP 12.5
ASPHALTIC CONCRETE12" STABILIZED SUBGRADE

COMPACTED TO 95% OF MODIFIED
PROCTOR (MIN. L.B.R. 40)

ASPHALT

0.02 FT/FT0.02 FT/FT

18"11'11'18"

CENTERLINE OF
CONSTRUCTION

PGL

18" STANDARD
CURB & GUTTER

18" STANDARD
CURB & GUTTER

TYPICAL SECTION #B
NTS27

 1

24'
DRIVE AISLE

ASPHALT

NOTE:
EXPANSION JOINTS REQUIRED AT ALL STRUCTURES (I.E. WALLS, CURB, ETC.),
MAX. SPACING TO BE 25 FT.  CONTROL JOINTS TO BE SPACED EVERY 6 FT
(SCORE WITHIN 12 HOURS OF POUR).  3000P.S.I. CONCRETE, 2 INCH SLUMP,
WITH BROOM FINISH.

MOWING
EDGE

CONC. FTG.CONC. FTG.

STOP SIGN INSTALLED IN
LANDSCAPE AREAS HANDICAP, NO PARKING

SIGN 6" BEHIND BACK OF
SIDEWALK

2" STEEL PIPE,
ROUND OR SQUARE,
SET IN CONCRETE.
FOR SIGNAGE IN
ROW, PLEASE REFER
TO NOTE 3 ON SITE
GEOMETRY PLAN.

2" STEEL PIPE,
ROUND OR SQUARE,

SET IN CONCRETE.
FOR SIGNAGE IN ROW,

PLEASE REFER TO NOTE 3
ON SITE GEOMETRY PLAN

GRASS

7'
-0

"
3'

-6
" M

IN
.

PAVING

2'-0" MIN.
TO CURB

10" 10"

8' MAX
7' MIN

6'

5'

R2-1 24" X 30"
NTS

R1-1 36" X 36"
NTS

7'

R1-1 RETRO-REFLECTIVE STOP SIGN
(36" X 36")

24" WIDE WHITE
THERMOPLASTIC
STOP BAR

NOTE:
WHEN ARROW AND PAVEMENT MESSAGE ARE USED TOGETHER, THE ARROW SHALL BE LOCATED
DOWN STREAM OF THE PAVEMENT MESSAGE AND SHALL BE SEPARATED FROM THE PAVEMENT
MESSAGE BY A DISTANCE OF 25' (BASE OF THE ARROW TO BASE OF THE MESSAGE.)

RIGHT TURN ARROW TO BE REVERSED
DIMENSIONS ARE WITHIN 1" ±

12 SF 16 SF

12"

4'
-7

"
9'

-1
0"

5'
-3

" 2'
-7

"

3'
-7

"

12"

5'
-6

"
8'

-2
"

2'
-8

"

3'
-3

" R

2'-4" R

TRAFFIC SIGNAGE DETAIL
NTS27

 10

PAVEMENT ARROW & MESSAGE DETAIL
NTS27

 11

10'-0

STRETCHER BAR BANDS
(MAX. SPACING 15")

STRETCHER BAR

2-7/8" O.D. CORNER,
END OR PULL POST

45° EXTENSION ARMS 3 STRANDS
BARBED WIRE
12 GAUGE

TOP OF FABRIC

HORIZONTAL BRACE RAIL

LINE POST 1-7/8" O.D.
10' O.C.

3/8" TRUSS BRACING

6" MAX. ALLOWABLE
CLEARANCE

1/
2

FA
BR

IC
HE

IG
HT

BOTTOM OF FENCE LINE

FINISHED GROUND LINE

3,000 P.S.I. CONCRETE
@ 28 DAYS - TYP.

12" DIA.

7 GA. TENSION WIRE

18"
DIA.

3'
-0

 M
IN

.

TY
P.

6" TYP.

2" MAX.

2 #7 GA.
TENSION
WIRES

1-5/8" O.D.
TOP RAIL

6'
-0 STRETCHER

BAR BANDS
(15" O.C.)

3/8" T
RUSS BRACING

16'-0 GATE

12" DIA.

STRETCHER BAR1'-6
1-7/8" BOTTOM RAIL3'

-0

6"

1-7/8" TOP RAILGATE POST 3 STRANDS BARBED WIRE - 12 GA.

3,000 P.S.I.
CONCRETE
@ 28 DAYS

12"
DIA.

12"
DIA.

SIGN PLACEMENT DETAIL
NTS27

 9

CHAIN-LINK FENCE*
NTS27

 12

CHAIN-LINK DOUBLE GATE
NTS27

 13

12" STABILIZED SUBGRADE
COMPACTED TO 95% OF MODIFIED

PROCTOR (MIN. L.B.R. 60)

TOP 4" TO 6" OF #57 STONE TO
BE MIXED WITH #89 STONE FOR
STABILIZATION

BRICK PAVERS PROJECT VISIBILITY SCREEN
PER DEVELOPER/OWNER

* PROJECT VISIBILITY SCREEN PER DEVELOPER/OWNER

CROSS WALK STRIPING
NTS27

 14

6'

12" WHITE THERMOPLASTIC
PER SECTION 711, FDOT
STANDARD SPECIFICATIONS

COMPACT SUBGRADE TO 95% STANDARD PROCTOR

SEE DETAILSEE DETAIL
EXPANSION JOINT CONTROL JOINT

6"

27
 6

27
 7

NOTE:
EXPANSION JOINTS REQUIRED AT ALL STRUCTURES (I.E. WALLS, CURB, ETC.),
MAX. SPACING TO BE 25 FT.  CONTROL JOINTS TO BE SPACED EVERY 6 FT
(SCORE WITHIN 12 HOURS OF POUR).  3000P.S.I. CONCRETE, 2 INCH SLUMP,
WITH BROOM FINISH.

CONCRETE MULTI-USE TRAIL (MUT) DETAIL
NOT TO SCALE27

 8

10' MIN.

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 
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and the inability to secure a 
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"NO PARKING
BUS STOP" SIGN
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2'-0"

1'-6"

6"

2'-0" 1'-0"

4"

CL OF PARKING SPACE

1'-0"
FINE

PERMIT

PARKING BY
DISABLED

$250

ONLY

PERMIT
ONLY

PARKING BY
DISABLED

FINE
$250

HANDICAPPED SYMBOL DETAIL
NOT TO SCALE28

 8

PAINT TO BE BLUE
MEETING FDOT
SPECIFICATIONS

6"R

67°

2'-0"R

1'-8"R

8"

3"

5°

HANDICAPPED PARKING SIGNAGE
NOT TO SCALE28

 7

 TOP PORTION OF FIGURE "A" AND "B" SHALL HAVE A
REFLECTIVE BLUE BACKGROUND WITH WHITE REFLECTIVE
SYMBOL AND BORDER.

 BOTTOM PORTION OF FIGURE "A" AND "B" SHALL HAVE A
REFLECTIVE WHITE BACKGROUND WITH BLACK OPAQUE
LEGEND AND BORDER.

 FIGURE "A" AND "B" MAY BE FABRICATED ON ONE PANEL OR
TWO.

 FIGURE "A" MAY BE SUBSTITUTED FOR FIGURE "B" IN AREAS
WHERE SPACE IS LIMITED.

 SIGNS ARE TO BE MOUNTED AT STANDARD HEIGHT
(7 FT FROM PAVEMENT TO BOTTOM OF SIGN).

FIGURE "A"

FIGURE "B"

18"
18"

12"

30"

6"

4" BLUE STRIPING AT 45° ON 24"
CENTERS TO INDICATE NO PARKING
ZONE PER ADA SPECIFICATIONS

ALL RAMPS SHALL
MEET ADA STANDARDS

W
HI

TE
BL

U
E

BL
U

E

BL
U

E
W

HI
TE

RAMP AS SHOWN ON GRADING
PLAN AS REQUIRED FOR HC
ACCESSIBILITY AT EACH SPACE.

RAMP

RAMPRAMP
FLAT

12:112:1

FLUSH

HANDICAP PARKING SIGN AT EACH
SPACE PER DETAIL (THIS SHEET).

RAISED SIDEWALK AS
SHOWN ON PLANS.

HANDICAPPED PARKING LAYOUT
NOT TO SCALE28

 6

5'
(TYP)

12'
HC SPACE

(TYP)

10'
TYPICAL SPACE

4" TRAFFIC WHITE (TYP)

NOTE: BLUE STRIPE IS TO BE ON THE
INSIDE OF HC PARKING SPACE. BLUEWHITE 4"

1"4"

DETECTABLE WARNINGS AND SIDEWALK CURB RAMPS
NOT TO SCALE28

 4
BUS PULLOUT DETAIL

1":10'28
 5

6"

NOTE:
ALL DUMPSTER PADS SHALL BE PROVIDED W/ OPAQUE SCREEN
FENCE & GATE 6' IN HEIGHT

EXPANSION
JOINT (TYP) EXPANSION

JOINT (TYP)
2"

SEE PLAN FOR SIZE 3000
PSI CONCRETE PAD
REINFORCED W/ #3
REBAR, 12" O.C.E.W.

DUMPSTER PAD DETAIL
NOT TO SCALE28

 1 DUMPSTER ENCLOSURE DETAIL
NOT TO SCALE28

 2

2 LANES

12'-0"

8'-0"
8'-0"

6'-0"

55' MIN.

*
EXPANSION

JOINT

ANGLE OF PAD WITH DRIVING LANE SHALL ALLOW
FOR A STRAIGHT-LINE MANEUVERING DISTANCE
OF 55 FT.

6" IRON PIPES FILLED WITH CONCRETE-2 REQUIRED        (TYP)
16'-0"

6"

3/8" REBAR - 12" O.C.E.W.
*

INSIDE DIMENSION OF ENCLOSURE*

LOCKABLE GATES-MINIMUM SCREEN REQUIRED WITH  BE PLACED OUTSIDE
OF, SWING 180° (SCREEN TO AND NOT ON, THE PAD). MATERIAL SHALL BE
WOOD OR APPROVED EQUAL AND SHALL HAVE 100% OPACITY FOR ALL
SIDES INCLUDING THE GATES.

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
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1 inch =          ft.
( IN FEET )

GRAPHIC SCALE

020 20 40

20

10
eC

78.5"

24.5"

H (GRASS AREA) H (FLEX. PVMT.)

H (RIGID. PVMT.)

18"

UNDISTURBED
EARTH

SUITABLE
FOUNDATIONCLASS I OR II MATERIAL

PLACED AND COMPACTED IN
ACCORDANCE WITH

ASTM D2321 IN PIPE ZONE

MINIMUM H (FLEX PVMT), H (RIGID PVMT) = 24"

FILTER FABRIC

ELEV: 14.60

ELEV: 14.10

ELEV: 10.10

ELEV: 9.60

48" PERFORATED HDPE PIPE
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"W" TRENCH WIDTH
30

" M
IN

IM
U

M

6"

LOOSE SOIL ALLOWANCE
FOR SETTLEMENT IN
NON TRAFFIC AREAS

FINAL BACKFILL
NON TRAFFIC AREAS:
MINIMAL COMPACTION REQUIRED.

TRAFFIC AREAS:
PLACE IN LIFTS NOT TO
EXCEED 12" AND COMPACT
TO 95% MAXIMUM

INITIAL BACKFILL
CAREFULLY DEPOSITED AND
WELL COMPACTED MATERIAL.

LOCATOR WIRE

(SEE NOTES)

NOTES:

WATER
MAIN

DENSITY AS PER AASHTO T-9918
"

CARSONITE MARKER

EACH SIDE)
2 FLAT WASHERS (TYPICAL

3/8"x1" BOLT W/NUT

NOTES:

30
" M

IN
IM

U
M

PIPE

LOCATOR WIRE

18
" M

IN
.

RO
W

MAX. 1'

10'ADHESIVE LABEL

1"

BURIAL DEPTH MARK

NOTES:

DISTANCE NOTATION

62"

2"

CARSONITE LINE MARKER
(SEE DETAIL ABOVE)

PRECAST CONCRETE BOX WITH METAL LID
NTS33

 5

6 GA. WELDED
WIRE FRAME

R 1 1/4" (TYP.)

21 3/4"

4 7/8"

34 3/4"

16 1/2"

29 5/8"
R 1 11/32"

17"

30"

19 3/4"

12
"

1 3/8"

32 3/4"

TRENCH DETAIL
NTS33

 1

1. WIDTH OF THE TRENCH AT ANY POINT BELOW 6" ABOVE THE TOP OF THE PIPE SHALL BE
SUFFICIENT TO PROVIDE ADEQUATE ROOM FOR JOINING THE PIPE AND FILLING AND
COMPACTING THE SIDE FILLS. HOWEVER, IN NO CASE SHALL THIS WIDTH EXCEED THE
OUTSIDE PIPE DIAMETER PLUS 2'-0".

2. TRENCH EXCAVATION FROM 6" ABOVE THE TOP OF THE PIPE MAY BE AS WIDE AS
NECESSARY EXCEPT AS RESTRICTED BY THE LIMITS OF THE RIGHT-OF-WAY OR EASEMENT
AND AS REQUIRED TO PROTECT EXISTING STRUCTURES AND CONDUITS.

3. INITIAL BACKFILL - GENERALLY, MATERIAL OBTAINED FROM THE TRENCH EXCAVATION. SOIL
TYPES OF HIGHLY ORGANIC SOILS OR HIGHLY PLASTIC EXPANSIVE CLAYS SHALL NOT BE USED.
INITIAL BACKFILL SHALL BE COMPACTED TO UNIFORMLY DEVELOP LATERAL SOIL FORCES
DURING THE BACKFILL OPERATION.

4. FINAL BACKFILL - GENERALLY, MATERIAL OBTAINED FROM THE TRENCH EXCAVATION WITH
MAXIMUM SIZE OF STONE NOT TO EXCEED SIX (6") INCHES.

5. ALL PVC PIPES SHALL HAVE AN INSULATED 12 GAUGE SOLID COPPER LOCATOR WIRE
INSTALLED 18" ABOVE THE WATER MAIN.

1. LOCATOR WIRE SHALL BE LOOPED AROUND 3/8" BOLT AND SECURED TO MARKER WITH
FLAT WASHERS, NUT AND BOLT AS SPECIFIED ABOVE. LOCATOR WIRE SHALL BE CONNECTED
TO MAINTAIN CONTINUITY.

LINE MARKER PLACEMENT DETAIL
NTS33

 3

1. UNDER THE ADHESIVE LABEL, CONTRACTOR SHALL WRITE
THE PERPENDICULAR DISTANCE FROM THE MARKER TO
THE WATER MAIN USING AN INDELIBLE MARKER.

2. THE BOLT HOLE SHALL BE DRILLED OFFSET AS SHOWN IN
DETAIL TO PREVENT DAMAGE TO THE SPINE OF THE
MARKER.

LINE MARKER DETAIL
NTS33

 2

MASTER METER DETAIL (BELOW GROUND METER INSTALLATION)
NTS33

 4

GATE VALVE
(TYP.)

PIPECL

90°
BEND

METER

BYPASS

GATE VALVE
(TYP.)

3" OR LARGER
COMPOUND METER

MJ TEE

CONCRETE METER
VAULT

METER

PIPECL

GATE VALVE
(TYP.)

3" OR LARGER
COMPOUND METER

MJ TEE MJ TEE

36" X 36" ALUMINUM HATCH
BILCO MODEL TYPE J.4 AL

3'
-0

" M
IN

.

4'
-0

"

1'
-6

"

12" SQUARE
BRICK PIERS

TYPICAL RESTRAINED D.I. TO D.I. JOINT
NTS33

 8

ENCASEMENT 1'-0"
EACH SIDE OF JOINTO.D.6"

6"
6"

D.I. PIPE
BELL END

D.I. PIPE
SPIGOT END

JOINT RESTRAINT SYSTEM
AS MANUFACTURED BY
"UNI-FLANGE" OR EQUAL

TYPICAL WATER SERVICE CONNECTION
NTS33

 7

CORPORATION STOP F1000 SERIES
FORD OR APPROVED EQUAL, SIZE
CONFORMING TO SERVICE LINE
(1" MINIMUM)WATER MAIN

FORD F202 DOUBLE
STRAP IRON SERVICE

TAPPING SADDLE

22 1/2°

1" WATER SERVICE LINE
MINIMUM HDPE DR9 AWWA 906

TYPICAL RESTRAINED P.V.C. JOINT
NTS33

 9

TYPICAL RESTRAINED CAST IRON/DUCTILE IRON TO P.V.C. JOINT
NTS33

 10

JOINT RESTRAINT SYSTEM AS
MANUFACTURED BY
"UNI-FLANGE" OR EQUAL

P.V.C. PIPE

CAST IRON/DUCTILE
IRON BELL END

P.V.C. PIPE
SPIGOT END

JOINT RESTRAINT SYSTEM
"EBBA IRON" SERIES 1500,
UNI-FLANGE SERIES 1350 OR
EQUAL

P.V.C. PIPE
BELL END

3" OR LARGER ABOVE GROUND METER INSTALLATION
NTS33

 6

1. DUCTILE IRON PIPE SHALL BE COMPATIBLE WITH METER SIZE

2. ENTIRE ASSEMBLY MUST BE INSULATED

3. BYPASS VALVE MUST BE EQUIPPED WITH HAND WHEEL

4. BYPASS VALVE WILL BE LOCKED IN THE OFF POSITION

5. WHEN UNDERGROUND INSTALLATION IS USED, THE BYPASS LINE MUST PASS THROUGH THE
METER VAULT

6. THE BACKFLOW PREVENTOR SHALL BE LOCATED DOWN STREAM FROM THE METER

NOTES:

GATE VALVE
(TYP.)D.I. MJ TEE

90° D.I. BEND

METER

BYPASS
90° MJ TEE

WILKENS RPZ BACKFLOW PREVENTER

PIPECL

GATE VALVE
(TYP.)

90° D.I.
BEND

PIPECL

WILKENS RPZ BACKFLOW PREVENTER

D.I. PIPE

METER

12
" M

IN
CL

EA
RI

N
G

D.I. MJ TEE

D.I. BYPASSD.I. MJ TEE

90° MJ TEE

D.I. PIPE
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WATER

VALVE BOX COVER

VALVE BOX

WATER MAIN

UNDISTURBED EARTH

CONCRETE PAD
24" x 24"
6" THICK

1.

NOTES:

THE LOCATOR WIRE SHALL BE LOOPED THRU VALVE BOX TO

MINIMUM
PIPE DEPTH

2. ALL PADS SHALL BE POURED IN PLACE.

GATE VALVE

CAST IN PLACE

LOCATOR WIRE

18"

SLOPE

EXTEND 10" ABOVE GROUND LINE.

PLACED SO AS TO RENDER THE PIPE AND

ANCHOR BLOCKS SHALL BEAR ON UNDISTURBED

ALL FITTINGS SHALL BE WRAPPED IN 6 MIL

IN NO CASE SHALL THE PIPE BE ENCASED

45° MAX

L

PLUG

45°90°TEES PLUGS

PLAN
FOR TEES AND WYES

CLAY SOIL
ANCHOR BLOCK TYPE

C
E

B

F
F

C
D

45°

ED
E F

C D
D
E

C

GF
G G

C
E

D
F

F
G

E
C

90°TEES PLUGS
ANCHOR BLOCK TYPE

SANDY SOIL

B B AB

10"
12"

8"

10"
12"

8"
6"

6"

PIPE

PIPE

45° MAX
L

FOR ALL BENDS
PLAN

IF REQUIRED

WIDEN TRENCH TO
ACCOMMODATE ANCHOR

3"

T
SECTION

3"

45° MIN

45° MIN

T

H

2' MIN

1.

3.

2.

4.

NOTES:

PLASTIC TO PREVENT THE CONCRETE FROM

CONCRETE SHALL BE 3000 PSI OR STRONGER.

L

45° MAX
45° MAX

PLUG

FOR STUB & PLUGS
PLAN

3.0

ft.

2.0

3.0
2.0

T

5.0
4.0
3.0

3.04.0

ft.

2.0

3.0
2.0

L
ft.

2.0

3.0
3.0

H

D

A

C
B

TYPE

7.0
5.0

7.0
5.0

G
F

4.0E 4.0

ANCHOR BLOCK DIMENSIONS

L

<45°

B
C

A

C
E

A
C

<45°

A

FITTING INACCESSIBLE.

EARTH.

BONDING TO THE FITTING.

WITH CONCRETE. CONCRETE SHALL NOT BE

FIRE LINE BACK FLOW PREVENTER
NTS34

 6

90° FLANGED BEND
(2 REQUIRED)

* DEVICE TO BE INSULATED
WITH APPROVED MATERIALS

90° MJ BEND
(2 REQUIRED)

INVENSYS MODEL #FM-720 OR APPROVED OTHERWISE BY DESTIN WATER USERS
COMPLIES WITH ANSI/AWWA STANDARD C703

TO SERVICE

HE
IG

HT
 A

S
RE

Q
U

IR
ED

 B
Y 

LO
CA

L
PL

U
M

BI
N

G 
CO

DE

MECHANICAL JOINT
WITH MEGA-LUG
RESTRAINT TYPE

RETAINING GLANDS

FROM MAIN

THRUST BLOCK
(TYP.)

FINISH GRADE

ALL-THREAD ROD

ALL ABOVE GROUND
PIPES SHALL BE DUCTILE

IRON FLANGE TO
FLANGE

TYPICAL WATER SAMPLING STATION
NTS34

 5

NOTES:

1. SAMPLING  STATIONS SHALL BE 2.5' BURY, WITH A 3/4" FIP INLET, AND A (3/4 " HOSE OR
UNTHREADED) NOZZLE.

2. ALL STATIONS SHALL BE ENCLOSED IN A LOCKABLE, NON-REMOVABLE, ALUMINUM-CAST
HOUSING.

3. WHEN OPENED, THE STATION SHALL REQUIRE NO KEY FOR OPERATION, AND THE WATER
WILL FLOW IN AN ALL BRASS WATERWAY.

4. ALL WORKING PARTS WILL ALSO BE OF BRASS AND BE REMOVABLE FROM ABOVE GROUND
WITH NO DIGGING. EXTERIOR PIPING SHALL BE GALVANIZED STEEL (BRASS PIPE ALSO
AVAILABLE).

5. A COPPER VENT TUBE WILL ENABLE EACH STATION TO BE PUMPED FREE OF STANDING
WATER TO PREVENT FREEZING AND TO MINIMIZE BACTERIA GROWTH.

6. ECLIPSE NO. 88 SAMPLING STATION SHALL BE MANUFACTURE BY KUPFERLE FOUNDRY, ST.
LOUIS, MO 63102.

* THREADLESS
HOSE BIBB

ECLIPSE 88
SAMPLING

STATION
ALUMINUM

BASE

SPECIFY DEPTH
OF BURY

GALVANIZED
STEEL STANDPIPE

3/4" ELBOW MIPT
X COPPER

3/4" HDPE POLY PIPE

CTS BY CTS CURBSTOP
B44-333WG

3/4" HDPE POLY PIPE

CORPORATION STOP 3/4"
FORD F-1003

METER BOX EQUIPMENT
VALVE RISER SET
692-3200

1" GROUND LINE

LID 926-C STYLE

ALUMINUM HOUSING

COPPER VENT TUBE WITH
OPTIONAL 1/4" BALL VALVE IN
PLACE 1/4" PET COCK

RPZ ASSEMBLY BACKFLOW PREVENTER 3" & UP
NTS34

 7

90° FLANGED BEND
(2 REQUIRED)

HE
IG

HT
 A

S
RE

Q
U

IR
ED

 B
Y 

LO
CA

L
PL

U
M

BI
N

G 
CO

DE

TO SERVICE

90° MJ BEND
(2 REQUIRED)

THRUST BLOCK
(TYP.)

FROM MAIN

MECHANICAL JOINT
WITH MEGA-LUG
RESTRAINT TYPE

RETAINING GLANDS

FINISH GRADE

ALL-THREAD ROD

ALL ABOVE GROUND
PIPES SHALL BE DUCTILE

IRON FLANGE TO
FLANGE

NOTES:

1. MAKE & MODEL NUMBER TO BE APPROVED BY DESTIN WATER USERS

2. DEVICE TO BE INSULATED WITH APPROVED MATERIALS

BACKFLOW PREVENTERS:

1. ALL WATER SERVICE LINES AHALL BE REQUIRED TO HAVE A BACKFLOW DEVICE PURSUANT
TO DESTIN WATER USERS SPECIFICATIONS.

2. ALL FIRE LINES SHALL HAVE A DOUBLE DETECTOR CHECK VALVE ASSEMBLY WITH A 3/4"
BYPASS METER

3. RPZ TYPE BACKFLOW PREVENTERS ARE REQUIRED FOR ALL HIGH HAZARD WATER USES
4. ALL BACKFLOW PREVENTERS SHALL BE OF THE TYPE REQUIRED BY FDEP, AWWA, AND NFPA

CODES
5. ALL WATER TAPS SHALL BE LOCATED OUT FROM UNDER PROPOSED FUTURE PAVEMENT
6. ALL SWIMMING POOLS SHALL HAVE RPZ BACKFLOW PREVENTERS

TYPICAL FIRE HYDRANT INSTALLATION
NTS34

 1

CONCRETE
THRUST BLOCK

WATER MAIN

3-WAY FIRE
HYDRANT

STANDARD
MECHANICAL JOINT TEE
SIZED AS REQUIRED

6" PIPE6" PIPE

3/4 " STAINLESS STEEL ROD CUT AND
THREAD AS REQUIRED (TYP.)

MECH. JOINT 6"
GATE VALVE

USE 3/4 " STAINLESS STEEL NUTS
BOTH SIDES OF JOINT (TYP.)

3-WAY FIRE
HYDRANT

PUMPER NOZZLE TO
FACE PAVEMENT

FINISHED GRADE
WATER VALVE BOX
MARKED "WATER" 6" MAX

48
" M

AX

18
" M

IN

HYDRANT EXTENSION
REQUIRED FOR
ADDITIONAL DEPTH

THRUST BLOCK
(REFER TO DETAIL)

LEAVE DRAIN
HOLE OPEN

FRANGIBLE
FLANGE

30" MIN

PIPE SLEEVE
AS REQUIRED

CONCRETE
THRUST BLOCK

3/4 " ROD 2
REQUIRED (TYP.)

30
" C

O
VE

R
O

U
TS

ID
E 

O
F

PA
VE

M
EN

T
36

" C
O

VE
R

IN
SI

DE
 O

F
PA

VE
M

EN
T

NOTES:

1. FIRE HYDRANTS SHALL BE INSTALLED BETWEEN BACK OF CURB AND FACE OF SIDEWALK WITHIN R/W EXCEPT WHERE CONDITIONS AND OR
REGULATION PROHIBIT. FIRE HYDRANTS SHALL BE LOCATED WITHIN RIGHTS OF WAY OR UTILITY EASEMENTS.

2. ALL RODS AND ASSOCIATED HARDWARE SHALL BE STAINLESS STEEL.

3. ALL MECHANICAL JOINTS SHALL USE MEGA-LUG RESTRAINT TYPE RETAINING GLANDS

4. VALVE BOXES SHALL BE HEIGHT ADJUSTABLE

GATE VALVE AND BOX
NTS34

 2

24" ROUND BEVELED PRECAST CONCRETE VALVE PAD
NTS34

 3

NOTES:

1. ALL DIMENSIONS ARE IN INCHES

2. MARKINGS WILL BE CAST AS REQUIRED

3. FIBER MESH REINFORCED WITH #2 SHEET RE-BAR FOR STRENGTH

4. CONCRETE RATED AT 4000 PSI

5. USE PROCAST INC. 24" BEVELED CONC.
PAD, REF. PAGE VB5; CODE CVP24RD SUPPLIED BY:
HUGHES SUPPLY INC.
P.O. BOX 7956 - MOBILE, AL 36606
(334) 476-5606; FAX (334) 476-5621

1/2" BEVEL

4"

2"

1/4" BEVEL

#2 REBAR

A A

#2 REBAR

1/
4"

10
"

14
"

23
"

24
"

CONCRETE ANCHOR BLOCK
NTS34

 4
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deviate from, these approved plans 
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WATER DETAILS
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NOTES:
1. WHERE A 10 FOOT PARALLEL SEPARATION CANNOT BE MAINTAINED BETWEEN A WATER MAIN AND A SEWER

MAIN OR NONPOTABLE WATER MAIN, THEN THE WATER MAIN SHALL BE LAID IN A SEPARATE TRENCH OR ON
AN UNDISTURBED EARTH SHELF AT LEAST 18 INCHES ABOVE THE TOP OF THE SEWER MAIN OR NONPOTABLE
WATER MAIN.

2. WHERE AN 18 INCH VERTICAL SEPARATION DISTANCE CANNOT BE MAINTAINED BETWEEN  A WATER MAIN
AND A SEWER MAIN OR NONPOTABLE WATER MAIN CROSSINGTHEN THE WATER MAIN SHALL PASS OVER
THE SEWER MAIN OR NONPOTABLE WATER MAIN WITH A MINIMUM VERTICAL CLEARANCE OF 6 INCHES.
THE SEWER OR NONPOTABLE WATER  MAIN SHALL BE 20 FEET OF 6" CONCRETE ENCASEMENT CENTERED ON
THE POINT OF CROSSING AND THE WATER MAIN SHALL BE 20 FEET OF 6" CONCRETE ENCASEMENT CENTERED
ON THE POINT OF CROSSING. CONCRETE ENCASEMENT SHALL BE POURED SEPERATELY FOR EACH PIPE.

UNDISTURBED

EARTH

WATER MAIN

SEWER MAIN

24"

MIN.

1
8
"

M
I
N

.

MECHANICALLY

RESTRAINED JOINTS

NOTE:

20' PIPE LENGTHS TO BE

CENTERED AT CROSSING

WATER MAIN

1
0
'

1
0
'

SEWER OR NON

POTABLE WATER MAIN

10'10'

WATER/SEWER SEPARATION DETAIL
NTS35

 3

NOTE:
1. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING SANITARY INVERTS AND LOCATION OF EXISTING WATER MAIN AND
NOTIFY THE ENGINEER IF THERE IS A DISCREPANCY.

UTILITY NOTES:

A MANDATORY PRECONSTRUCTION MEETING SHALL BE HELD WITH ALL INVOLVED PARTIES, INCLUDING THE DEVELOPER(S),
ENGINEER-OF-RECORD, CONTRACTOR(S) AND D.W.U. STAFF A MINIMUM OF TWO (2) WEEKS PRIOR TO CONSTRUCTION TO
ADDRESS ALL CONSTRUCTION & INSPECTION REQUIREMENTS. THIS MEETING SHALL BE COORDINATED BY THE
ENGINEER-OF-RECORD OR UTILITIES CONTRACTOR, AND HELD AT THE OCWS ENGINEERING DEPARTMENT.

PLEASE COORDINATE WITH LOCAL FIRE DEPARTMENT ON INSPECTION REQUIREMENTS AND TESTING.  THE PROPOSED
WATER MAINS SHALL BE SIZED AND EXTENDED ACCORDINGLY TO MEET CURRENT FIRE CODE REQUIREMENTS.

PLEASE COORDINATE ALL UTILITY TIE-INS WITH D.W.U. (850) 837-6146 A MINIMUM OF TEN (10) WORKING DAYS PRIOR TO
CONSTRUCTION.  ALL UTILITY CONSTRUCTION SHALL BE INSPECTED BY THE D.W.U. ENGINEERING DEPARTMENT, INCLUDING
PRESSURE TEST, FINISHED GRADE DEPTH AND SERVICE LOCATIONS.  A FORTY-EIGHT (48) HOUR PRIOR NOTICE IS REQUIRED
WHEN CALLING FOR INSPECTIONS.  ALL PROPOSED WATER MAINS AND SERVICES SHALL HAVE A PASSING PRESSURE TEST,
BACTERIOLOGICAL CLEARED AND FDEP CERTIFICATION RECEIVED PRIOR TO ACCEPTANCE.

A MINIMUM 15' CLEARANCE SHALL BE MAINTAINED BETWEEN UTILITY MAINS AND PROPOSED BUILDINGS.  THE
CONTRACTOR SHALL PROVIDE PROPER SEPARATION FROM PROPOSED DRAINAGE SYSTEMS AND UTILITY PIPES, INCLUDING
SERVICES.  THE CONTRACTOR WILL BE RESPONSIBLE FOR EXCAVATION OF MATERIAL, COMPLETELY EXPOSING MAINS,
SUPPLYING MATERIAL IF REQUIRED AND SECURING SITE. THE CONTRACTOR WILL NEED TO IDENTIFY THE TIE-IN LOCATIONS
AND PAY ALL ASSOCIATED CONNECTION COST, PRIOR TO CONNECTIONS BEING MADE.

NO UTILITY CONNECTIONS WILL BE MADE INTO COUNTY/FDOT RIGHT-OF-WAY, AND/OR EASEMENTS WITHOUT AN
APPROVED UTILITY PERMIT.  ALL EXISTING ROAD CROSSINGS WILL BE BORED, UNLESS PERMITTED OTHERWISE.  THE
CONTRACTOR MUST REPAIR ANY PAVEMENT CUTS WITHIN TIME SPECIFIED ON PERMIT AND COORDINATE ALL CUTS WITH
GOVERNING AUTHORITY A MINIMUM 10 DAYS PRIOR TO WORK BEING DONE.

THE CONTRACTOR WILL INSTALL TRACER WIRE ABOVE ALL WATER MAINS, SERVICES AND VALVES, INCLUDING VALVES
INSTALLED BY D.W.U.  THE WIRE WILL BE EXTENDED A MINIMUM 12" ABOVE FINAL GROUND ELEVATION AT THE VALVES
AND ALL EXCESS WIRE COILED AND PLACED INSIDE THE VALVE BOX LID.  THE WIRE WILL RUN THE ENTIRE SYSTEM,
INCLUDING SERVICES TO CREATE A CONTINUOUS ELECTRIC CIRCUIT CAPABLE OF BEING FULLY TRACED WHEN CONNECTED
TO A SINGLE DC SOURCE.

A MINIMUM 36" COVER IS REQUIRED FROM TOP OF ALL PROPOSED UTILITY LINES AND SERVICES FROM FINISHED GRADES,
INCLUDING SWALES AND BASINS.  ALL FIRE AND FLUSH HYDRANTS WILL BE PLACED AT BACK OF THE PROPOSED UTILITY
EASEMENT, WITH BOTTOM FLANGE SECTION LEVEL WITH FINISH PAVEMENT SURFACE AND HAVE AN ISOLATION VALVE FOR
EACH HYDRANT.  AS NOTED ON PLANS, ALL WATER MAINS REQUIRING TO BE INSTALLED DIRECTLY UNDER PAVEMENT OR
DRAINAGE BASINS SHALL BE DUCTILE IRON PIPE.

COMPACTED
BACKFILL

O.D. + 18" MAX
O.D. + 12" MIN

SHEETING

COMPACTED
GRANULAR
MATERIAL

HALF SECTION
SHEETED TRENCH

HALF SECTION
UNSHEETED TRENCH

12
"

1/
4"

 O
.D

.
4"

 M
IN

TYPE II
COMPACTED GRANULAR BEDDING

CLASS "B" TYPICAL BEDDING DETAIL
NTS35

 4

HALF SECTION
SHEETED TRENCH

HALF SECTION
UNSHEETED TRENCH

TYPE I
SHAPED BOTTOM W/ TAMPED BACKFILL

COMPACTED
BACKFILL

12
"

O.D. + 18" MAX
O.D. + 12" MINSHEETING

0.5 O.D.SHAPED BOTTOM SUITABLE
UNDISTURBED SOIL

NOTES:

1. MINIMUM COVER TO TOP OF CASING SHALL BE 36"

2. THE INSIDE DIAMETER OF THE CASING PIPE SHALL BE 4" GREATER THAN THE OUTSIDE DIAMETER OF THE CARRIER PIPE BELL OR COUPLING.

3. ALL JACK AND BORE CONSTRUCTION SHALL BE IN CONFORMANCE WITH THE FLORIDA DEPARTMENT OF TRANSPORTATION UTILITY
ACCOMODATION MANUAL, LATEST EDITION.

4. SKIDS SHALL BE SECURED TO THE CARRIER PIPE AS PER MANUFACTURERS RECOMMENDATIONS. ( MINIMUM OF 3 SKIDS PER PIPE JOINT).

5. ROTATION OF CARRIER PIPE INSIDE THE CASING PIPE WILL NOT BE PERMITTED. ALL JOINTS WITHIN THE CASING SHALL HAVE JOINT
RESTRAINTS INSTALLED.

6. THE CONTRACTOR SHALL SUBMIT SHOP DRAWING OF CASING AND CARRIER PIPE INSTALLATION FOR APPROVAL PRIOR TO PURCHASING
MATERIALS

7. CASING SHALL EXTEND A MINIMUM OF 8 FEET PAST EDGE OF PAVEMENT.

WATER MAIN CROSSING FOR ROADWAYS
NTS35

 2

TYPICAL CASING DETAIL
NTS35

 1

ANNULAR SPACE SHALL REMAIN EMPTY
SEAL BOTH ENDS WITH 12 INCH THICK
CLASS "C" CONCRETE PLUGS

4" MIN CLEARANCE

BELL OF CARRIER PIPE

MANUFACTURED SKIDS SIZED FOR CARRIER PIPE AND CASING
PIPE INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.
STAINLESS STEEL CASCADE BRAND OR APPROVED EQUAL.

D1 - DIA OF
CASING PIPE
(SEE NOTE 2)

SEE NOTE 4 FOR THESE SKIDS

WELDED STEEL CASING PIPE

CARRIER PIPE (C.P.)

4" M
IN CLEARANCE

C.P. D
IA.

CASING PIPE SIZES (MIN.)

CARRIER PIPE NOM DIA (D2)   4"    6"    8"   10"   12"   14"   16"   18"   22"   24"   30"   36"

CASING PIPE NOM DIA (D1)   8"   12"   16"   22"   24"   30"   30"   30"   36"   36"   48"   60"

HWY X-ING WALL THK. INCHES 0.188 0.188 0.188 0.188 0.188 0.188 0.188 0.188 0.188 0.250 0.375 0.500

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP
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NOTE:
1. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING SANITARY INVERTS AND LOCATION OF EXISTING WATER MAIN AND
NOTIFY THE ENGINEER IF THERE IS A DISCREPANCY.

UTILITY NOTES:

A MANDATORY PRECONSTRUCTION MEETING SHALL BE HELD WITH ALL INVOLVED PARTIES, INCLUDING THE DEVELOPER(S), ENGINEER-OF-RECORD,
CONTRACTOR(S) AND D.W.U. STAFF A MINIMUM OF TWO (2) WEEKS PRIOR TO CONSTRUCTION TO ADDRESS ALL CONSTRUCTION & INSPECTION
REQUIREMENTS. THIS MEETING SHALL BE COORDINATED BY THE ENGINEER-OF-RECORD OR UTILITIES CONTRACTOR, AND HELD AT THE OCWS
ENGINEERING DEPARTMENT.

PLEASE COORDINATE WITH LOCAL FIRE DEPARTMENT ON INSPECTION REQUIREMENTS AND TESTING.  THE PROPOSED WATER MAINS SHALL BE SIZED
AND EXTENDED ACCORDINGLY TO MEET CURRENT FIRE CODE REQUIREMENTS.

PLEASE COORDINATE ALL UTILITY TIE-INS WITH D.W.U. (850) 837-6146 A MINIMUM OF TEN (10) WORKING DAYS PRIOR TO CONSTRUCTION.  ALL
UTILITY CONSTRUCTION SHALL BE INSPECTED BY THE D.W.U. ENGINEERING DEPARTMENT, INCLUDING PRESSURE TEST, FINISHED GRADE DEPTH AND
SERVICE LOCATIONS.  A FORTY-EIGHT (48) HOUR PRIOR NOTICE IS REQUIRED WHEN CALLING FOR INSPECTIONS.  ALL PROPOSED WATER MAINS AND
SERVICES SHALL HAVE A PASSING PRESSURE TEST, BACTERIOLOGICAL CLEARED AND FDEP CERTIFICATION RECEIVED PRIOR TO ACCEPTANCE.

A MINIMUM 15' CLEARANCE SHALL BE MAINTAINED BETWEEN UTILITY MAINS AND PROPOSED BUILDINGS.  THE CONTRACTOR SHALL PROVIDE
PROPER SEPARATION FROM PROPOSED DRAINAGE SYSTEMS AND UTILITY PIPES, INCLUDING SERVICES.  THE CONTRACTOR WILL BE RESPONSIBLE FOR
EXCAVATION OF MATERIAL, COMPLETELY EXPOSING MAINS, SUPPLYING MATERIAL IF REQUIRED AND SECURING SITE. THE CONTRACTOR WILL NEED
TO IDENTIFY THE TIE-IN LOCATIONS AND PAY ALL ASSOCIATED CONNECTION COST, PRIOR TO CONNECTIONS BEING MADE.

NO UTILITY CONNECTIONS WILL BE MADE INTO COUNTY/FDOT RIGHT-OF-WAY, AND/OR EASEMENTS WITHOUT AN APPROVED UTILITY PERMIT.  ALL
EXISTING ROAD CROSSINGS WILL BE BORED, UNLESS PERMITTED OTHERWISE.  THE CONTRACTOR MUST REPAIR ANY PAVEMENT CUTS WITHIN TIME
SPECIFIED ON PERMIT AND COORDINATE ALL CUTS WITH GOVERNING AUTHORITY A MINIMUM 10 DAYS PRIOR TO WORK BEING DONE.

THE CONTRACTOR WILL INSTALL TRACER WIRE ABOVE ALL WATER MAINS, SERVICES AND VALVES, INCLUDING VALVES INSTALLED BY D.W.U.  THE
WIRE WILL BE EXTENDED A MINIMUM 12" ABOVE FINAL GROUND ELEVATION AT THE VALVES AND ALL EXCESS WIRE COILED AND PLACED INSIDE THE
VALVE BOX LID.  THE WIRE WILL RUN THE ENTIRE SYSTEM, INCLUDING SERVICES TO CREATE A CONTINUOUS ELECTRIC CIRCUIT CAPABLE OF BEING
FULLY TRACED WHEN CONNECTED TO A SINGLE DC SOURCE.

A MINIMUM 36" COVER IS REQUIRED FROM TOP OF ALL PROPOSED UTILITY LINES AND SERVICES FROM FINISHED GRADES, INCLUDING SWALES AND
BASINS.  ALL FIRE AND FLUSH HYDRANTS WILL BE PLACED AT BACK OF THE PROPOSED UTILITY EASEMENT, WITH BOTTOM FLANGE SECTION LEVEL
WITH FINISH PAVEMENT SURFACE AND HAVE AN ISOLATION VALVE FOR EACH HYDRANT.  AS NOTED ON PLANS, ALL WATER MAINS REQUIRING TO BE
INSTALLED DIRECTLY UNDER PAVEMENT OR DRAINAGE BASINS SHALL BE DUCTILE IRON PIPE.

UNDER 8"
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PLUGV
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CONCRETE

FRAME AND

COVER

8
"

CAST IRON RING

& COVER

MANHOLE IN PAVED AREA

CONCRETE RING

ASPHALT

PAVEMENT

TAPERED 8"

PORTLAND CEMENT

CONCRETE COLLAR

M.H. FRAME

APPROXIMATE

WEIGHT: 300 LBS

24" Ø  MINIMUM

3"

MIN.

9
"
 
M

I
N

I
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U
M

12"

8"

12"

5/8" MINIMUM

MANHOLE COVERMANHOLE FRAME

SOLID - INDENTED

APPROXIMATE WEIGHT: 150 LBS

22 3/4"

APPROXIMATE WEIGHT: 390 LBS

24" Ø

36" Ø

22" Ø

23" Ø

1 1/2"1 1/2"

9"

1
 
3

/
4

"

NOTE:

LAY SEWER PIPE THROUGH

MANHOLE & BREAK OUT TOP

SECTION ABOVE SPRING LINE.

DIAMETER FOR BASE IS 12" LARGER THAN OUTSIDE DIAMETER

OF MANHOLE WALLS

NOTE:

   "A" DIMENSION =

48" DIAMETER FOR 36" DIAMETER SEWER AND SMALLER

60" DIAMETER FOR 42" - 48" DIAMETER SEWER.

   * NO SADDLE OR DOG HOUSE MANHOLES

TYPICAL MANHOLE

2' 0"

OPENING

NOTE:

EXCAVATED AREA TO BE

JETTED AND COMPACTED.

CONCRETE FILLET

SEE FRAME DETAIL

PRECAST

CONCRETE

SECTIONS

SPRING LINE

"A"

6"

V
A

R
I
E

S

2'-8" FOR 4'-0" I.D.

3'-4" FOR 5'-0" I.D.

8" MAXIMUM

ADJUSTABLE RINGS

PROFILE

PLAN

NOTES:
1. LOCATE SINGLE LATERAL AS CLOSE TO

LOT LINE AS POSSIBLE, 25' MAXIMUM.
2. INVERT OF SERVICE LATERAL SHALL

NOT ENTER SEWER MAIN BELOW
SPRING LINE.

R/
W

 L
IN

E

FINISHED GRADE

SPRING LINE

SEWER MAIN

DOUBLE LATERALSINGLE LATERAL

SLOPE TO TERMINAL
DEPTH AT 1.0% MIN.

(TYP)

3"

TERMINAL DEPTH AS
REQUIRED FOR "HOUSE"
SERVICE (3' MIN.) (TYP)

LOT LINE

SEE NOTE 1

R
/
W

 
L

I
N

E

R/
W

 L
IN

E

R
/
W

 
L

I
N

E

REMOVABLE PLUG

LOT LINE

DOUBLE WYE

GLUED CAP (TYP)

WYE WITH 4"

BRANCH

WYE WITH 6"

BRANCH

6" 45° BEND

4" 45° BEND

WYE WITH 4"

BRANCH

SEWER MAIN

SIZE VARIES

VARIES VARIES

NOTES:
1. TRENCH EXCAVATION FROM 12 INCHES ABOVE THE TOP OF THE PIPE MAY

BE AS WIDE AS NECESSARY EXCEPT AS RESTRICTED BY THE LIMITS OF THE
RIGHT-OF-WAY OR EASEMENT AND AS REQUIRED TO PROTECT EXISTING
STRUCTURES AND CONDUITS.

2. "W" - MAXIMUM WIDTH OF TRENCH, MEASURED IN FEET. USED TO
DETERMINE LIMITS OF ROCK AND EARTH EXCAVATION,
PAVEMENT/DRIVEWAY REPLACEMENT, EMBEDMENT ITEMS AND OTHER
ASSOCIATED ITEMS OF TRENCH CONSTRUCTION.

3. "BD" - MAXIMUM ALLOWABLE WIDTH OF THE TRENCH, MEASURED IN FEET,
AT A POINT 12 INCHES ABOVE THE TOP OF THE PIPE FOR SHEETED OR
UNSHEETED TRENCH.

4. "OD" - OUTSIDE DIAMETER OF THE PIPE, MEASURED IN FEET.
5. "D" - NOMINAL INSIDE DIAMETER OF PIPE, MEASURED IN INCHES.

FOUNDATION

D

EXISTING GROUND OR

PAVEMENT SURFACE

FINAL BACKFILL

VARIES

VARIES

TO EXTEND 1'-0"

OVER THE TOP

OF THE PIPE.

INITIAL BACKFILL

CLASS "B" BEDDING OR

HAUNCHING AS REQUIRED

WIDTH OF EXCAVATION VARIES AS

REQUIRED TO SUIT THE FIELD

CONDITIONS (SEE NOTE 1)

MAX W = BD + 2'-0"

(SEE NOTE 2)

OD

EMBANKMENT

MATERIAL

MAX BD = OD + 2'-0"

(SEE NOTE 3)

STAGE 3

STAGE 2

STAGE 1

MINIMUM 8" CLASS "B" CONCRETE OR

MINIMUM 12" SOIL CEMENT BASE

* TOP 2" TO BE REPLACED WITH SAME TYPE

MATERIAL AS EXISTING SURFACE

NOTE:

SURFACES ARE TO BE THOROUGHLY

CLEANED AND BITUMINOUS TACK

COAT APPLIED BEFORE PLACEMENT

OF ASPHALTIC SURFACE COURSE.

UTILITY INSTALLATIONS BY OPEN CUT

ACROSS EXISTING PAVEMENT

TACK COAT REQUIRED

WITH ASPHALTIC SURFACE

BASE, SUBBASE, ETC. TO

BE REPLACED AS

DIRECTED BY ENGINEER

BACKFILL TRENCH AS DIRECTED BY

ENGINEER. MATERIAL TO BE COMPACTED

IN LAYERS NOT TO EXCEED 6 INCHES.

REMOVE ADDITIONAL PAVEMENT ON EACH

SIDE OF TRENCH TO 12" MIN. OR VISIBLE

OVERBREAK, WHICHEVER IS GREATER

12"

MIN.

2
"

2
"

SAW CUT 2" DEEP TO INSURE A STRAIGHT

VERTICAL EDGE FOR PATCH

PAVEMENT TO BE SAWED OR CUT AS

SHOWN ON PLAN

SUBBASE, SUBGRADE

V
A

R
I
E

S

EXISTING PAVEMENT SECTION

OD
12"12"

12" EACH SIDE FOR PIPE CULVERT, 9"

EACH SIDE FOR UTILITY LINE (TYP).

NOTES:
1. WHERE A 10 FOOT PARALLEL SEPARATION CANNOT BE MAINTAINED BETWEEN A WATER MAIN AND A SEWER

MAIN OR NONPOTABLE WATER MAIN, THEN THE WATER MAIN SHALL BE LAID IN A SEPARATE TRENCH OR ON
AN UNDISTURBED EARTH SHELF AT LEAST 18 INCHES ABOVE THE TOP OF THE SEWER MAIN OR NONPOTABLE
WATER MAIN.

2. WHERE AN 18 INCH VERTICAL SEPARATION DISTANCE CANNOT BE MAINTAINED BETWEEN  A WATER MAIN
AND A SEWER MAIN OR NONPOTABLE WATER MAIN CROSSINGTHEN THE WATER MAIN SHALL PASS OVER
THE SEWER MAIN OR NONPOTABLE WATER MAIN WITH A MINIMUM VERTICAL CLEARANCE OF 6 INCHES.
THE SEWER OR NONPOTABLE WATER  MAIN SHALL BE 20 FEET OF 6" CONCRETE ENCASEMENT CENTERED ON
THE POINT OF CROSSING AND THE WATER MAIN SHALL BE 20 FEET OF 6" CONCRETE ENCASEMENT CENTERED
ON THE POINT OF CROSSING. CONCRETE ENCASEMENT SHALL BE POURED SEPERATELY FOR EACH PIPE.

UNDISTURBED

EARTH

WATER MAIN

SEWER MAIN

24"

MIN.

1
8
"

M
I
N

.

MECHANICALLY

RESTRAINED JOINTS

NOTE:

20' PIPE LENGTHS TO BE

CENTERED AT CROSSING

WATER MAIN

1
0
'

1
0
'

SEWER OR NON

POTABLE WATER MAIN

10'10'
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CLEAN OUT DETAIL
NTS36

 4

WATER/SEWER SEPARATION DETAIL
NTS36

 5

GRAVITY SEWER TRENCH DETAIL
NTS36

 1 SANITARY SEWER MANHOLE DETAIL
NTS36

 2

SERVICE LATERAL DETAIL
NTS36

 3

PAVEMENT PATCHING DETAIL
NTS36

 6

3. DROP MANHOLE IS REQUIRED AT ALL LOCATIONS WHERE INVERT ELEVATION
DIFFERENCE IS OVER 2 FEET.

3000 P.S.I. CONCRETE

FERNCO PVC TRANSITION
FITTING OR APPROVED EQUAL

DI LENGTH AS
REQUIRED

NOTE: MANHOLE FRAME AND COVER SHALL BE U.S. FOUNDARY E-170 OR EQUIVALENT.

2. THE INTERIOR AND EXTERIOR OF MANHOLE SHALL BE GIVEN TWO COATS OF
FABERTITE BITUMINOUS WATERPROOFING MATERIAL, DO NOT COAT JOINT OF PIPE
OPENING SURFACES.

18" MAXIMUM

STANDARD TEE

DI RISER LENGTH AS
REQUIRED

STANDARD DI ELL

PRECAST INVERT

1. PRECAST MANHOLE SECTIONS TO BE MANUFACTURED IN ACCORDANCE WITH
LATEST EDITION OF ASTM C 478 WITH 4,000 P.S.I. CONCRETE, TYPE II CEMENT.

NOTES
SECTION VIEW

6" MIN.

GROUT

MANHOLE FRAME
& COVER

ELEVATION TO
MATCH CROWN

OF EFFLUENT

5"

8"
2'-0"

MORTAR DAM
1/2" DIA. PIPE
INVERT ELEV.

SHOWN ON PLANS

4''-0" DIA.

FINISHED GRADE

SANITARY SEWER DROP MANHOLE
NTS36

 7

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.

A  P  P  R  O  V  E  D 
September 25, 2014 

City of Destin 
Technical Review Team 

14-35-SP



LEVEL 1 LOBBY
EL. 32' - 0"

LEVEL 2
EL. 50' - 0"

LEVEL 3
EL. 60' - 0"

LEVEL 4
EL. 70' - 0"

ATTIC
EL. 80' - 0"

PARKING LVL 2
EL. 20' - 6"

CONF FL
EL. 34' - 0"
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3

DD-A4.05
1

LEVEL 1 LOBBY
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ATTIC
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CONF FL
EL. 34' - 0"
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2

DD-A4.04
1

LEVEL 1 LOBBY
EL. 32' - 0"

LEVEL 2
EL. 50' - 0"
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EL. 60' - 0"

LEVEL 4
EL. 70' - 0"

ATTIC
EL. 80' - 0"
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EL. 20' - 6"

CONF FL
EL. 34' - 0"

DD-A4.04
2

DD-A4.04
3

LEVEL 1 LOBBY
EL. 32' - 0"

LEVEL 2
EL. 50' - 0"

LEVEL 3
EL. 60' - 0"

LEVEL 4
EL. 70' - 0"

ATTIC
EL. 80' - 0"

PARKING LVL 2
EL. 20' - 6"

DD-A4.02
1
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Suite 2400
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(404) 237-2000

coopercarry.com

SCOPE DOCUMENTS

The Construction Documents have not been completed therefore this drawing may be
incomplete or not coordinated.  The documents issued indicate the general scope of
the Project.  The Contractor is responsible for complete and coordinated pricing and
Work, and shall include all items necessary for the proper execution and completion
of the Project, whether indicated or not.  All components of the Project shall comply
with any and all requirements of national, state, and local codes.  The Contractor shall
inform the Owner and Architect of any omissions, inconsistencies or errors in the
information provided.  If no notice is given and any omissions, inconsistencies or
errors are discovered, the Architect's decisions on items of Work included in the
scope shall be binding on the Contractor, when consistent with the general scope and
quality of the Project.
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No. Drawing Issue Description Date

DD Set 10/01/2013
SCALE:  1/16" = 1'-0"DD-A4.01

1 SOUTH ELEVATION

SCALE:  1/16" = 1'-0"DD-A4.01
2 NORTH ELEVATION

SCALE:  1/16" = 1'-0"DD-A4.01
4 WEST ELEVATION

SCALE:  1/16" = 1'-0"DD-A4.01
3 EAST ELEVATION

No changes shall be made 
to, and construction shall not 

deviate from, these approved plans 
without prior written approval from 

the City of Destin.  Unapproved 
deviations may result in the 

revocation of builfing permits 
and the inability to secure a 
Certificate of Occupancy.
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