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BEVEL UP AT 45°

NOTE:
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SPECIFICATION: EXCAVATION AND PAVING

Excavation, Embankment and Subgrade:

Soil-Cement Base Course:

Sand-Clay Base Course

Note:

    CONTINUED ON NEXT COLUMN    CONTINUED ON NEXT COLUMN    CONTINUED ON NEXT COLUMN

Note:

SPECIFICATION: STORM SEWER SYSTEM

The Contractor

Materials:

Erosion Protection:

SPECIFICATION: GRASSING

The Contractor

Basic Landscaping Requirements:

Materials:

Corrugated Polyethylene Pipe:

Polyvinyl-Chloride Pipe:

Reinforced Concrete Pipe:

Manholes:

Inlets/Catch Basins

Main and Lateral Pipes:

Topsoil:

Fertilizer:

Sod:

    CONTINUED ON NEXT SHEET

Mechanical Joints:

Push-on Joints:

Flanged Joints:

Fittings:

Ductile Iron Pipe:

Coatings for Ductile Iron Pipe:

Manholes:

Dolomite Base Course:

Graded Aggregate Base Course

Asphalt Base Course

Asphaltic Concrete Surface Course

Portland Cement Concrete Pavement:

Installation:

Tests:

Non-Perforated Storm Sewers:

Cast-Iron Frames, Covers and Grates:

Plastic Filter Fabric:

Concrete:

Detention Areas and Grassy Swales:

Stormwater Drywells:

General:

Seed:

SPECIFICATION: PIPEWORK

GRAVITY SANITARY SEWERAGE PIPING:

Materials:

Unplasticized Polyvinyl Chloride (PVC):

Mulch:

Hydro-Seeding:
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Linings and Coatings for Ductile Iron Pipe:

Ductile Iron Pipe:

Mechanical Joints:

Push-on Joints:

Flanged Joints:

Fittings:

Hose Bibs:

Hydrants:

Spacing:

Protecting Underground and Surface Structures:

     CONTINUED ON NEXT COLUMN      CONTINUED ON NEXT COLUMN

Fire Hydrants:

Water Services:

Water Meters and Meter Boxes

Tapping Saddles

Corporation Stops

Curb Stops

Service Tubing

Wye Branches

Valve boxes:

Steel Casing:

Backflow Preventer:

Construction Equipment:

Unsuitable Conditions:

Trench Water:

Setting Valves and Boxes:

Valves and Fittings:

Valve Boxes:

Cutting Pipe:

Dewatering:

Service Pipe:

Casing:

Plugging Dead Ends:

Concrete Encasement and Specials:

Backfilling:

     CONTINUED ON NEXT COLUMN

Variation From Permissible Leakage:

Water for Testing:

Time for Making Test:

Tests of Gravity Pipework:

Inspection:

Chlorination of Water Distribution Facilities:

Disinfection:

Final Flushing and Test:

Repetition of Procedure:

Limits of Infiltration and Methods of Testing:

Chlorinating Valves and Flushing Hydrants:

Precast Concrete Manholes:

Manhole Invert Channels:

Unplaticized Polyvinyl Chloride (PVC) Pressure Pipe:

Manhole Accessories:

Water-Proofing:

Submittals:

PRESSURE PIPING:

Materials:

Copper Locator Wire:

Submittals:

VALVES, HYDRANTS AND MISCELLANEOUS APPURTENANCES:

Materials:

Valves:

Gate Valves:

Check Valves:

Air Release and Vacuum Valves:

Butterfly Valves:

Submittals:

INSTALLATION:

General:

Pipe Laying Procedures:

Gravity Flow Piping:

Pressure Piping:

Sub-Surface Explorations:

Repaving:

Clean-Up:

Anchorage of Bends, Tees and Plugs:

Thrust Backing Placement:

Materials for Thrust Backing:

TESTING AND INSPECTION:

General:

Hydrostatic Tests of Pressure Pipework:

Pressure During Test:

Duration of Pressure Test:

Procedure:

Expelling Air Before Test:

Definition of Leakage:

Permissible Leakage:
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